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Disclaimer 

 
Information presented in this publication is intended to inform candidates as they prepare to apply for and complete the process for the NABCEP 
Certified Solar Photovoltaic Installer™ Certification Program.  While making every effort to provide current and accurate information, neither 
NABCEP, nor its employees, volunteers, or representatives warrants or guarantees the accuracy, completeness, timeliness, merchantability, or 
fitness of the information contained herein for a particular purpose. Reference herein to any specific commercial product, process, training 
program, or service by trade name, trademark, manufacturer, or otherwise does not constitute or imply its endorsement, affiliation, or support by 
NABCEP or other contributors to this document.  While individuals certified as a Certified Solar Photovoltaic Installer™ are required to meet 
established certification requirements, NABCEP maintains no control over these certificants or their related organizations, and disclaims all 
liability to any party for any action or decision made in reliance on the information contained herein or otherwise provided by NABCEP, or for any 
actions or inactions of candidates or certificants to any party, or for any loss or injury, resulting from the use or non-use of such information.   
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1. Introduction 
 
This Study Guide presents some of the basic cognitive material that individuals who install and maintain photovoltaic (PV) 
power systems should know and understand.  This information is intended primarily as a Study Guide to help individuals better 
prepare for the NABCEP PV installer examination but does not provide all of the materials or information needed for 
completing the certification examination.  Knowledge of the information presented, including pertinent sections of the National 
Electrical Code and appropriate experience and qualifications are generally required of those applying for and completing the 
NABCEP certification process.   
 
This Guide is based on a task analysis for the PV system installer, which includes the following eight major job/task areas: 
 

1. Working Safely with Photovoltaic Systems  15% 
2. Conducting a Site Assessment 5% 
3. Selecting a System Design 5% 
4. Adapting the Mechanical Design 15% 
5. Adapting the Electrical Design  20% 
6. Installing Subsystems and Components at the Site  20% 
7. Performing a System Checkout and Inspection 10% 
8. Maintaining and Troubleshooting a System 10% 

 
 
The percentage following each task area represents the approximate emphasis that each topic is given in this Guide, and is the 
associated percentage of each topic on the NABCEP PV installer certification exam. 
 
This Guide is organized in the following manner: 
 

• Reference Resources and Additional Reading 
• Study Guide 
• Study Questions  
• Answer Key 

 
The Guide is intended to provide an overview of each of the major content areas of the above task analysis.  A set of practice 
questions that relate to each of the major content areas is then provided.  The questions are organized according to each content 
area.  The answers to the study questions, along with related explanations, are given at the end of this Guide.   
The study questions span fundamental trade knowledge, codes and standards, and accepted industry practice in the relevant 
design, installation, and maintenance of PV systems.  Many questions are based on system installation scenarios, requiring the 
use of schematics, diagrams, and equipment specifications.  Guidelines for determining solutions to the questions may be found 
in the text of this Guide, or from the references listed below.   
 
In addition to the specific content areas listed above, knowledge and skills in the following areas are also required: 
 

• Reading and interpreting plans and specifications 
• Reading and interpreting codes and standards 
• Using basic mathematics and some trigonometry (addition, subtraction, multiplication, division, calculations of area 

and volume, fractions, decimals, percentages, calculating the sides of triangles, square roots, powers of numbers, and 
solving simple algebraic equations for unknown variables) 
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2. References 
 
The primary reference for this study guide and the NABCEP® PV installer certification exam is the 2008 National Electrical 
Code®, NFPA 70 (NEC®). This is the only reference permitted in NABCEP® examinations and is supplied by test 
administrators.  
 
The purpose of the Code is the practical safeguarding of persons and property from hazards arising from the use of electricity. 
The NEC® establishes the installation requirements for PV systems and other electrical equipment, and is adopted into law by 
most local jurisdictions throughout the United States for electrical systems safety and code compliance. The NEC® is widely 
available for purchase on-line and locally at electrical supply houses and construction book stores. The associated 2008 
National Electrical Code® Handbook contains the complete text of NFPA 70, and in addition includes supplemental 
commentary and illustrations that provide useful and clarifying information; however this material is not officially part of the 
Code.  
 
Additionally, a list of supplemental references is provided. These resources include the NACBEP® PV installer task analysis, 
OSHA Safety and Health Regulations for Construction, textbooks, guidelines, websites and other relevant materials. These 
references are highly recommended for study and preparation for the NABCEP® examination, and for use in development of 
curriculum for education and training programs. 
 
2.1 Primary Reference 
 

1. 2008 National Electrical Code® (NEC®), NFPA 70 or 2008 National Electrical Code® Handbook, National Fire 
Protection Association®: www.nfpa.org 

 
2.2 Supplemental References 
 

1. Objectives and Task Analysis for the Solar Photovoltaic System Installer, North American Board of Certified Energy 
Practitioners®: www.nabcep.org 

 
2. Code of Federal Regulations, Chapter 29 Part 1926 - Safety and Health Regulations for Construction, Occupational 

Safety and Health Administration: www.osha.gov 
 
3. Electrical Safety in the Workplace, NFPA 70E, National Fire Protection Association: www.nfpa.org 

 
4. Photovoltaic Systems, 2007, by Jim Dunlop. ISBN 978-0-8269-1287-9, National Joint Apprenticeship and Training 

Committee and American Technical Publishers: www.jimdunlopsolar.com 
 
5. Photovoltaics Design and Installation Manual, 2007. ISBN 978-0-86571-520-2, Solar Energy International: 

www.solarenergy.org 
 
6. Photovoltaic Power Systems and the 2005 National Electrical Code: Suggested Practices, February 2005, by John 

Wiles. SAND2005-0342, New Mexico State University/Southwest Technology Development Institute and Sandia 
National Laboratories: www.sandia.gov/pv 

 
7. Roofing Construction and Estimating, 6th Printing, 2006. ISBN 978-1-57218-007-9, Craftsman Book Company: 

www.craftsman-book.com 
 
8. Photovoltaic Systems Engineering, 2nd Edition, 2004, by Roger Messenger and Jerry Ventre. ISBN 0-8493-1793-2, 

CRC Press LLC: www.crcpress.com 
 
9. Soares Book on Grounding and Bonding, 10th Edition, 2008, ISBN 1-890659-47-9. International Association of 

Electrical Inspectors: www.iaei.org 
 

10. A Guide to Photovoltaic System Design and Installation, by Bill Brooks. California Energy Commission Consultant 
Report 500-01-020, June 2001: http://www.energy.ca.gov/reports/2001-09-04_500-01-020.PDF 

 



 
 
Study Guide for Photovoltaic System Installers  Version 4.2 – April 2009    

3 
 

11. Battery Service Manual, 12th Edition, Battery Council International: www.batterycouncil.org 
 

12. Stand-Alone Photovoltaic Systems: A Handbook of Recommended Design Practices, SAND87-7023, Sandia National 
Laboratories: http://www.sandia.gov/pv/docs/PDF/Stand%20Alone.pdf 

 
13. Maintenance and Operation of Stand-Alone Photovoltaic Systems, Sandia National Laboratories: 

http://www.sandia.gov/pv/docs/PDF/98TLREF13.pdf 
 
14. Working Safely with Photovoltaic Systems, January 1999, Sandia National Laboratories: 

http://www.sandia.gov/pv/docs/PDF/workingsafely.pdf  
 

15. Solar America Board for Codes and Standards: www.solarabcs.org 
 
16. National Renewable Energy Laboratory Website: www.nrel.gov 

 
17. Sandia National Laboratories Photovoltaics Website: http://photovoltaics.sandia.gov/ 

 
18. Southwest Technology Development Institute, PV Codes and Standards Website by John Wiles: 

http://www.nmsu.edu/~tdi/Photovoltaics/Codes-Stds/Codes-Stds.html 
 
19. Interstate Renewable Energy Council Website: www.irecusa.org 

 
20. IAEI News, International Association of Electrical Inspectors, http://magazine.iaei.org 
 
21. PHOTON International Magazine : www.photon-magazine.com/ 
 
22. Home Power Magazine: www.homepower.com 
 
23. Solar Pro Magazine: www.solarprofessional.com 
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3. Photovoltaic (PV) Installer Study Guide 
 
 
3.1 Working Safely with Photovoltaic (PV) Systems (Tasks 1.1 thru 1.9 of the NABCEP Task Analysis) 
 
Working safely with PV systems requires a fundamental understanding of electrical systems coupled with common sense.  The 
common sense aspects can be summed up with the following statements:   
 
• If the workplace is cluttered, the possibility of tripping over something is significantly increased.   
• If the workplace is a sloped roof with clutter, the possibility of falling off the roof is significantly increased.   
• If tools are left lying out on a roof, the chance of them falling off the roof and injuring someone below is increased.   
• If the workplace is a rooftop in bright sunshine, the chance of sunburn is increased, so a good layer of sunscreen is in 

order. 
 
There are the usual subtle hazards, as well.  These include nicks, cuts, and burns from sharp or hot components.  Gloves should 
be used when handling anything that might be sharp, hot, rough, or that might splinter.  There is always the possibility of 
dropping tools or materials on either oneself, someone else, or on sensitive equipment or materials.  Dropping tools across 
battery terminals is an especially dangerous hazard.  When a PV system is being assembled, it presents the possibility of shock 
to personnel. Proper procedure during installation can reduce, and often eliminate hazards including shock. Improperly 
installed systems may result shock and fire hazards should an electrical short circuit occur.   

3.1.1 OSHA Regulations 
 
All individuals working on or contracting installation services for PV systems should be familiar with standards established by 
the Occupational Safety and Health Administration (OSHA), contained in Volume 29 of the U.S. Code of Federal Regulations 
(29 CFR). OSHA regulations are applicable in all U.S. states and territories and enforced by federal or local authorities. States 
with OSHA-approved programs must set standards at least as effective as federal standards. These standards apply to private 
employers and general industry, construction, maritime, agricultural and other occupations. The broad scope of OSHA 
regulations includes health standards, electrical safety, fall protection systems, stairways and ladders, hand and power tools, 
cranes and lifts, excavations, scaffolding, and other potential hazards likely to be encountered in construction practice and 
many PV installations. 
 
OSHA regulations require that employers provide a safe and healthful workplace free of hazards, and follow the applicable 
OSHA standards. Employers must provide training, and employers of 11 or more employees must maintain records of 
occupational injuries and illnesses. All employers must display the OSHA poster, and report to OSHA within 8 hours any 
accident that results in a fatality or in-patient hospitalization of 3 or more employees. Workers are responsible for following the 
employer’s safety and health rules and wear or use all required gear and equipment, reporting hazardous conditions to OSHA if 
employers do not fix them, and cooperating with OSHA inspectors. Large construction projects often require workers to 
complete 10 or 30 hour training on OSHA regulations and have a valid course completion card for insurance purposes. 
 
Specifically, 29 CFR Part 1926 Safety and Health Regulations for Construction applies to general construction practice, 
including several subparts applicable to the installation of PV systems:  
 
Subpart C - General Safety and Health Provisions  
Subpart D - Occupational Health and Environmental Controls 
Subpart E - Personal Protective and Life Saving Equipment 
Subpart I - Tools, Hand and Power 
Subpart K - Electrical 
Subpart M - Fall Protection 
Subpart X - Stairways and Ladders 
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3.1.2 Electrical Safety 
 
About 5 workers are electrocuted every week in the U.S., causing 12% of all young worker workplace deaths. It takes very 
little electrical energy to cause personal injury; and electrical hazards also pose a significant fire danger - further compounding 
the risk to life and property. Electrical accidents are caused by a combination of three factors: 1) unsafe equipment and/or 
installation, 2) workplaces made unsafe by the environment, and 3) unsafe work practices.  
 
There are four main types of electrical injuries. Direct types of injuries include electrocution (death due to electrical shock), 
electrical shock, and burns. Indirect electrical injuries include falls due to electrical shock. Other common electrical injuries 
include concussions resulting from arcing explosions, as well as eye damage due to arc flash. Working on or near exposed 
energized conductors or electrical equipment requires special personal protective equipment (PPE). Means to assess the 
electrical hazards that exist, and the PPE and other precautions required are addressed in NFPA 70E, Electrical Safety in the 
Workplace. 
 
The severity of the shock depends on the path of current flow through the body, the amount of current, and the duration of the 
exposure. Low voltage does not mean low hazard. Currents above 10 mA can paralyze or “freeze” muscles. Currents of more 
than 75 mA ac can cause a rapid, ineffective heartbeat, and can result in death in minutes unless a defibrillator is used. 75 mA 
is not much current – a small power drill uses 30 times as much. Electrical burns are the most common shock-related injury, 
which can occur by touching electrical wiring or equipment that is improperly used or maintained, and typically occurs on the 
hands. Electrical burns are often very serious injuries and require immediate attention. 
 
To protect workers from electrical shock use barriers and guards to prevent passage through areas of exposed energized 
equipment; pre-plan work, post hazard warnings and use protective measures; and keep working spaces and walkways clear of 
cords. Test GFCIs regularly, and check switches and insulation. Flexible extension cords for temporary use on construction 
projects must be 3-wire type (with ground) and designed for hard or extra-hard use.  
 
Lockout and tagging is used to prevent unknowing individuals from energizing electrical circuits while they are being serviced 
or maintained. Lockout refers to the physical locking of the power source disconnect with a padlock in the “off” or open 
position. Tagging refers to the labeling of deactivated controls, de-energized equipment and circuits at all points where they 
can be energized, and must identify equipment or circuits being worked on. 
 

3.1.3 Fall Protection 
 
Falls are the leading cause of deaths in the construction industry. Because most PV systems involve climbing ladders, or 
working on rooftops, it is essential that PV installers are familiar with OSHA fall protection regulations. Most fatalities occur 
when employees fall from open-sided floors and through floor openings. Consequently, OSHA requires that fall protection be 
used for walkways and ramps, holes and excavations, roofs, and wall openings where an employee or worker can fall 6 feet or 
more. Employers must provide training to employees on how to recognize and minimize fall hazards, and the use of fall 
protection systems and devices. 
 
Fall protection options include Personal Fall Arrest Systems (PFAS), guardrails and safety nets, and must be in place before 
work commences. Training is required on how to properly use PFAS, including the anchorages, lifelines and body harnesses. 
Guardrails used to protect open-sided floors and platforms must have top rails between 39 and 45 inches tall, a mid rail, and toe 
boards at least 3-1/2 inches high. Safety nets must be deployed no further than 30 feet below where work is performed, 
preferably closer. In certain applications, the use of designated safety monitors and warning lines may meet the requirements, 
but is the least desirable of all fall protection systems. In any case, it is best practice to perform work at ground level if 
possible, such as pre-assembly of PV panels and arrays. 
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3.1.4 Stairways and Ladders 
 
OSHA requires that a stairway or ladder be used at points of access where there is an elevation break of 19 inches or more on a 
jobsite. Stairways with four or more risers, or higher than 30 inches, must be equipped with at least one handrail, capable of 
withstanding a force of 200 pounds. Stairways with four or more risers or more than 30 inches high must have a stair rail along 
each unprotected side or edge. Stairs must be installed between 30 and 50 degrees, must have uniform riser height and tread 
depth, with less than a 1/4-inch variation. Stairways landings must be at least 30 inches deep and 22 inches wide at every 12 
feet or less of vertical rise. Unprotected sides of landings must have standard 42 inch guardrail systems. Where doors or gates 
open directly on a stairway, a platform must be used that extends at least 20 inches beyond the swing of the door. 
 
Ladders must be kept in a safe working condition. Keep the area around the top and bottom of a ladder clear, and ensure rungs, 
cleats, and steps are level and uniformly spaced 10 to 14 inches apart. Use ladders only for their designed purpose. Never tie 
ladders together to make longer sections, or load ladders beyond the maximum load for which they are rated. A competent 
person must inspect ladders for visible defects, like broken or missing rungs, and if a defective ladder is found, immediately 
mark it defective or tag it "Do Not Use”, and withdraw defective ladders from service until repaired. 
 
Ladders should be used on stable and level surfaces, and secured to prevent accidental movement due to workplace activity.  
Do not use ladders on slippery surfaces unless secured or provided with slip-resistant feet. Ladders, particularly wooden ones, 
should never be painted. A double-cleated ladder (with center rail), or two or more ladders are required when ladders are the 
only way to enter or exit a working area with 25 or more employees, or when a ladder will serve simultaneous two-way traffic. 
 
Non-self-supporting ladders (those that lean against a wall or other support) must be positioned at an angle where the 
horizontal distance from the top support to the foot of the ladder is 1/4 the working length of the ladder. For example, if a 20 
foot ladder is used to access the rooftop of a 16 foot building, the base of the ladder should be one-quarter the height, or 4 feet 
away from the building. When using a portable ladder for access to an upper landing surface, the side rails must extend at least 
3 feet above the upper landing surface. For step ladders, the top and top step should never be used as a step, and never use 
crossbracing on the rear of a stepladder for climbing - unless the ladder is designed for that purpose. Tall fixed ladders 24 feet 
or longer must be equipped with either: a ladder safety device; self-retracting lifelines with rest platforms every 150 feet or 
less; or cage or well, and multiple ladder sections, each section not exceeding 50 feet. 
 
If using ladders where the employee or the ladder could contact exposed energized electrical equipment, such as transformers 
or overhead services, ladders must have nonconductive side rails such as wood or fiberglass. Face the ladder when going up or 
down, and use at least one hand to grab the ladder when going up or down. Do not carry any object or load that could cause 
you to lose balance while climbing ladders. 
 

3.1.5 Hand and Power Tools 
 
Workers using hand and power tools may be exposed to a number of hazards, including  objects that fall, fly, are abrasive, or 
splash; harmful dusts, fumes, mists, vapors, and gases; and frayed or damaged electrical cords, hazardous connections and 
improper grounding. Hazards are usually caused by misuse and improper maintenance. Basic tool safety rules include regular 
maintenance, using the right tool for the job, pre-use inspections, following manufacturers’ instructions and using the proper 
personal protective equipment (PPE) such as hand, eye, breathing and hearing protection. Power tools must be fitted with 
guards and safety switches. Requirements and hazards associated with power tools varies depending on the power source, 
which includes electric, pneumatic, liquid fuel, hydraulic, powder-actuated equipment. 
 

3.1.6 Personal Protective Equipment (PPE) 
 
Employers must protect employees from hazards such as falling objects, harmful substances, and noise exposures that can 
cause injury. Employers must use all feasible engineering and work practice controls to eliminate and reduce hazards. If the 
controls do not eliminate the hazards, use appropriate personal protective equipment (PPE). Responsibilities of the employer 
include assessing the workplace for hazards, providing PPE and determining when to use it, and providing PPE training for 
employees and instruction in its proper use. Employee responsibilities include using PPE in accordance with training received 
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and other instructions, and inspecting daily and maintaining in a clean and reliable condition. Examples of PPE include: safety 
glasses, goggles and face shields for eye and face protection, hardhats for head protection, safety shoes for feet protection, 
gloves for hand and arm protection, and earplugs and earmuffs for hearing protection.  
 
Hardhats must be appropriate for the work environment. Class A general service hardhats are suitable for construction having 
good impact protection but limited voltage protection. Class B hardhats are intended for electrical and utility work, and protect 
against falling objects, as well as high-voltage shock and burns. Class C hardhats are designed for comfort, offer limited 
protection against bumps from fixed objects, but do not protect against falling objects or electrical shock.  
 
Eye protection must be provided to protect against hazards such as dust and other flying particles, corrosive gases, vapors, and 
liquids, and welding operations. The selection of eye protection is based on protection from a specific hazard, its comfort, and 
must not restrict vision or movement, or interfere with other PPE. Hearing protection must be used whenever an employee’s 
noise exposure exceeds an 8-hour time-weighted average (TWA) sound level of 90 dBA. Foot protection must be used when 
any of the following conditions are present: heavy objects such as barrels or tools that might roll onto or fall on employees’ 
feet; sharp objects such as nails or spikes that might pierce ordinary shoes; molten metal that might splash on feet; hot, wet or 
slippery surfaces. Safety shoes have impact-resistant toes and heat-resistant soles, and may be electrically conductive for use in 
explosive atmospheres, or nonconductive to protect from electrical hazards. 
 

3.1.7 Working Space for Electrical Systems 
 
The National Electrical Code is very specific on the working spaces that must be accommodated for maintenance personnel to 
operate on equipment safely. Article 110.26 covers the requirements relative to working spaces. Rather than restate all the 
requirements in 110.26, this guide highlights the fact that knowing the requirements for proper working spaces is essential to 
preserve the safety and accessibility of an electrical working space. Proper working clearances are the first priority when 
locating balance of system hardware for a PV system. Generally, clearances are 3 feet, but several qualifiers determine the 
appropriate clearance to use. Voltages from 150-600V require greater clearances if live parts are on one side and grounded 
parts on the other or if live parts are on both sides of the working space. The width of working spaces must be the width of the 
equipment or 30 inches, whichever is wider. For dc voltages less than 60 V, smaller working spaces may be permitted by 
special permission of the AHJ. Although this is allowed in the code, permission must be secured prior to mounting equipment 
should smaller clearances be sought. 
 
Some PV installations may involve working in attic spaces.  Working in an attic generally will require wearing a breathing 
mask, eye protection, clothing that will protect skin from insulation, and will require knowledge of where it is safe to support 
the weight of a person without risk of falling through the ceiling.  It will also involve planning the excursion into the attic to 
ensure that it will also be possible to get out of the attic.  And adequate lighting will be needed in the confines of the attic.  
Before entering an attic, one should be sure to drink water for hydration if the attic is hot and if it is expected that the attic work 
will take more than 15 minutes. 
 

3.1.8 Photovoltaic Modules 
 
Working safely with PV modules involves taking precautions to avoid electrical shock from potentially high dc voltages, 
especially when several modules are connected in series.  It also involves care in handling of the modules so they are not 
dropped and care in protecting open wire ends from shorting to each other.  Because a short circuit may not blow any fuses, 
opening the short circuit produces a very intense dc arc between the wires.  Once initiated, this arc can reach temperatures of 
10,000°C over a distance of half an inch or more. This arc is a potential fire hazard, burn hazard, ultraviolet eye hazard, or 
might surprise the electrical worker causing him/her to lose footing, creating a fall hazard.  
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3.1.9 Battery Safety 
 
Because hydrogen is lighter than air, it tends to accumulate at the top of the battery container, and if the hydrogen 
concentration gets too high, the mixture becomes explosive.  Therefore, battery containers should be vented at the top to allow 
the hydrogen to escape.  NEC 480.9(A) states that all battery locations must provide ventilation, but it does not provide any 
guidance for that ventilation.  Normally the containers will not be vented at the bottom because acid containment is another 
requirement.   NOTE:  Hydrogen venting is quite different than providing combustion air for appliances.   
 
When vented lead-acid batteries are used, they should not be located beneath any electronic components. The corrosive vapors 
from the batteries can degrade the circuitry in the electronic equipment causing premature failures.   Batteries should always be 
placed in an enclosure that can safely contain the entire battery electrolyte released in the event of a spill or case breakage.   
 
When using lead-acid batteries, it is good practice to have baking soda nearby, preferably a supply in the battery container so it 
is readily available to neutralize the acidic battery electrolyte in the event of a spill.  If nickel-cadmium batteries are used, the 
electrolyte is a strong base, so vinegar (acetic acid) should be kept near the batteries to neutralize any spill of the electrolyte. 
Eye, face, and hand protection should be used when working near batteries, and an apron may be used to protect clothing. 
Because of the danger of working with batteries, it is important to allow adequate working clearances for battery maintenance. 
Working clearances shall comply with NEC 110.26 as stated in NEC 480.9 (C). It is especially important to use insulated tools 
to prevent battery shorts when working around batteries.   
 
If battery terminals are shorted, currents greater than 10,000 A may flow through the short circuit, resulting in damage to the 
tool, explosion of the battery, and serious injury to the worker.  Because such high currents can flow, the battery overcurrent 
protection must have an interrupting rating sufficient to interrupt the battery short-circuit current. 
 
If batteries are used outdoors in cold climates, the electrolyte freezing temperature increases as the batteries discharge.  If the 
electrolyte freezes, DO NOT CHARGE THE BATTERY.  Let it thaw slowly in a place where, if it should rupture, the 
electrolyte will be contained.  Do not attempt to accelerate the thawing process with anything that might be capable of igniting 
any gases that may be liberated. 
 
 
3.2 Conducting a Site Assessment (Tasks 2.1 thru 2.10 of the NABCEP Task Analysis) 
 
A PV installer needs to know how to determine whether a proposed site for a PV installation will be adequate for proper 
operation of the system.  A site assessment involves 
  

• Determining whether the array can operate without being shaded during critical times, 
• Determining the location of the array, 
• Determining the mounting method for the array, 
• Determining where the Balance-of-system (BOS) components will be located, and 
• Determining how the PV system will interface with the existing electrical system.  
 

3.2.1 Shading 
 
A site assessment involves determining whether the location of the PV array will be shaded, especially between the hours of 9 
a.m. and 3 p.m. solar time.  This is important, as the output of PV modules may be significantly impaired by even a small 
amount of shading on the array.  Crystalline silicon module outputs are generally more susceptible to shading than thin-film 
module outputs, because the thin-film cell structure traverses the full length of the module requiring more shading for the same 
effect. 
 
For maximizing benefits to utility companies in some utility-interactive PV installations it may be desirable for the array to 
face either southwest or even west, provided that the array tilt is below 45º. Westerly orientations tend to maximize the array 
output in the afternoon during utility peak usage hours, but do not necessarily maximize the benefit to the customer. Some net 
metering programs offer time-differentiate rate structures to encourage the production of energy during utility peak hours. A 
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careful assessment using an hourly computer simulation program is necessary to determine the benefits of westerly 
orientations. A minimum of six hours of unshaded operation is still important for best system performance. 
 
There are formulas that enable the system designer to calculate the position of the sun at any time of the day, any day of the 
year, at any place on the planet.  While an installer is not expected to know how to use these formulas, the installer should 
know that devices are available for observing the path of the sun at a location for each month of the year.  These devices can be 
used to determine whether any obstructions in the vicinity of the array will shade the array during critical sun times at any time 
during the year.  The three products most commonly used today to assess the impacts of shading are (1) the Solar Pathfinder 
(www.solarpathfinder.com); (2) the SunEye (www.solmetric.com); and the ASSET (www.we-llc.com). These devices, and 
similar devices that may developed in the future can be used effectively to estimate the impact of shading at any location. 
 
The location of the sun in terms of North, East, West, or South is determined by the azimuth angle, usually symbolized by the 
Greek letter Psi (ψ).  When a conventional compass is used, North is 0° or 360°, East is 90°, South is 180° and West is 270°.  
But for calculating sun paths, due South is often used as the zero degree reference, as the sun is due South at solar noon.  Note 
that solar noon is not necessarily the same as 12 p.m. clock time due to various offsets including daylight savings time. A 
simple method to determine solar noon is to find the sunrise and sunset times in a local paper and calculate the midpoint 
between the two.  In summary, for solar calculations, 0° typically represents true South, 90° represents East, 180° represents 
North, and 270° or -90° represents West.  Azimuth angles west of south are typically represented as negative angles and 
azimuth angles east of south are conversely represented as positive angles. 
 
The location of the sun in terms of the angle between the sun and the horizon, where horizon is defined at the plane tangent to 
the Earth’s surface at the point of measurement, is determined by the altitude angle, and symbolized by the Greek letter alpha 
(α).  At sunrise and at sunset, when the sun is on the horizon, the altitude is 0°.  If the sun is directly overhead, then the altitude 
is 90°.  The sun will be directly overhead only in the tropics located between the Tropic of Cancer and Tropic of Capricorn 
(23.45° north and south of the equator, respectively).  When the sun is up, it is at an altitude angle between 0° and 90°.  It is 
interesting to note that everywhere on the Earth, on the first day of spring and on the first day of fall (equinoxes), the sun rises 
directly in the east and sets directly in the west and is above the horizon for exactly 12 hours.  
 
Knowledge of the azimuth and altitude of the sun at any particular date and time will enable the determination of whether the 
array will be shaded, but it is very difficult to quantify the effects of shading due to the variables involved (degree of shading, 
placement of shading, series/parallel connection of cells and modules, etc.).  Devices can be purchased that allow the user to 
view potential shading problems and quantify the impact of the shading and provide a reasonable energy loss estimate. 
Although understanding the sun’s position using azimuth and altitude is important, calculating the impact of shading is even 
more important.  
 
Inter-row shading is when one row of modules shades an adjacent row of modules.  A six-inch shadow from an adjacent 
module is capable of shutting down a whole section of modules and can even shut down the entire PV system down. A simple 
rule for minimum spacing between rows is to allow a space equal to three times the height of the top of the adjacent module. 
The example in Figure 1 suggests that a separation distance (d) should be nine feet since the height of the adjacent row is three 
feet above the front of the next row. In the southern half of the United States, a closer spacing may be possible.  However, even 
in the lowest latitudes the spacing should not be less than two times the height of the top of the adjacent module.  In most cases 
it is better to take the orientation penalty of using a lesser tilt angle in order to prevent inter-row shading than it is to take the 
penalty of the shading loss. 
 
If a chart of sun altitude vs. sun azimuth, such as the one 
shown in Figure 2, is to be used to determine whether the 
array will be shaded, then the worst-case values for the 
altitude and azimuth must be measured for the site.   
 
When the worst-case altitude and azimuth angles 
corresponding to a shading problem have been measured, 
they are then compared with the position of the sun on a sun 
position chart for the latitude of the installation.  The chart in 
Figure 2 is for latitude 30°N.  The chart indicates that on the 
first day of winter (December 21), the sun rises at about 7 a.m. sun time and sets at about 5 p.m.  Solar noon is when the sun is 
directly south and highest in the sky for that day.  Notice that on December 21, the highest sun altitude is about 37° at noon.  

Figure 1. PV module inter-row shading. 
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On March 21 and September 21, the first days of spring and fall, the sun rises at 6 a.m. at an azimuth of 90° and the highest sun 
altitude is 60° at noon.  On June 21, the first day of summer, the sun rises at about 5 a.m., reaches a maximum altitude of about 
83° and sets at about 7 p.m. sun time.  At 9 a.m. on June 21, the azimuth is approximately 95° (slightly north of east) and the 
altitude is approximately 49° (about half way between the horizon and directly overhead).  
 

 
Figure 2. Sun path chart. 
 
 
 
If an inclinometer or transit or other measuring device is not available, then a ruler, a straight stick, a level and trigonometry 
can be used to determine the angles.  
  

3.2.2 Array Orientation 
 
Next to shading, orientation of the PV array is one of the more important aspects of the site assessment. Fully understanding 
what the orientation will be at construction must be understood very early in the project. Often the roof tilt is used as the 
orientation of a residential rooftop system due to the improved aesthetics of a parallel standoff roof mounted array rather than 
an array that is tilted to an angle greater than the roof tilt. Most roof orientations are not the most ideal for the array orientation 
so the impact of a less than optimal orientation must be understood prior to solidifying the system orientation. Much erroneous 
information has been circulated with respect to the impact of systems at non-optimal orientations, and it is difficult to find 
sources with accurate information on the subject. 
 
Correlations between optimal orientations and proposed orientations are extremely region specific. In other words, an 
evaluation that was done for California will not apply to New York or Florida. Orientation tables, similar to ones that have 
been developed for California and New York can be produced fairly quickly using a variety of available computer simulation 
programs. Caution should be exercised when applying any basic table to prevent misapplication for a location or site that is 
atypical of the conditions used to create one of these orientation tables.  
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It is best if the array faces within 45° of true south and should be tilted so the system will perform as required.  For latitudes 
other than tropical, and for off-grid systems that are designed to perform best in the winter, then the array should be tilted at an 
angle of latitude + 15°.  If the array is designed to perform best in the summer, then the array needs to be tilted at an angle of 
latitude − 15°.  For example, if a system is to be located in San Antonio, TX, which is at latitude of approximately 30°, and if 
the system is to be designed for optimal performance during the winter, then the modules should be tilted at 45°.  If the system 
is to be installed for optimal annual performance, the best tilt is between latitude and latitude − 15° depending on how summer-
dominated the solar resource is in a particular region (note: 30° tilt is ideal for the continental U.S.). 
 
The following tables show the multiplication factor used to adjust annual energy production for various tilt angles relative to 
the orientation that achieves the maximum annual energy production. These tables are provided as examples to provide a better 
understanding of the impact of orientation. 
 

California
Tilt Flat 15º 30º 45º 60º Vertical

Direction
South 0.89 0.97 1.00 0.97 0.89 0.58

SE,SW 0.89 0.95 0.96 0.93 0.85 0.60
E,W 0.89 0.88 0.84 0.78 0.70 0.52  

 
Arizona

Tilt Flat 15º 30º 45º 60º Vertical
Direction

South 0.89 0.97 1.00 0.97 0.89 0.60
SE,SW 0.89 0.94 0.95 0.90 0.83 0.59

E,W 0.89 0.87 0.82 0.75 0.66 0.48  

New York
Tilt Flat 15º 30º 45º 60º Vertical

Direction
South 0.87 0.96 1.00 0.98 0.92 0.66

SE,SW 0.87 0.93 0.94 0.91 0.85 0.62
E,W 0.87 0.85 0.81 0.74 0.67 0.49  

 
Florida

Tilt Flat 15º 30º 45º 60º Vertical
Direction

South 0.93 0.99 1.00 0.96 0.86 0.57
SE,SW 0.93 0.96 0.96 0.90 0.82 0.57

E,W 0.93 0.91 0.85 0.77 0.68 0.49  
 

  
The above tables were produced using Clean Power Estimator which is available free of charge on the web in several locations 
(e.g. http://www.consumerenergycenter.org/renewable/estimator/index.html). Several cities were used to generate these tables 
providing an average of these slightly different regions. The tables illustrate that array orientations near 30º tilt (7:12 pitch 
roof) and facing South produce the most energy on an annual basis for much of the continental U.S.  However, many 
orientations up to Southeast and Southwest produce very close to the same energy (within 7%) as a perfectly oriented array. 
Compared with the losses often associated with shading that can be much higher, the losses due to fairly significant variations 
in orientation tend to be smaller than many expect. When tradeoffs are being made between orientation and aesthetics, having 
this information available can help the prospective owner and installer make the right decision for their situation. Even 
horizontally mounted (flat) arrays will outperform systems that are mounted facing east or west when seeking to maximize 
annual energy production. These tables only consider annual energy production and do not take into account rate structures that 
vary based on time-of-day. 
 

3.2.3 Array Location  
 
Arrays can be mounted on roofs, racks, and poles.  The installer needs to determine or verify which method is best for the 
location of the installation.  Roofs are popular locations for PV array installations.  Roof-mounted arrays provide protection for 
the modules from many forms of physical damage. Additionally, rooftops usually provide better sun exposure, and installations 
do not occupy space on the ground that might be needed for other purposes.  Several disadvantages of roof installations are that 
they require lifting all of the modules, mounting materials, and wiring materials to the roof; they present a falling hazard; they 
are susceptible to leakage at the attachment points; and they need to be removed and replaced occasionally when the roof needs 
to be repaired or replaced. 
 

3.2.3.1 Available Roof Area 
If a roof is selected for the array location, then it is necessary to determine whether the roof is large enough for the proposed 
number of PV modules.  Sometimes when a roof has non-rectangular shapes, it is a challenge to determine the amount of 
useful roof area.  When laying out a plan for mounting modules on a roof, access to the modules must be provided in case 
system maintenance is needed.  For easiest maintenance access, a walkway should be provided between each row of modules. 
However, this consumes valuable roof area, so a balance needs to be made between the area for the array and access to the 
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array. Often, only 50% to 80% of the roof area that has a suitable orientation can be used for mounting modules when room for 
maintenance, wiring paths, and aesthetic considerations are taken into account. 
 
To determine the size of the PV array (ultimately the power rating of the system) that can be installed, the usable roof area 
must be determined.  The physical size of the modules to be used is important, depending upon the shape of the roof area to be 
used.  When a module is selected, it is necessary to check the total array dimensions against the roof dimensions to be sure the 
array will fit the roof.  As a rule of thumb, crystalline silicon modules with 10% efficiency will generate about 10 watts per 
square foot (100 watts per square meter) of illuminated module area (typically, today’s thin-film modules require more area for 
the same rated output).  Hence, by multiplying the usable and available roof area in square feet by 10, the size of the PV array 
(in Watts) that can be installed can be estimated. For example, a roof with dimensions of 14’ by 25’ (350 ft2) has a usable area 
of 250 ft2 (71% of total). This roof area would be sufficient for a 2.5 kW (250 ft2 x 10 W/ft2= 2500 W) crystalline silicon array 
or an 8% efficient thin film array of 2 kW. 
 

3.2.3.2 Roof Structure and Condition 
An extremely important consideration for roof-mounting PV arrays is to determine whether the roof can support the additional 
load.  If the roof appears to be bowed, or if it will not readily support the weight of the installer, it may not be strong enough to 
support the array.  A structural engineer should be consulted if the roof structure appears to be inadequate to support the PV 
array. Generally, houses built since the early 1970’s have been through more rigorous inspection and tend to have more 
standard roof structures than those built prior to that period. If the attic is accessible, a quick inspection of the type of roof 
construction is often worthwhile. 
 
Also, the uplift force during windy conditions of a PV array must also be considered, as the total uplift force in a strong wind 
may reach up to 50 pounds per square foot (psf) or greater.  This is particularly important with standoff roof mounts.  A 10-
square-foot module could impose an uplift load of 500 pounds when the PV system is attached to the roof.  A panel of four of 
these modules may impose a load of 2,000 pounds on the mounting structure.  If the panel is supported by four roof-mounts, 
and if forces are distributed equally, there would be a 500-pound force attempting to lift each mount from the roof, and the roof 
mount attachment method must be capable of resisting this maximum uplift force. Several manufacturers of roof mounting 
systems provide engineering analysis for their mounting system hardware. Without this documentation, local inspectors may 
require that a custom mounting system have a structural analysis for approval. The need for engineering documentation easily 
justifies the additional costs of purchasing mounting hardware from a mounting system manufacturer. 
 
The final consideration for roof mounting is the age and condition of the roof.  If the roof is due for replacement within the 
next 10 years, it typically makes sense to re-roof the building before installing the PV system, as the array would need to be 
removed when the roof is replaced.   
 

3.2.3.3 Commercial Roof Mounting Options 
Some roof mounting systems developed for the commercial PV market use ballast instead of lag screws into the structure to 
hold the array in place.  These systems are engineered for specific wind speeds and for specific roof structures and have very 
specific stipulations on how to install the array. Before recommending any roof mounting system, provide detailed information 
to the mounting system manufacturer to confirm whether or not your specific application is acceptable for the mounting system 
design. Far too often, installers make assumptions about the applicability of mounting systems without consulting the 
manufacturer. Also, many installers often copy manufactured mounting systems and make the assumption that the self-
designed system is equivalent to the manufactured product. Unfortunately, many installers lack the background and experience 
to properly design and fabricate a mounting system and these structures often deteriorate or fail prematurely. These self-
designed examples are why local jurisdictions often require some engineering documentation to qualify that the mounting 
system, as designed by the manufacturer, will keep the PV array on the roof and not pose a hazard to the system owner or those 
in the immediate vicinity of the array. 
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3.2.4 Array Mounting Methods 
 
Common PV array mounting methods include integral mounting, standoff mounting, rack mounting, and pole mounting. 
Integral mounting is where the modules are integrated into the roofing or exterior of the building itself. Standoff mounting is 
where modules are mounted above and parallel to the roof surface. For flat roofs, standoff mounting may be used for small 
arrays.  Large-scale flat roof commercial projects are often accomplished with fully engineered and certified systems, and some 
have no roof penetrations.  The most common mounting method on a sloped roof is the standoff mounting method, as this 
method provides for air circulation behind the modules to reduce the PV module operating temperature.  For standoff 
mounting, a spacing of between three and five inches between the modules and the roof is recommended to provide adequate 
ventilation for the modules. 
 
Often it is desirable that the array be pole-mounted or rack-mounted at ground level.  Once again, the usable area available for 
the array must be determined.  Ground-mounted arrays are more susceptible to vandalism than pole or roof-mounted systems.  
If an array is mounted at ground level, the 2008 NEC requires, Article 690.31(A) that the wiring be protected from ready 
access. Several methods exist including protecting the wiring with non-conductive screening like PVC or wood lattice, or 
protecting the perimeter of the array by a fence to avoid contact with the array wiring by other than qualified service personnel. 
The addition of a fence requires a greater array area so that the fence does not shade the array. Another way to prevent ready 
access to the array wiring is to ground mount the array at least eight feet above the ground.  This provides protection and can 
provide some much needed shade on hot, sunny days.   
 
Common PV array mounting methods include: 
♦ Integral mounting, in which the modules are integrated into the roofing or exterior of the building itself.  Integral mounting 

is sometimes referred to as BIPV, or building-integrated PV.  In BIPV, modules serve double duty as both PV generation 
and roofing or exterior building skin.  BIPV is most commonly found in large commercial grid-tied applications in which 
the modules are incorporated from the initial building design stage.  Other types of integral mounting include PV roof tiles, 
“peel-and-stick” thin-film laminates applied to metal roof substrates, and flush-mount rail systems designed to mount close 
to an existing roof.  

♦ Standoff mounting, referred to by some as flush mounting, in which standoffs attached to the roof’s structural members 
support rails to which the PV modules are attached.  For flat roofs, standoff mounting may be used for small arrays.   
Large-scale flat roof commercial projects are often accomplished with fully engineered and certified systems. Some have 
no roof penetrations, using ballasted racks to resist wind loads.  The most common mounting method on a sloped roof is 
the standoff mounting method, as this method adapt well to most existing roofs.  It also provides for air circulation behind 
the modules to reduce the PV module operating temperature.  For standoff mounting, a spacing of between three and five 
inches between the modules and the roof is recommended to provide adequate ventilation for the modules. 

♦ Ground mounting, in which the PV is rack-mounted at ground level.  This method is often used on large commercial or 
utility-scale arrays where fencing or other means of protection from vandalism is possible, and contact with the array by 
other than qualified service personnel is limited. 

♦ Pole mounting, in which an array is mounted on a manufactured rack which sits atop or attaches to the side of a steel pole.  
Pole-top arrays are common for off-grid residential PV systems, as the weight of the array is balanced over the pole, 
allowing easy seasonal adjustment.  Side-of-pole mounts are most common in small industrial applications, in which an 
entire system dedicated to a particular purpose, such as remote telemetry, is mounted on a single pole. 

♦ Tracking is a ground- mounting variation, in which an array is able to move during the day to continually face the sun.  By 
following the sun’s path, tracking increases daily power production by effectively lengthening the solar day.  Tracking 
may increase summer gain by 30% or more, but winter gain may be 15% or less.  This is because the summer sun follows 
a long daily arc, which a tracked array can follow.  

 
Some applications fall under multiple mounting methods.  For example, a “solar carport” uses PV modules to create a roof 
under which cars may be parked.  As the modules are the roof, this may be considered integral mounting, or it may be 
considered ground mounting with the array well above the ground.  The roof location protects the modules, and the overall 
approach provides both shade and power on space otherwise dedicated only to vehicle parking. 
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3.2.5 BOS Locations 
 
Balance-of-system (BOS) components include support and security structures, inverters, disconnects and overcurrent devices, 
charge controllers, batteries, and junction boxes.  Some balance-of-system components may need to be installed in weather-
resistant or rain-tight enclosures if they are not installed indoors.  Other components, such as most utility-interactive inverters, 
may already be rated for wet and outdoor exposure.  If hardware is enclosed in weather-resistant or rain-tight boxes, the 
installer must be sure that heat can still be dissipated.  It is important to know the dimensions and the required spacing of all 
components during initial planning so that adequate space for the hardware and access can be assigned in the system layout.   
 
Considerations for BOS locations include avoiding locations exposed to direct sunlight, encouraging natural breezes, and 
protecting equipment from insects, rodents, and wind-blown grit. BOS locations must also protect equipment from rain and 
moisture and should allow batteries to avoid extreme cold, which reduces their effective capacity.  
 
Battery containers were discussed in the section on safety.  They must be placed in locations that are acceptable under the 
requirements of the NEC.  Inverters are usually located near the batteries in order to minimize cable length and size.  BOS 
components are often located close to the panel board and electrical services to which they are connected, but this is not 
essential.  Adequate clearances and appropriate accessibility must be allowed for all electrical equipment. 
 
 
3.3 Selecting a System Design (Tasks 3.1 thru 3.4 of the NABCEP Task Analysis) 
 
The PV installer is often required to make judgments and recommendations concerning the system design based on a variety of 
factors including site considerations and customer needs.  The installer is often asked for advice on system designs, so the 
installer should have some knowledge of PV system design considerations. It is also the the installer’s responsibility to ensure 
that the installed system will meet code requirements.  It is not unusual for something to be left out of a design, often because 
different jurisdictions have somewhat different requirements for system installation or different interpretations of pertinent 
sections of the NEC. 
 
For example, a homeowner may have selected, and perhaps even purchased, a PV system.  If the PV array is to be installed on 
the roof of a dwelling, the PV installer is required to know that a ground-fault protection device is required for the system by 
the NEC.  The installer also must be aware that a residential PV system is prohibited from having a maximum system voltage 
in excess of 600 V.  The installer must know the correction factors of Table 690.7 for crystalline PV modules, so the maximum 
system voltage at Standard Test Conditions can be corrected for the lowest expected ambient temperature.  It is also important 
for the installer to know that the maximum system dc voltage is the maximum dc voltage that may appear between any two 
ungrounded conductors in the system.  For a two-wire system, this is simply the maximum voltage across the two wires, but for 
a 3-wire (bipolar) system that has both a positive supply and a negative supply with respect to a common grounded conductor, 
the maximum system voltage can be the maximum voltage of either monopole to ground provided that the stipulations of 
690.7(E) 1-3 are met.  The maximum system voltage requirement combined with its relationship to temperature make it is 
possible that a system may meet code requirements in one location but not in another location, even if both locations subscribe 
to the same code. 
 
An experienced PV installer will likely also be experienced in PV system maintenance.  Experience with the reliability of 
systems, or with the ease or difficulty of installation of specific systems enable an installer to inform a potential PV system 
owner of good and bad points associated with different systems, allowing the consumer to make a more intelligent choice of 
systems for the intended application.  After a PV system has been installed, it is essential that the system do what it has been 
advertised to do, and do it safely and reliably.   
 
The experienced PV installer should be able to identify the advantages and disadvantages of systems that operate at different dc 
voltages, ranging from 12V systems to systems greater than 400Vdc. The major disadvantage of 12V systems is that currents in 
12V systems are twice as high as 24V systems and four times as high as for 48V systems.  These higher currents require 
proportionately larger wire sizes.  In fact, to maintain a voltage drop within certain limits, say 3%, for the same load at 24V as 
opposed to at 12V, the allowable wire resistance is 4 times as high as for the 12V loads because the 24V system cuts the 
current in half and the percentage voltage drop is based on twice the voltage as 12V.   
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Examining Wire Table 8 in Chapter 9 of the NEC shows that if a 12 AWG copper conductor is adequate for a 3% drop for 
24Vdc operation, then 12Vdc operation will require a 6 AWG conductor for the same load power consumption.  Hence, except 
for very small systems that require only a few modules, a 12V system may not be the best choice for low cost and reasonable 
wire sizes.  If a system can be configured as a 12V, 24V, or 48V system, it is almost always best to use the 48V configuration. 
 
In lower-voltage systems operating at voltages less than 100-Volts dc, wire sizes are often larger than 6 AWG in order to 
minimize voltage drop.  When large wire is used, it is important to be sure that all boxes and terminals are large enough to 
accommodate the size of wire that is used.  There must be adequate room to install an enclosure that will be large enough for 
bending and installing the large wire.  If a 12-volt system is proposed, it is important to keep the electrical paths as short as 
possible to avoid the expense and inconvenience of large wire.  If the distance is too great, it usually is better to consider a 
system that operates at a higher voltage.  This also reduces the current levels for the same power level and often requires 
smaller and less expensive hardware. 
 
Systems operating at higher voltages have fewer source circuits resulting in less wiring and often lower installation costs.  The 
installer should always be prepared to answer questions about system selections and the alternative choices.  This includes 
knowing the functions of all the components that may be used in either a stand-alone or a utility-interactive system.   
 
It is important for the installer to understand how each PV system component works.  For example, the differences between a 
square-wave inverter and a pure sine-wave inverter often needs be explained if certain loads malfunction with poor power 
quality.  The concepts of electrical and mechanical maximum power tracking should be understood so a mechanical tracking 
device can be distinguished from a maximum power tracking charge controller or inverter.  The installer should also know 
when and where to consult an experienced system designer when design issues extend beyond the installer’s capabilities. 
 

3.3.1 Differentiating Among Available Modules and Inverters 
 
Both the modules and inverters in PV systems are subject to UL standards; however this only provides a measure of safety of 
the device and does not indicate field performance or reliability. There are relatively few resources to find comprehensive and 
unbiased analyses on field performance of these products. And even so, a given product may perform quite well in one set of 
conditions but under-perform in other conditions (e.g. at given temperatures, voltages, etc.). Also, manufacturer specifications 
are listed in a laboratory and it is important to recognize that field performance is far more dynamic than what might be shown 
on a specification sheet. 
  
For modules, the tolerance of the manufacturing processes (i.e. modules rated as a given number of Watts +/- X%) is one key 
parameter. Likewise, the performance in the temperature conditions expected at your site will be relevant. Modules also 
achieve a lower performance due to voltage degradation over time, so understanding the stability of the products is valuable in 
determining the long-term system output. Meanwhile, system designers should also consider other issues like how well 
modules endure various environmental effects. 
  
Inverters are also complex components. Inverter performance and reliability is important to good system design, since it 
enhances or limits the effectiveness of a given system.  Inverters have many more variables than modules. Although DC-AC 
conversion efficiency is often the primary factor looked at to determine system performance, this alone is incomplete and can 
be misleading since this efficiency changes with DC input voltage, AC output voltage, percentage of load, and several other 
factors.  The output of a system is also dictated by its maximum power point tracking effectiveness, its ability to output high 
power at the site's expected temperature, and product reliability. The most critical objective of any inverter is to effectively 
convert the available solar power throughout the life of the system. Choices should typically be based around this principle, 
and then the other features of the products. 
  
Warranties, manufacturer reputability, and ease of installation/use are also worth considering for both modules and 
inverters. As with any other type of products, there are a wide array of manufacturers offering a range of performance, 
reliability and features. Discussions with other experienced installers are often the most effective way of determining a 
product's true value in the field. For example, some modules may be rated within +/- 5%, but often perform at the lower end of 
this tolerance while others with the same tolerance may regularly achieve their output target, or even above. Some inverters 
offer sophisticated self-diagnostic systems to assist installers in servicing systems or data monitoring systems that allow 
installers or end-users to view performance more easily over a computer. Though looking at specification sheets and product 



 
 
Study Guide for Photovoltaic System Installers  Version 4.2 – April 2009    

16 
 

literature is a good place to begin a search for choosing the appropriate components for a system, it is best to get input 
from experienced users on products prior to installing them. 
 
 
3.4 Adapting the Mechanical Design (Tasks 4.1 and 4.2 of the NABCEP Task Analysis) 
 
Once the PV system components have been selected, the installer must decide how best to install all the parts so the system 
will be safe, perform as advertised, and look pleasing aesthetically. 
 
If the chosen design calls for installation on a sloped roof, the mounts need to be fastened solidly to the roof trusses or rafters—
not to the roof decking.  Depending upon the type of roof, the mounts need to be attached in a manner that will ensure that the 
roof will not leak at the roof penetrations.  Other methods may be allowed with engineered systems that have been certified by 
an accredited organization.  Manufacturers of commercially available roof mounting systems provide instructions for 
attachment to many types of roofs.  Handling and mounting the modules must ensure that the module edges are not chipped or 
impacted.  Small chips or nicks in the glass result in high stress points where cracks can begin with the expansion/contraction 
associated with temperature.  Torque values given for compression-types of PV mounts must be followed. 
 
PV Module layout is important for aesthetics and to assist in cooling the modules.  A landscape (horizontal) layout may have a 
slight benefit over a portrait (vertical) layout when considering the passive cooling of the modules.  Landscape is when the 
dimension parallel to the eaves is longer than the dimension perpendicular to the eaves.  In the landscape layout, air spends less 
time under the module before escaping and provides more uniform cooling.  Modules operate cooler when they are mounted at 
least 3 inches above the roof. 
 
A number of pre-engineered standoff mounts are available commercially.  When installed properly, engineers or test 
laboratories certify these mounts to be capable of withstanding specified wind loads.  If commercial mounts are used, 
verification is necessary to ensure that the instructions indicate wind load compliance, which may be needed as documentation 
for local inspectors. 
 

3.4.1 Roof Mounting 
 
Most standoff array mounts are designed so the support rails can be attached to the roof by brackets that can be lag-screwed 
into the rafters or trusses from the roof surface. This is the most common method since many roofs do not have access to the 
underside for other mounting methods. It may be difficult to locate the exact center of the rafters or trusses, but compared with 
techniques that require attic access, these problems are more minor and can be overcome. For roofs with adequate attic access 
and when it is extremely difficult to mount standoffs from the roof surface, it may be necessary to install blocking boards 
(spanners) in the attic between the roof trusses.  Typically a solid anchor between trusses can use pairs of 2x6 boards that are 
attached between rafters or trusses as shown in Figure 3.  The 2x6 pairs provide three inches of wood into which a lag screw 
can penetrate, as well as a relatively large area to ensure that the roof penetration enters the lumber associated with the pair.  In 
order to provide proper support for the array, the boards must be nailed or screwed securely onto the rafters or trusses with at 
least two fasteners on each side of each board.   
 
The withdrawal load is the force required to remove a screw by pulling in 
line with the screw.  The pull strength increases as the diameter of the 
screw increases and is directly proportional to the length of the screw 
thread imbedded in the wood.  When a lag screw must pass through a 
metal L-bracket, then roof shingles and roof membrane, nearly one inch of 
the length of the screw does not enter rafter or truss.  Also note that many 
lag screws in lengths over one inch are not threaded the entire length of the 
screw.  Pilot or lead holes must be drilled for lag screws, typically in the 
range of 60%-75% of the lag screw shank diameter.  Larger pilot holes are 
required for hard woods than for soft woods.  Note that actual pull 
strengths will vary depending upon the wood that is used, and this is why 
using safety factors of four or more is not unusual.  A safety factor of four simply means that if withdrawal strength of X 
pounds is needed, then the design requires withdrawal strength of 4X pounds.  Table 1 shows allowable withdrawal loads for 

Figure 8.  Example of use of 
2"x6" spanners between roof trusses.Figure 3.  2"x 6" spans between 
roof trusses.
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various lag screw sizes driven into the side grain of four common types of kiln-dried wood.  The allowable load accounts for a 
safety factor of four. 
 
 
Table 1.  Allowable withdrawal loads for lag screws in seasoned wood, pounds per inch of penetration of threaded 
part*. 
 

Lumber Type Southern Yellow Pine Douglas Fir White Spruce 
Specific Gravity: G 0.58 0.51 0.45 

Screw Diameter: D (in) Allowable withdrawal load: P (lb/in) 
1/4 281 232 192 

5/16 332 274 227 
3/8 381 314 260 

*Adapted from Marks’ Standard Handbook for Mechanical Engineers, latest edition, McGraw-Hill.  Withdrawal loads are calculated using 
the formula P = 1800G3/2D3/4, where P = withdrawal resistance in lb/in, D = screw shank/nominal diameter in inches, and G = specific 
gravity. 
 
The minimal wind loading of a PV array occurs when the array is mounted parallel to the roof surface at height of 6 inches or 
less and at least three feet away from the edges of the roof. In regions where wind load may be significant, it is desirable to 
keep the modules away from the edges of the roof as much as possible. 
 
Most roof structures above cathedral ceilings may require the mounting screws to penetrate a sandwich of foam insulation 
between two layers of roof decking before the screw will enter a support beam.  Other cathedral roof structures are built over 
scissors trusses with the insulation above the ceiling rather than under the roof decking.  If there is any uncertainty over the 
roof composition, roof loads, uplift loads, or roof materials, the installer should consult with a structural engineer, professional 
roofer, or building contractor.   
 

3.4.2 Mounting Materials 
 
Materials used for mounting hardware must be suitable for the ambient environment and compatible with other materials that 
may be in contact.  In dry areas such as Southwestern United States, a plated steel screw or bolt may not degrade appreciably 
with time.  In other areas, such as Florida, it is essential that most mounting hardware be corrosion-resistant stainless steel.  
Manufacturers of commercial array mounts and racks generally supply the mounts with stainless steel hardware to be sure it 
will be adequate for specified installation locations and site conditions.  This also precludes the aesthetic problem of 
discoloration of hardware that occurs in any climate. 
 
Materials for array mounts can also vary widely, especially depending upon geographic and site requirements.  In some areas, 
painted wooden mounts may be acceptable.  Other mounts might be made of galvanized steel.  A common structural material 
used for commercial array mounts is corrosion resistant aluminum such as 6061 or 6063 alloy aluminum.  Aluminum develops 
a thin oxide coating very quickly, and this coating prevents further oxidation. Anodizing can increase the corrosion resistance 
for aesthetics or for areas with extreme corrosion rates.  This is different from steel where, once oxidation forms, it must all be 
removed to prevent further oxidation.  Stainless steel is generally too expensive for structural materials, even though it is 
highly resistant to oxidation.  The combination of corrosion-resistant aluminum structural members and stainless steel fasteners 
is a practical solution to minimizing the cost while maximizing long-term structural reliability.   
 

3.4.3 BOS Layout 
 
The installer should pay careful attention to the location of module junction boxes so the lengths of electrical wiring can be 
minimized and organized into source circuits as needed, once modules are mounted.  Modules are normally installed in groups 
that produce the desired source-circuit voltage.  The NEC requires that all junction boxes be accessible, but allows for 
temporarily removing modules to access junction boxes.   
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The layout of BOS components should be done in a neat and professional manner that provides for convenient access, testing, 
and disconnecting of system components.  If the array is on the roof, it is generally preferable to install combiner boxes 
containing source-circuit fuses or circuit breakers in a more accessible location.  Because most PV modules carry warranties of 
20 years or more, any other components installed on the roof should be also be capable of operating for 20 years without 
significant maintenance.  The BOS layout should minimize distances for dc wiring especially if the system operates at 48V or 
less.   
 

3.4.4 Tracking Mounts 
 
Tracking mounts can increase the array output by 20% to 30% over the year.  Tracking mounts are most cost effective in areas 
with minimal cloud cover.   Tracking can be either single-axis or double-axis.  Single-axis trackers are generally sufficient at 
latitudes below 40°.  Double-axis trackers generally are more economical when located at latitudes higher than 40°.  Higher 
latitudes need both axes because the sun traverses a path that covers a greater range of azimuth angles from sunrise to sunset.  
For example, in northern Canada or in Alaska, the sun may rise at an azimuth of 160° and set at an azimuth of −160°, resulting 
in a total movement of 320°.  The solar irradiation (sometimes called insolation) data for the installation site should be checked 
carefully to determine whether single-axis, double-axis, or no tracking is best for a particular location.   
 
Another consideration for evaluating tracking as an option is wind loading.  An array on either a tracking mount or on a rack 
mount will be subject to a larger wind load than a standoff mounted array making them less attractive for very windy regions.  
Finally, initial cost and maintenance costs are key to evaluating the value of a tracking system relative to a fixed system. 
Tracking systems require periodic maintenance if they are to deliver more energy than a fixed system. 
  
 
3.5 Adapting the Electrical Design (Tasks 5.1 thru 5.8 of the NABCEP Task Analysis) 
 
Photovoltaic systems may be either stand-alone, utility-interactive, or a combination of both types of systems.  Stand-alone 
systems must be a complete independent power system, including a PV source, usually a storage medium, and other electronic 
components.  A hybrid stand-alone system uses an alternate source of electrical generation, such as a motor-generator or wind 
turbine, to back up the PV source in the event of any energy shortfalls from the PV source during times of below-average 
irradiation or during excessive load usage.  
 
A utility-interactive PV system uses an inverter to convert the dc power from the PV array to ac power that is compatible with 
the utility supply.  The inverter must have all the necessary controls to safely interact with the utility grid.  Some utility-
interactive systems have the PV array directly connected to the inverter, while others incorporate battery storage and a 
multimode inverter that can operate in either a utility-interactive or stand-alone mode.  This configuration allows the inverter to 
continue supplying dedicated loads from battery power when there is a loss of utility service.  Regardless of the intended use of 
the PV system, it is the installer’s responsibility to install and configure the system correctly so it will perform as intended. 
 
Figure 4 shows a typical 24Vdc PV system that supplies 24Vdc loads.  The system consists of PV modules, a module wiring 
junction box (JB), a source-circuit combiner box, a charge controller to prevent overcharging of the batteries, and a low voltage 
disconnect (LVD) to prevent overdischarge of the batteries.  The system also includes overcurrent protection, disconnects, 
grounding, wiring between components, batteries, and a dc load center.   
 
Note that the PV modules are connected as two source circuits.  Each source circuit consists of two modules connected in 
series and the two source circuits are ultimately connected in parallel at the source-circuit combiner box.  Table 2 shows the PV 
module specifications for examples to follow. 
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Table 2.  PV module specification for discussion and examples. 
 

Voc 
(STC) 

Isc 
(STC) 

Vmp 
(STC) 

Imp 
(STC) 

Pmax 
(STC) 

Voltage 
Temperature 
Coefficient 

 
Dimensions 

 
Weight 

Modules 
(Crystalline 

Silicon) 
21.0 V 7.2 A 17.1 V 7.0 A 120 W −0.5%/°C 66 cm x 142 cm 24 lb 

 

3.5.1 PV Modules 
 
Photovoltaic modules generate electricity as a result of sunlight shining on the PV cells, and these cells may be made of any of 
several technologies.  Most commonly used technologies for flat-plate modules (as opposed to concentrator modules) include 
crystalline silicon cells, multi-crystalline silicon cells. Thin-film products, such as amorphous silicon cells deposited on a 
substrate, thin-film cadmium-telluride (CdTe) cells deposited on glass, thin-film copper-indium-diselenide (sometimes referred 
to as CIS) deposited on glass, and other technologies are now being developed, but make up about 10% of the current market.   
Using crystalline technology for example, where individual cells produce dc voltages of approximately 0.5 volt and dc currents 
in the range of one to eight amps (with the amperage depending on the surface area of the cell) takes a large number of cells to 
produce appreciable amounts of voltage and power.  Usually, PV cells are grouped into series strings of 36 or 72 cells to 
produce open-circuit voltages of approximately 20 to 45 V, though these configurations change with manufacturing trends.   A 
120-watt PV module made of crystalline silicon PV cells encapsulated between layers of glass, antireflective coating, and an 
encapsulant material in an aluminum frame will typically have an area of about 15 ft2, and will weigh about 35 pounds.  Each 
year, however, sizes of PV modules have been increasing.  During the decade of the 1990s, most modules produced were in the 
35 to 75 watt range, while modules are now common in the 100-200 watt range, with some producing as much as 300 watts 
and weighing more than 100 pounds. 
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                 Figure 4.  A 24-Volt DC photovoltaic system. 
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Other technologies require multiple cells in series and parallel, resulting in different voltage and current characteristics for the 
modules.  Temperature coefficients for voltage and current output as well as conversion efficiencies differ for each technology. 
 
Photovoltaic module performance is characterized by its open circuit voltage (Voc), short circuit current (Isc), maximum power 
voltage (Vmp), and maximum power current (Imp).  Figure 5 shows a typical relationship between module current and module 
voltage for different levels of sunlight (irradiance) incident on a PV module. 
 
Sunlight intensity is called Irradiance, which is measured in watts per square meter (W/m2).  In summer, when the sun is nearly 
directly overhead, its irradiance at the surface of the Earth, at sea level, is approximately 1000 W/m2.  This irradiance is 
referred to as “full” or “peak sun,” and it is the standard irradiance for testing and rating PV modules. At peak sun conditions, 
roughly 70% of the sun that is incident at the top of the atmosphere penetrates to the surface of the Earth. If PV modules are 
mounted perpendicular to the sun’s rays, it is possible to receive close to peak sun nearly every sunny day at noon for much of 
the continental United States. However, at different times of the year, and at higher elevations, sunlight intensity can be as 
much as 1250 W/m2 or more for hours at a time.  As the sun moves to a lower position in the sky, solar radiation passes 
through more of the Earth’s atmosphere, resulting in more of the irradiance being absorbed.  
 
Note also that the output of the PV module is also affected by the spectrum of the incident light reaching the module. The 
spectrum of light from the sun changes based on how much atmosphere the light travels through. Photovoltaic module testing 
uses the spectrum of light produced when the sun shines through the equivalent air mass of 1.5 times the atmosphere thickness 
at the equator as a standard so that all modules are evaluated under the same conditions. This is the amount of atmosphere 
sunlight travels through to get to the Earth on March 21 at solar noon at Cape Canaveral, Florida. This is referred to as Air 
Mass 1.5 in testing specifications. 
 
As shown in Figure 5, the current generated by a module is directly proportional to the irradiance incident on the module.  If 
the sunlight strikes a module at an angle, the effective irradiance on the module is reduced and the module current decreases.  
Thus, if modules are mounted so they always face the sun, they will generate the maximum possible current for that level of 
irradiance.  In areas that have minimal cloud cover and long daylight hours, array mounts that track the sun can increase the 
daily energy from a PV module by as much as 40% in summer months.  In cloudy areas, the enhancement from a tracking 
array is less. 
 
Figure 5 also shows that the current produced by a module is limited even when it is shorted (V=0).  Shorting a PV module 
generally does not damage it; however, there are exceptions.  In fact, measuring the short-circuit current of a module when it is 
disconnected from the rest of the system is one way to test for good or bad modules.  Some PV charge controllers regulate 
battery charging by short-circuiting the module or array.  Note that short circuits for extended periods of time (greater than 
several minutes under high irradiance) may damage some thin-film modules.  Manufacturers’ data sheets provide applicable 
cautions.  
 
The open-circuit voltage of a module occurs when the module is not supplying any current (when the module is disconnected 
from all loads).  Note from Figure 5 that the open-circuit voltage of a module is minimally dependent on irradiance.  If modules 
are connected in series, then the module voltages add, just as in the case of batteries.  So if higher voltages are needed, then 
modules are connected in series until the desired voltage is reached.   
 
If modules are connected in parallel, then the module currents add just as in the case of batteries.  If higher currents are needed, 
then modules are connected in parallel until the desired current is reached.  Most PV arrays consist of series−parallel 
arrangements of modules to achieve the desired operating voltage and current. 
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The maximum power voltage and maximum power current are the module voltage and current levels for which the module 
delivers the maximum possible power for a given irradiance and temperature level.  For each irradiance and temperature level, 
there is only one voltage and one current at which maximum power output occurs, as illustrated by point A in Figure 5.  Many 
inverters and some charge controllers that are used with PV arrays are designed to electronically track the maximum power 
point (MPP) of the array and thus deliver maximum power to the batteries or loads.  A PV module or PV array may exhibit 
more than one point where the power curve may have extra peaks, and these may be interpreted by some maximum power 
trackers as the maximum power point.  This typically occurs when one or more modules in an array are shaded or not operating 
properly causing bypass diodes to conduct.   
 
The current and voltage available from a PV module are temperature-dependent. The voltage is much more temperature-
dependent than is the current for crystalline silicon-based modules.  For crystalline silicon modules, as the module temperature 
increases, the module current only increases slightly while the module maximum power voltage (Vmp) decreases by 
approximately 0.4% per °C, resulting in a maximum power decrease of approximately 0.5% per °C. as shown in Figure 6.  
Conversely, as the temperature of the module decreases, the voltage and power increase by approximately 0.4% per °C.  Thus, 
crystalline silicon-based PV modules achieve their highest voltages at the lowest temperatures.  Section 690.7 of the 2008 
National Electrical Code defines Maximum Voltage for a PV systems. 690.7 has two methods for calculating maximum 
voltage. The first method is to use manufacturer’s data provided for the modules. The second method is to use Table 690.7, 
Voltage Correction Factors for Crystalline and Multicrystalline Silicon Modules, when manufacture’s data is unavailable for 
crystalline silicon modules.  Note that the PV array open-circuit voltage at the lowest expected ambient temperature is the 
maximum system voltage as defined by the NEC.  Unfortunately, the NEC does not define lowest expected ambient 
temperature. The all-time low for a location is a very conservative number to use. However, a more reasonable and statistically 
valid number would be to use ASHRAE Fundamentals design data for extreme cold temperatures. The ASHRAE design values 
fall midway between the all-time low and the average low for a location. Note also that PV modules using other than 
crystalline silicon may exhibit significantly different temperature characteristics than those for standard crystalline silicon 
modules.   
 
Example Using Manufacturer’s Data 
 
Shell SQ-175PC has a Voc Temperature Coefficient in their literature of: 
αVoc = -129 mV/ºC; Voc =44.6V 
Coldest expected Temp=-25ºC; Rating @ 25ºC (STC) 
Vmax (per module) = 44.6V + [-129 mV/ºC x (1V/1000mV) x (-25ºC–25ºC)] = 51.05 Volts. 
 
If the array has 11 modules in series in the above example, the NEC defined maximum voltage is 561.6 Volts (Vmax = 51.05V 
x 11 = 561.6V). 
 

0 4 8 12 16 20 24
Module voltage, V

0

1.5

3.0

4.5

6.0

M
od

ul
e 

cu
rre

nt
, A

Figure 2.  Dependence of current and voltage
on temperature for sunlight level of 1000 W/m .2
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temperature for sunlight intensity of 1000 W/m2. 
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Because the electrical characteristics of PV modules vary with irradiance and temperature, the nameplate on the back of a 
module lists the electrical properties of the module under Standard Test Conditions (STC).  Standard Test Conditions are a cell 
(module) temperature of 25°C, an Air Mass of 1.5, and under an irradiance level of 1000 W/m2. These conditions are 
conducive to testing in a manufacturing environment but tend to overestimate actual performance, as the cell temperature is 
rarely at a temperature of 25°C and an irradiance of 1000 W/m2 at the same time. An operating cell temperature of 50°C is 
much more common when the module is at mild ambient temperatures. For crystalline modules that lose 0.5% per °C, this 
corresponds to a typical performance that is 12% below the value tested under STC ((50°C-25°C) x 0.5% /°C = 12.5%).   
 

3.5.2 Wire, Fuse, Circuit Breaker, and Disconnect Sizing 
 
The required ampacity of the wiring, or conductors from modules to source circuit combiner box, generally depends upon the 
maximum PV module short-circuit current from the module.  Under certain atmospheric conditions, it is possible for the 
modules to operate at 125% of the STC short-circuit current rating for 3 hours or more.  The example shown in Figure 4 has a 
module short circuit rating of 7.2 A. Thus, the continuous current rating of that module is 125% of the STC short-circuit 
current rating (1.25 x 7.2 = 9 amps).  Because conductors for continuous duty operation must be sized at 125% of the 
continuous duty current, the source circuit wiring and overcurrent protection must be sized at an additional 125% of continuous 
current or 11.23 A. (1.25 × 9A = 11.23 A).This is the same as sizing for 156% (1.25 x 1.25) of the short-circuit current.  As an 
example using the specification in Table 2, the required source-circuit conductor ampacity is 7.2A × 1.56 = 11.23 A. 
 

3.5.2.1 Temperature and Conduit Fill Corrections for Ampacity of Conductors 
In almost all cases, wiring behind modules will be exposed to elevated temperatures, sometimes as high as 75°C. The 2005 
NEC also recognizes the fact that conductors installed in conduit exposed to direct sunlight, as is common in PV systems, can 
operate at temperatures that are 17ºC above the ambient temperature [310.10 FPN No. 2]. This means that a conduit in an 
outdoor temperature of 40ºC should actually be sized based on a 57ºC operating temperature due to the sunlight exposure. 
Suppose the conductors are exposed to 57°C and that 14 AWG THWN, with insulation rated at 75°C, is being considered.  
According to NEC Table 310.16, when THWN wire is operated at 30°C or less, its ampacity is 20 A.  But the correction factor 
associated with Table 310.16 requires that the ampacity of the wire be derated to 58% of its 30°C value if it is operated at 
57°C.  This reduces the ampacity of the wire to 20 A × 0.58 = 11.6 A.  Although it may appear that this ampacity is just enough 
to satisfy the source-circuit ampacity requirement in our source circuit example, the conductors pass through conduit so the 
conduit fill adjustment factor must be applied.  The conduit between the junction box (JB) and the source-circuit combiner box 
contains four current-carrying conductors.  According to NEC Table 310.15(B)(2)(a), a further adjustment of 80% is needed for 
conduit fill.  This reduces the ampacity of the 14 AWG THWN conductors to 11.6×0.8 = 9.28 A.  The ampacity of the 
conductor, after the application of these “conditions of use” factors must be equal to or greater than the continuous current of 9 
amps.  Since the “9.28” ampacity factor for the 14 AWG conductor is greater than the 9 amps of continuous currents, this 
conductor meets initial code requirements for ampacity. 
 
However, the fuse protecting the conductors must also be rated at 1.25 times the continuous currents (1.56 Isc), which is 11.23 
amps, and that fuse must provide overcurrent for the conductor under its conditions of use.  The fuse rating can be rounded up 
to the next higher standard value (12 amps), but this value of fuse will not protect the cable, which has a corrected ampacity of 
only 9.28 amps.  The 14 AWG THWN conductor therefore is not acceptable due to the minimum size of the overcurrent 
protection. 
 
If a 14 AWG THWN-2 copper wire is used, the 30°C ampacity of the wire is 25A.  Furthermore, the temperature correction 
factor for 57°C operation is 0.71.  The resulting ampacity of the 14 AWG THWN-2 conductor, when corrected for temperature 
and for conduit fill becomes 25×0.71×0.8 = 14.2 A, which is more than adequate to handle the continuous source circuit 
current (9 amps).  It can also be appropriately protected with the 12-amp fuse.    
 
When using conductors with insulation temperature ratings higher than the terminal temperature rating of the connected 
devices, a check must be made to ensure that the conductor temperature during normal operation does not exceed the maximum 
temperature rating of the terminals of these devices.  In this case the module terminals are rated at 90°C and the fuse terminals 
are rated at 60°C or 75°C.  The ampacity of the 14 AWG conductor taken from the 75°C or 60°C insulation column in NEC 
Table 310.16 is 20 amps.  The continuous current in this circuit is only 9 amps so it is assured that the 14 AWG conductor will 
operate at temperatures well below 60°C at the fuse terminals if the terminals are in an ambient temperature of 30ºC. If the fuse 
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terminals are in a 40ºC environment, similar to conduit not exposed to sunlight, the maximum allowable current must be 
corrected by the 40ºC correction factor of 0.82 or 16.4 amps (0.82 x 20 A = 16.4 A). Fortunately, the maximum continuous 
current is only 9 amps which is well below the maximum of 16.4 amps. If the terminals are in a box on the roof exposed to 
direct sunlight, they would have to be rated for 75ºC minimum in order to not overheat on a hot sunny day since the 
temperatures could reach 57ºC similar to the conduit. 
 

3.5.2.2 Voltage Drop for Circuits 
In the above example, before deciding that 14 AWG THWN-2 is adequate, it is also necessary to check for voltage drop.  
Because each installed watt of PV costs approximately $5.00, it is wasteful to dissipate energy to heat wires when the cost of 
larger wires is usually minimal compared with the cost of PV modules. Voltage drop is often the determining factor in wire 
sizing particularly for systems operating below 100 Volts. Voltage drop is not a safety issue, therefore it is not covered in great 
detail in the NEC. However PV systems with excessive voltage drop are inefficient and can perform poorly. 
 
Once you have determined NEC requirements for ampacity and related conditions of use as described above, verify that 
voltage drop is within acceptable limits for efficiency and quality performance. For any given wire size, voltage drop increases 
with increasing currents and/or increasing wire lengths. Therefore circuits with high current and/or long lengths deserve close 
scrutiny with respect to voltage drop. This is particularly true of systems operating at 12V, 24V, or 48V, but even higher 
voltage systems can have significant voltage drop issues as a result of long circuits. 
 
There is no specified code compliance limit for voltage drop in any given circuit. Generally accepted practices within the 
industry limit overall system voltage drop within a range of 2 to 5 percent of the circuit operating voltage. The PV system 
designer must use their best judgment considering performance and economics.  
 
Five percent is generally considered a maximum overall acceptable voltage drop from source to load. In order to achieve this 
5% limit you will have to limit intermediate runs within a circuit to a lesser percentage voltage drop. For instance, intermediate 
circuit runs such as “PV array to PV combiner box” and “PV Combiner box to PV charge controller” must be limited to less 
than 2 % each in order to stay within 5% overall. 
 
Determining Voltage Drop 
 
If the one-way distance between two points is expressed as length (d) in feet, recognizing that the total wire length of a circuit 
between these two points will be 2×d. Ohm’s Law (Vd = I x R) provides the basic equation to find voltage drop in conductors, 
where Vd is the amount of voltage drop in the conductor at the highest expected current level. The Ω/kft term is the resistance 
of the conductor in ohms/1000 feet and is presented in NEC Chapter 9, Table 8. 
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     (Eqn. 1) 

 
Where I is the circuit current in Amperes, which for source circuits is usually taken as the maximum power current, Imp, 
Vnom is the nominal system voltage, which, in this case, is 24V, and Ω/kft is found from NEC Chapter 9, Table 8, “Conductor 
Properties.” 
 
In this case, using 14 AWG stranded copper uncoated wire, Ω/kft is found to be 3.14.  Assuming the distance from junction 
box to source circuit combiner box to be 40 ft, the %Vdrop is found, after substituting all the numbers into the formula, to be 
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Clearly a value of 7.3% is high and is well above the recommended target of 1-3%. Even though 14 AWG THWN wire meets 
the ampacity requirements of the NEC, it falls quite short of meeting the voltage drop requirements for system performance. If 
the target % Vdrop is less than 2% from junction box to combiner box, what would be the correct conductor size? To find the 
correct conductor size, substitute in the Ω/kft values for other wire sizes until a size is found that will meet the voltage drop 
requirements.  Substituting the value for Ω/kft for 12 AWG stranded copper gives % Vdrop = 4.62%, which is still too high.  For 
10 AWG stranded copper, the result is % Vdrop = 2.89%, and for 8 AWG stranded copper, the result is % Vdrop = 1.82%, which 
meets the performance requirement.   
 
The distance from source-circuit combiner box to charge controller also must be calculated.  Assuming a distance of 10 feet, 
the %Vdrop can be calculated using the equation below to be: 
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This voltage drop is high for such a short wire run, and as 8 AWG is being used for the wire runs from the junction box to the 
source-circuit combiner box, it is recommend that 6 AWG be used between the combiner box and the charge controller. The 
voltage drop over this circuit will then be reduced to 0.9%. This exercise shows how large the conductors must be in 24V 
systems to carry small amounts of current. 
 
To achieve overall system voltage drops that are within 3-5%, individual circuits must have much lower voltage drops. To 
illustrate the need to keep these voltage drops at reasonable levels, the following table (Table 3) shows one way of tracking 
voltage drop to maintain it within appropriate levels. Not all systems will have all these different circuits, but it becomes easy 
to see how voltage drops can add up if care is not taken throughout the wire sizing process. Using as an example the system 
shown in Figure 9 of this manual, the following table shows how a typical wire sizing exercise would proceed. 
 
The example in this table is very typical of a well-designed, 24V PV system. It also illustrates where increasing wire size will 
initially have the most impact—in the J-box to combiner circuit. By increasing this circuit size from 8AWG to 6AWG, the 
voltage drop will reduce by about 0.7% overall. However, the larger size wire will require the next size larger conduit to 
accommodate these circuits. An overall voltage drop of less than 5% for a 24V system is a good target and getting voltage drop 
below 3% is extremely difficult for these very low voltage systems. A 48V system will drop the dc voltage drop impact to 25% 
of that seen with 24V systems for the same wire sizes shown in the table, yielding an overall system voltage drop near 1%. 
This is one of the main reasons why 48V battery-based systems are generally recommended over 24V systems. Other 
unavoidable voltage drops not calculated in this table include voltage drops in fuses, circuit breakers, and switches which can 
add up to 0.5% for a 24V system. Additionally, charge controllers can cause another 1-4% voltage drop depending on the 
product.     
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Table 3.  Conductor voltage drop example using diagram from Figure 9. 
 

Circuit Name Total 
Distance(kft) 

Current Wire Size Ω/kft Vdrop %Vdrop 

Dc circuits (@ 24 V)       
Module wiring 

 
0.012 7 amps 12AWG 1.98 0.166 V 0.69 % 

Array to J-box 
 

0.02 7 amps 10AWG 1.24 0.174 V 0.72% 

J-box to Combiner 
 

0.08 7 amps 8AWG 0.778 0.436 V 1.82% 

Combiner to Charge 
Controller 

0.01 21 amps 6AWG 0.491 0.103 V 0.43% 

Charge Controller to 
disconnect 

0.006 21 amps 6AWG 0.491 0.062 V 0.26% 

Disconnect to inverter 
 

0.006 21 amps 6AWG 0.491 0.062 V 0.26% 

Dc Vdrop total 
 

    1.003 V 4.18% 

Ac Circuits (120 V)       
Inverter to disconnect 

 
0.01 6 amps 10AWG 1.2 0.072 V 0.06% 

Disconnect to Service 
Panel 

0.05 6 amps 10AWG 1.2 0.36 V 0.3% 

Ac Vdrop total 
 

     0.36% 

Overall Vdrop total 
 

     4.54% 

 
 
 
If the wiring from the modules to the junction box is exposed, the NEC requires the wire must be listed as or marked “sunlight-
resistant.”  A suitable insulation type for this application is USE-2.  Even if exposed wiring is used, the ampacities of Table 
310.16 must still be used if the conductors terminate at equipment (PV modules).  As a final note on voltage drop, it is common 
practice to use smaller wiring between modules and junction boxes, and then increase the wire size between the junction box 
and the string combiner box.  As the wire size is increased to meet voltage drop requirements, then it is important to be sure 
that lugs or terminals in each of the boxes can accommodate the larger wire size.  It is required that the box itself be large 
enough for the wire. If wire sizes in junction boxes are 6 AWG and smaller, the minimum box size is found from either NEC 
Table 314.16(A) or Table 314.16(B).  If conductors larger than 6 AWG are in the box, then the installation must comply with 
NEC 300.4(F), and the box size should be determined in accordance with NEC 314.28(A). Listed PV combiner boxes will have 
terminals and wire bending space consistent with the current ratings of the device.  Some will accommodate the larger wires 
necessary to address voltage-drop requirements. 
 

3.5.3 Sizing Conductors Based on Power and Required OCPD Ratings 
 
Once the wire size from the junction box to the source-circuit combiner box has been determined, the source-circuit fuse sizes 
need to be determined.  These fuses or circuit breakers (both known as overcurrent protective devices (OCPD)) are installed to 
protect the PV modules and wiring from excessive reverse current flow that can damage cell interconnects and wiring between 
the individual PV modules.  The maximum size fuse is specified by the PV module manufacturer and approved as part of the 
module listing.  The fuse size marked on the back of the module must be at least 156% of the STC-rated module short-circuit 
current to meet NEC requirements for overcurrent protection.  Hence, for the modules specified in Table 2, the smallest fuse 
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size that could be marked on the back of the module would need to be at least 11.23 A.  It can be larger if the module 
manufacturer has tested and listed the module with a larger value.  The fuse will generally be a dc-rated cartridge-type fuse that 
is installed in a finger-safe pullout-type fuse holder.  The finger-safe holder is necessary, as each end of the fuse holder will 
typically be at a voltage close to the maximum system voltage.  These fuses are available in 1-amp increments from 1 A to 15 
A, with other larger sizes as provided for in NEC 240.6(A). However, even though the code may state the standard fuse sizes, 
fuse manufactures may not make all standard sizes. For example, rather than 1-amp increments being available from 10A to 
15A, only 10A, 12A, and 15A sizes are available for most midget fuse types. 
 
The next component sizing consideration is the wire size from the source-circuit combiner box to the charge controller.  This is 
the PV output circuit, as defined by the NEC.  The size of this wire is based upon 156% of the short-circuit currents from each 
source circuit.  In this case, the ampacity of the wire needs to be at least 7.2 × 1.56 × 2 = 22.46 A.  Once again, temperature, 
conduit-fill, terminal temperature limitations, and voltage drop need to be considered.   
 
Rather than start with a wire ampacity and then apply correction factors, it is also acceptable to follow the reverse process.  
This method finds the correction factors, applies them to the required ampacity by dividing, rather than by multiplying, and 
then finding the appropriate 30°C wire size.  For this example, assuming only two current-carrying wires in the conduit from 
combiner box to charge controller, there is no correction for conduit fill.  In summer, even though the combiner box and charge 
controller will normally be mounted away from direct sunlight, the operating temperature can reach 40°C or more if mounted 
on an outside wall or in a garage.  If THWN-2 insulation is used, then a temperature correction factor of 0.82 is used if the 
maximum temperature is assumed to be 46-50°C.  The procedure then is to divide 22.46 A by 0.82 to get 27.39 A as the 
required ampacity of the wire.  Although Table 310.16 would require a 10 AWG THWN copper wire, the circuit breaker/fuse 
at the charge controller input needs to be at least 22.46 A. It is appropriate to use 10 AWG wire fused at 30 A for this wire run, 
provided that it meets voltage-drop constraints. 
 

Note: Check the Ω/kft for 8 AWG stranded copper given in the NEC to verify this result. The wire run from the charge 
controller to the battery circuit in Figure 9 should be sized, at a minimum, according to the size of the overcurrent 
protection in the charge controller circuit (30 A).   

 
Sizing of wire for the rest of the system is based upon 125% of the continuous current drawn by the load.  The continuous total 
current is determined by adding all of the individual continuous load currents, if they are known.  The worst case would be if 
all loads were on simultaneously.  If this can happen, then the LVD and the wiring to and from the LVD must be sized 
accordingly.  The correct size of wire is to assume the loads to be continuous and to size all wires to 125% of the expected 
current that will flow in the wire.  For example, if the combined loads add up to 30 A, then the wire, disconnects, fuses, and 
circuit breakers should be sized for 37.5 A.  
 
If the power ratings of the loads are known, the continuous load currents can be estimated by dividing the power by the system 
voltage.  Proper wire size from the distribution panel to the loads is also important.   Load current, temperature, conduit fill, 
and voltage drop are the factors that need to be considered when sizing branch circuit wiring to the various loads.  Normally, 
the temperature and conduit fill correction factors will not be needed for branch circuits in residential wiring as NM cable is 
most common.  However, if the system voltage is 48V or less, it is highly likely that branch circuit wiring size will need to be 
increased to reduce voltage drop. 
 
The battery disconnect and wire needs to be sized to carry 125% of the maximum of either the load current or the charging 
current, whichever is greatest.  The battery-disconnect must also be a full-load rated switch or circuit breaker. Any devices 
used in this circuit for overcurrent protection must be able to interrupt any battery short-circuit current. 
 
It is important to remember that dc circuits require dc-rated components .  It is NOT acceptable to substitute ac fuses, 
disconnects, or circuit breakers for dc applications (NEC 690.9(D)).  Some components are rated for both ac and dc.  The dc 
voltage ratings of all components should be based upon the maximum system voltage, which is the PV system open-circuit 
voltage multiplied by the appropriate correction factor from NEC 690.7. 
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3.5.4 Grounding 
 
Proper grounding is an important safety element of a properly installed PV system.  Grounding for PV systems is covered in 
NEC 690(V).  If the maximum system voltage of a PV system is greater than 50V, then one conductor must normally be 
grounded. A recent provision, Article 690.35 that was introduced in the 2005 NEC, provides details on how to install a 
compliant ungrounded PV system of any voltage. This new provision is likely to cause some changes in the design of PV 
systems which are likely also to bring changes in installation methods for these systems. The key issue addressed in the 2008 
NEC relating to Article 690.35 is the provision to use “PV Cable” or “PV Wire” to meeting the conductor requirements for 
ungrounded array wiring. Several manufacturers offer module leads with these types of conductors.  
 
If the PV system is a bipolar system, with both positive and negative array output voltages, then the reference (center tap) 
conductor must be grounded.  A grounding system consists of equipment-grounding conductors, a grounding-electrode system, 
and a grounding-electrode conductor.  The purpose of an equipment grounding system is to ensure that there is no voltage 
between any exposed metal parts of a system and ground.  If a system is properly grounded, then it is unlikely for a barefoot 
person standing on the ground and touching an exposed metal part of the system experience an electrical shock. 
 
It is essential that if a current-carrying conductor of a PV output circuit is grounded, that it be grounded at only one point.  If 
the PV system is mounted on the roof of a dwelling, the ground-fault protection system will necessitate that this single bonding 
point (between the grounded-circuit conductor and the grounding-electrode conductor) be in the equipment providing the 
ground-fault protection.  If a current-carrying conductor (either positive or negative) is connected to the grounding system at 
more than one point, then part of the current that would normally be carried by the grounded conductor will be carried by the 
equipment-grounding conductor.  Equipment-grounding conductors are intended to carry current only if a ground fault occurs.  
Under normal operating conditions, equipment-grounding conductors do not carry current.  Figure 9, which has no ground-
fault protection device, shows the bonding block at the input of the inverter. 
 

3.5.4.1 Ground-Fault Protection 
If the PV array of a utility-interactive system is installed on the rooftop of a dwelling unit, the ground-fault protection (GFP) 
device will typically be designed and built into the inverter, where it will interrupt the ungrounded conductor and also 
disconnect the grounding connection between the grounded conductor and the system ground.  This action typically will occur 
if approximately one amp is detected to be flowing in the wire that connects the grounded conductor to the grounding block.  
Note:  There is no NEC requirement for a particular fault-current level that must be detected, this is covered in the listing 
process by the UL1741 standard).  
 
The 2008 National Electrical Code, in Article 690.5, requires that all grounded PV arrays must incorporate a ground-fault 
protection device to reduce fire hazards. Two exceptions to this requirement are allowed. First, if the array is ground mounted 
with not more than two strings in parallel, ground-fault protection (GFP) is not required. Second, if the array is feeding other 
than dwellings, and the equipment grounding conductor is sized according to 690.45 (Isc x 2).  The device “shall be capable of 
detecting a ground fault current, interrupting the flow of fault current, and providing an indication of the fault.”  Note that the 
purpose of this dc ground-fault protection device differs from that of the ac ground fault-circuit interrupter (GFCI) in that the 
GFCI is intended for prevention of serious shock, while the ground-fault protection is intended to detect and interrupt higher 
currents that can create a fire hazard. 
 
If the PV installation has a battery backup, then it will probably have one or more charge controllers.  When the system has 
charge controllers, then the ground-fault protection device normally is connected at the input to the charge controllers, as the 
charge controller(s) will be the termination point of the PV output circuit. 
 

3.5.4.2 Equipment Grounding 
NEC 690.43 requires that all exposed non-current-carrying metal parts of components be grounded in accordance with NEC 
250.134 or 250.136(A), regardless of the system voltage.  This means that even if the current-carrying conductors of the PV 
array do not need to be grounded, all non-current-carrying metal equipment parts and cases must still be grounded with 
equipment-grounding conductors.   
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NEC 690.45 provides the requirements for sizing of “equipment-grounding” conductors.  If the system incorporates a ground-
fault protection device, then the equipment-grounding conductor is sized according to NEC 250.122.  But if the system does 
not have a GFDI, then the equipment-grounding conductor must be sized at twice the PV short-circuit current according to new 
requirements in the 2008 NEC.  
 

3.5.4.3 System Grounding 
The size of the grounding electrode conductor is determined in accordance with NEC 690.47.  Note that for ac systems, NEC 
250.50 through 250.60 governs the grounding electrode system.  NEC 250.64 gives the installation requirements for the 
grounding electrode conductor. In a PV system with an inverter, there is both dc and ac.  Fortunately, the dc and ac 
requirements are similar.  The grounding electrode conductor is sized in accordance with 250.166 for the dc side of the system 
and in accordance with 250.66 for the ac side of the system. An ac PV module is considered an ac system, so NEC 690.47(A) 
clearly applies to PV systems comprising ac PV modules.  For systems with both dc and ac grounding requirements, it is 
advisable to use the 2005 NEC 690.47(C) as the guideline for the grounding electrode system and the grounding electrode 
conductor. The 2008 NEC 690.47(C) is convoluted, confusing, and will be revised in the 2011 NEC. There will generally be 
both a dc and an ac grounding electrode conductor.  If separate ac and dc grounding electrodes are used, then they should be 
bonded together with the larger of the two electrode conductors.  However, one grounding electrode may be used for both the 
ac and dc system. 
 

3.5.4.4 Continuity of Equipment and System Grounding 
NEC 690.48 and 690.49 were new provisions in the 2005 NEC that specifically require that jumpers be installed for the 
equipment and system output grounding conductors if the inverter is removed from the system for any reason. These new 
provisions are intended to keep system maintenance personnel from inadvertently ungrounding equipment when inverters are 
removed during service work. Ungrounding the system for a few minutes or hours does not necessarily create a hazard, these 
provisions ensure that the system will not be left in an ungrounded condition possibly injuring a future worker unaware that the 
system is ungrounded. 
 

3.5.5 Batteries and Battery Wiring 
 
Some PV systems are designed to provide power to loads even when the sun is not shining, and these typically use battery 
storage.  Batteries used in PV systems are normally lead-acid batteries of the deep discharge type. Occasionally nickel-
cadmium, nickel-iron, or nickel-metal-hydride batteries are used.  Deep discharge-type batteries differ from automobile starting 
batteries; deep discharge units are designed with heavier, thicker plates for better deep discharge performance.  Automobile 
starting batteries have a larger number of thin plates to provide a greater plate surface area so it can provide high starting 
currents for short times.  If an automobile battery is used in a PV system, it will generally degrade much faster because it is not 
designed for deep cycling.  Electric golf cart batteries are one type of relatively inexpensive deep-cycle battery that is often 
used for energy storage in smaller PV systems. 
 
Lead-acid storage batteries come in sealed and vented designs, and each has different charging and discharging characteristics.  
The charge controllers must compensate for these differences through the charge controller settings.  Sealed units are more 
expensive, but require less maintenance. Vented batteries are less expensive, but require more maintenance.  The level of 
electrolyte needs to be checked periodically, and distilled water needs to be added when it is low.  Furthermore, vented 
batteries release more hydrogen and oxygen along with other corrosive gases, even under normal operating conditions.   
 
Battery circuits should nearly always be equipped with charge controllers for overcharge protection.  If a battery is 
overcharged, its life is generally reduced.  Furthermore, severe overcharging may cause a dangerous pressure build-up in sealed 
units and will cause vented units to release gases at a much higher rate.  The gases come from the electrolysis of the electrolyte, 
which also causes the electrolyte level to decrease.  If the level drops below the top of the lead plates, the tops of the plates will 
be degraded.  If a lead-acid battery is over-discharged, its lifetime is also significantly decreased. Some systems include 
overdischarge protection to prevent battery damage resulting from prolonged discharge.    
 
The NEC requires that if the total (nominal) voltage of a battery bank exceeds 48 V, then the batteries shall not be installed in 
conductive cases.  The term nominal is used in the NEC and assumes 2 volts per cell for lead-acid batteries.  Note that 48-V 
nominal battery banks exceed the 50-V limit for allowed ungrounded PV systems in NEC 690.41.  This mix of terminology is 
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often confusing and requires a thorough understanding for interpreting the NEC.  If the batteries are mounted on metal racks, 
the metal of the rack must not come closer than six (6) inches to the battery terminals.  The exception to this rule is for Valve-
Regulated Lead-Acid (VLRA) batteries or sealed units that use steel cases. 
 
NEC 690.71(D-G) requirements state that if batteries are connected in series to produce more than 48 V (nominal), then the 
batteries must be connected in a manner that allows the series strings of batteries to be separated into strings of 48 V or less for 
maintenance purposes.  The means of disconnect may be non-load-break, bolted, or plug-in disconnects.  For strings in excess 
of 48 V, there must also be a means of disconnecting the grounded circuit conductors of all strings under maintenance without 
disconnecting the grounded conductors of operational strings. 
 
Off-grid, or stand-alone applications can be thought of as “battery systems” where PV (and other generation) is used to charge 
the batteries.  The batteries are the heart of the system, and are often the most problematic part of the system.  Problems 
associated with batteries are the cause of the majority of the system failures. It is difficult at best to keep batteries healthy, and 
attention needs to be paid to many issues in order for the batteries to last a reasonable amount of time. By far, the most 
important concern is the need to keep the batteries charged – regularly and fully. 
 

3.5.5.1 Battery Sizing Concepts 
Battery capacity is chosen based upon how it contributes to autonomy of a PV system. Autonomy is defined as the amount of 
time the system can operate on battery power alone, with no input from other generation sources. There are different lines of 
thought in sizing batteries for autonomy.  A battery system with two days of autonomy means that the batteries will store 
sufficient energy (without going below an allowable Depth of Discharge) to cover two days of expected energy consumption.  
Some designers suggest three days of autonomy or more.   
 
Consider a system designed with three days of autonomy.  A PV/Inverter/Battery system is most often designed so that the 
solar panels will provide one day of the required energy and the battery will store that energy, releasing it when it is needed by 
the loads. During consistent sunny weather, the battery charges and discharges in only the “top third” of its useful capacity 
keeping the battery healthy. However, during a period of cloudy weather, the battery gives up its stored energy down to the 
Low Voltage Disconnect setting.  (often set at or below 50% DOD).  Once this occurs, the only way to charge the batteries 
fully (if there is no generator in the system) is to reduce, or eliminate, the loads for sufficient time for the batteries to charge 
back up.  Theoretically, if the batteries have three days autonomy and get discharged, then all loads would have to be turned off 
for three days for the batteries to become fully charged again.  (or half the loads would have to be turned off for 6 days, etc.) 
 
This required “load management” presumes a level of operational involvement and capability that generally will not exist in 
remote, off-grid applications.  The result is that once the battery bank hits the LVD setting for the first time, they then operate 
in the lower third of their useful capacity, significantly shortening the battery life. Due to this reality, it is worth considering 
installing smaller battery banks with fewer days of autonomy.  The batteries will reach the LVD point sooner, but once this 
point is reached, there is virtually no difference in the operation, except that the batteries will last longer, because they have a 
better chance of returning to full charge. 
 
There are applications where several days of autonomy is required.  Examples include remote vaccine refrigeration systems, 
and telecommunication sites.  In these applications where battery autonomy is a must, the solar panels can be sized to produce 
a multiple of the daily energy requirement to assure that the batteries can be charged.  Alternatively, if practical, a generator 
can be included in the system. 
 

3.5.5.2 Battery Wiring 
The goal of battery wiring is to charge and discharge all batteries equally.  To do so requires an effort to equalize the currents 
flowing through each battery at all times.  If batteries are connected in series, this is automatic, but if batteries are connected in 
parallel, the currents may be unequal due to very subtle differences in cable resistance.  All batteries used in a battery bank 
must be the same type, same manufacturer, the same age, and must be maintained at equal temperatures.  The batteries should 
have the same charge and discharge properties under these circumstances. 
 
It is important to minimize voltage drop in wiring and to attempt to keep the voltage across every battery the same.  In order to 
minimize voltage drop in wiring, large conductors, such as 2/0 or 4/0 battery cable, should be used.  The battery connections in 
Figure 4 show one way to keep battery currents nearly equal when the batteries are connected in a series-parallel configuration.  
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The method is to connect the positive and negative leads to the battery bank at opposite corners of the battery bank.  This tends 
to equalize the voltage drop across each pair of batteries, which, in turn, results in equal current flow either to or from the 
batteries.  NEC Section 690.74 permits, but does not require, properly listed flexible cables (Article 400) to be used as 
conductors for connecting batteries. Properly listed flexible cables are generally preferred to prevent excessive terminal stress 
that can occur with standard-stranded conductors. Welding cable (listed or not listed), automotive battery cables, diesel 
locomotive cables (marked DLO only) and the like often do not meet NEC requirements for connection to batteries. 
 
There are several methods of connecting batteries in common practice that can be found in battery literature and in literature 
from charge controller manufacturers or inverter manufacturers.  In general, no more than four batteries or series strings of 
batteries should be connected in parallel.  It is better to use larger batteries with higher ampere-hour ratings than to connect 
batteries in parallel. 
 

3.5.6 Charge Controllers and Linear Current Boosters 
 
The purpose of the Charge Controller in the system in Figure 4 is to provide a proper charge current to the batteries and to 
prevent the batteries from becoming overcharged.  This overcharging situation would occur any time the batteries become fully 
charged and there is still PV energy available.  The charge controller must monitor the state-of-charge of the batteries and 
reduce current to the battery as necessary until the battery is fully charged.  Charge controllers are designed to operate in 
various ways sometimes pulsing current to the battery or simply opening the circuit between the PV array and the batteries. It is 
also possible for the charge controller to short the array or to divert the array output to a different load, such as an electric water 
heater, or a water pump.  The attractive feature of the diversion charge controller is that it uses an alternate load for the array 
output rather than wasting the array output by shorting or opening the array.      
 
Charge controllers have maximum input voltage and current ratings specified by the manufacturer and the listing agency.  It is 
required that the PV array is not capable of generating voltage or current that will exceed the charge controller input voltage 
and current limits.  The charge controller rated continuous current (sometimes specified as input current, sometimes as output 
current) must be at least 125% of the PV array short-circuit output current, and the charge controller maximum input voltage 
must be higher than the maximum system voltage, as determined by NEC 690.7.   
 
NEC 690.15 requires disconnects from all ungrounded conductors at inputs and outputs of all system components. It also 
requires a provision for disconnecting the PV system from any other electrical system to which it may be connected.  NEC 
690.17 specifies that any disconnects that can be opened under load 
must have “an interrupting rating sufficient for the nominal circuit 
voltage and the current that is available at the line terminals of the 
equipment.”   
 
Normally, the output current of the charge controller will be less than 
or equal to (≤) the input current.  The exception to this rule is a 
maximum power tracking (MPT) charge controller, for which the 
output current may exceed the input current.  If a MPT charge 
controller is used, it is important to consult the manufacturer’s 
specifications for the device to determine the maximum charge 
controller output current. 
 

3.5.6.1 Linear Current Boosters and Maximum Power 
Tracking Charge Controllers 

A PV array produces nearly full operating voltage at very low 
irradiance levels (75 W/m2). In a water pumping system without 
batteries, it may be several hours after sunrise before the PV array 
produces sufficient current to start the pump. A linear current booster (LCB) is a device that converts the high input voltage 
and low input current into a lower voltage and a higher current so the pump can start at a sunlight intensity level of 75 W/m2 
rather than 375 W/m2 (for examples) and can continue operating until the intensity level drops again to 75 W/m2.  Furthermore, 
at intermediate intensity levels, some LCBs may continue to track array maximum power.   
 

Figure 7.  Dependence of array and pump current 
and voltage on incident sunlight levels. 
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So, for example, at 375 W/m2, rather than operate at point B′ in Figure 7, as it would without the LCB, it will operate at point 
D′, which corresponds to the maximum available power at this intensity level.  As the sunlight intensity increases toward 
maximum, the point on the pump operating curve moves closer to the array maximum power point; thus, when sunlight is near 
maximum intensity, the LCB improvement in pump performance is minimal.  The greatest improvement in pump performance 
occurs at low and intermediate sunlight intensity levels.   
 
Manufacturers of LCBs claim that a pump with a LCB controller will pump at least 20% more water in a day than a pump 
without the LCB controller.  What this means is that a LCB will deliver at least 20% more energy to the load as opposed to a 
system without the LCB.  The exact savings depends on the efficiency of the LCB and on the operational I-V curve of the 
pump motor.   
 
The principle of operation of the LCB is also the principle of operation of the electronic MPT.  Maximum power tracking is 
sometimes used in charge controllers to ensure that a maximum amount of available array power is used to charge batteries. 
Both types of systems can allow the PV array to operate at maximum power while supplying that power to the pump, inverter, 
or batteries at a lower voltage and higher current. A MPT charge controller is particularly useful on cold sunny days in the 
winter when stand-alone systems have low battery voltage and the array voltage is high due to the cold operating temperature. 
 

3.5.6.2 Charge Controller Operation 
Because the terminal voltage of batteries is dependent upon the state-of-charge, the type of battery and the temperature, charge 
controllers often incorporate temperature compensation using sensors located at battery.  The temperature sensor should be 
attached to the batteries according to the manufacturer’s instructions.  It may be necessary to adjust the temperature 
compensation rate in the charge controller for the type of battery so the controller will employ the proper temperature-
compensated voltage.  
 
Because many charge controllers employ 3-stage battery charging, it is useful for the installer to understand each of the three 
stages.  The first charging stage is the bulk stage, where the charger delivers all available PV current to the batteries.  During 
this stage, the battery terminal voltage increases as the battery charges.  When the battery terminal voltage reaches the bulk 
voltage setting, the charging mode changes to the absorption mode.  During the absorption mode, the battery terminal voltage 
is maintained constant at the bulk voltage setting and the charging current gradually decreases as the battery state–of-charge 
continues to increase.  The absorption mode is maintained for a time period called the absorption time, which is controlled by 
an internal timer or a device that monitors battery current in the charge controller.  At the end of the absorption period, the 
battery terminal voltage is reduced to the float voltage setting, which is lower than the bulk voltage setting.  During this stage, 
the batteries continue to charge at a reduced current level.  If the load requires current, excess PV array current will flow to the 
load while the batteries provide any additional current requirements.   
 
Different types of batteries require different bulk and float voltage settings.  Table 4 shows some sample settings for 24V 
systems. Always check the manufacturer’s instructions to verify the proper voltage set points.  For 12V systems, the settings 
are half as much and for 48V systems the settings are twice as much. 
 
Table 4.  Typical battery bulk and float voltage set points and equalization process. 
 

 
Battery type 

Sealed Gel 
Lead-Acid 

AGM 
Lead-Acid 

Maintenance-Free 
RVI Marine 

Deep Cycle, Liquid 
Electrolyte, Lead Antimony 

NiCad or NiFe 
Alkaline 

Bulk volts 28.2 28.8 28.8 29.2 32.0 
Float volts 27.2 26.8 26.8 26.8 29.0 
 
Equalization 

Not 
recommended 

Charge to 
31 V 

Not 
Recommended  

 
Charge to 31V 

Not 
recommended 

 
An additional charging stage provided in many controllers is the equalization stage.  During the equalization stage, the 
charging voltage is raised above the bulk-voltage level for a period of time after the battery is fully charged.  When this is 
done, all cells are brought up to the highest state-of-charge that they can accept (the battery is equalized), the cell voltages 
continue to rise, and more of the electrolyte electrolyzes into gases.  This is typically called gassing.  The gassing process 
produces a boiling-type action in the electrolyte, which helps to scrub the battery plates and destratifies the electrolyte.  Some 
charge controllers automatically incorporate an equalization charge at intervals of approximately 30 days. With some 
controllers, it is also possible to manually control the equalization stage.  Note that equalization is not recommended for many 
sealed, or valve-regulated lead-acid (VRLA), battery types or for nickel-based batteries.  Always consult the battery 
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manufacturer before attempting to equalize batteries. For some types of batteries, equalization at voltages higher than the bulk 
voltage setting is prohibited and can damage the battery. With these batteries, special precautions should be taken to ensure that 
the equalization functions of the controller are disabled. 
 
In some systems, the PV output current may exceed the input current rating of a single charge controller.  The PV output circuit 
must then be split into two or more circuits, each of which has an output current that is within the input current limits of a 
charge controller.  Two or more charge controllers can then be connected with their outputs in parallel to the batteries.  If 
multiple charge controllers are used, then multiple combiners will be needed and it is advisable to use a separate surge 
suppressor at the output of each combiner box.  Also, each charge controller will need to have separate disconnects at its input 
and output. 
 
Diversion charge controllers are often used in stand-alone systems to take advantage of excess generation that would normally 
be wasted once the batteries are fully charged. Diversion charge controllers typically use a resistive load, such as a water 
heating coil in a water heater, to consume the excess power from the array. Diversion charge controllers that are used as the 
sole means of battery charge regulation are required to have an independent controller to prevent overcharge of the battery 
should the load circuit fail. Article 690.72 of the NEC includes a requirement that the power rating of the diversion load be 
150% of the power rating of the array. This provision ensures that the load is sufficiently oversized to handle the entire output 
of the PV array. This 150% factor applies to the conductors and the overcurrent devices in this circuit as well. 
 

3.5.6.3 Low Voltage Disconnect Controls 
The purpose of the low voltage disconnect (LVD) in the system in Figure 4 is to prevent the batteries from becoming 
overdischarged.  This might occur if the array does not provide sufficient daily charge to meet the daily load requirements.  If 
more than 80% of full charge is removed from deep-discharge lead-acid batteries and the batteries are left in that state for 
several weeks or months, the batteries may sustain permanent damage.  The LVD monitors the battery state-of-charge (SOC) 
and disconnects the loads from the batteries if the battery SOC decreases below a certain, sometimes programmed level.  Some 
smaller charge controllers incorporate the overcharge and overdischarge functions within a single controller.  Generally, for 
larger dc load currents, separate charge controllers must be used for each function.  If two charge controllers are used, it is 
possible that they may be the same model but simply installed with different settings for different purposes. 
 
On larger inverter-based systems, there are programmable set-points for the Low Voltage Disconnect and reconnect points.  
Generally, the factory defaults are fairly low, allowing the batteries to be discharged significantly below 50%.  As an example, 
the default LVD values on some of the more popular inverters is 44V on a 48V system. The installer should consider raising 
the voltage level of these default LVD settings to protect the battery.   
 
An alarm system that notifies the operator when the batteries are getting close to the LVD cut-off value is a good addition to 
the battery system.  This lets the operator know when the battery bank needs attention before the LVD takes over.  These alarm 
systems can be set up fairly easily, utilizing the auxiliary contacts that are programmable on most inverters and controllers. 
 
Low voltage disconnects must be capable of handling the maximum load current as well as the maximum system voltage.  
Under normal operation, these charge controllers will have the battery voltage as their input voltage; but, if the batteries are 
disconnected, then the charge controller input voltage may rise to the maximum system voltage defined in NEC 690.7(A). 
 
It is also possible to employ multiple LVD controllers on the load side of the batteries.  In fact, it is possible to group loads in 
order of importance and then have different disconnect settings on the charge controllers, depending upon the priority of the 
loads connected to the output of the charge controller. In most larger systems with ac loads, inverter/chargers are used as power 
management devices. The low voltage disconnect function is often programmable and is a function of the inverter/charger.  In 
these cases, the charge controllers are utilized to manage the incoming power from the solar array and provide the optimum 
charging current to the batteries. In systems with batteries, great care has to be given to the programmable settings of the low 
voltage disconnect.  These factory defaults are generally set at a fairly low level, and it is often desirable to raise the settings to 
provide greater protection for the batteries. 
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3.5.7 Generators 
 
The purpose of the generator is to provide electric generation when the PV system and/or the grid are not providing adequate 
energy to meet the needs of the system loads. In regions where the available summer peak sun hours is significantly more than 
the winter peak sun hours, or in other areas where it is desirable to have close to 100% system availability, an auxiliary electric 
generator may be incorporated into the system.   
 
Generators may be used in stand-alone systems (hybrid) or with utility-interactive systems with batteries. Utility-interactive 
systems that utilize a generator but no batteries are completely separate systems and require separate installations.  If the 
utility-interactive system has a battery backup, the system schematic diagram may look nearly the same as the system of Figure 
9.  The only difference is that the system likely will use an inverter that has an input for an additional ac source.  Other system 
configurations are possible using different equipment such as separate transfer switch or relay.  The inverter may also be 
programmable so that it will send a starting signal to the generator whenever the batteries reach a voltage considered to be low 
enough for the generator to take over.  It may also be possible to control the time at which the generator starts; so, for example, 
the generator can be kept off when the PV system is providing charging and turned on when charging from the PV system 
stops.  When the batteries have reached an adequate state of charge, defined by the inverter programming, the inverter will shut 
down the generator. Generators used with utility-interactive systems that do not have battery backup are not designed to 
interact with the inverter (separate systems as mentioned above). The generator either starts automatically when the utility 
voltage fails or is started manually by the system owner in the event of a utility outage. 
 

3.5.7.1 PV/Diesel Hybrid System 
As stated earlier, the key to keeping the battery healthy is to be sure it is fully charged on a regular basis. On most systems, this 
can only be accomplished by sizing the solar panels for a multiple of the daily energy requirement, or by adding another means 
of charging the battery for the times when the sun is not cooperate.  This other means is usually a fuel-driven generator.  Most 
inverters and power management equipment designed for off-grid systems include chargers that will take the power from the 
generator and charge the batteries.  These generally have options that allow for automatic starting and stopping of the 
generator. 
 
Careful consideration needs to be given when deciding whether or not to use automatic start controls for the generator.  There 
are many applications where automatic controls are simply not appropriate.  Where the installer does not have control over the 
quality of the generator, or its maintenance, it is often better to use the alarm system noted above to inform an operator when 
the batteries need to be charged.  See section 3.5.8 for more information on the inclusion of generators into the system. 
 

3.5.7.2 Charging Batteries with a Generator 
The charging rate for batteries is generally defined by the number of hours that it takes to fully charge the batteries at a 
constant charging rate. The ‘C’ rate is the charging rate expressed as a fraction of battery capacity. For example, if C is 100 
amp-hours and it takes 5 hours to charge the batteries, the charging rate is C/5 or 20 amps.  Normally, the PV system designer 
will specify a generator that will fully charge the system batteries in about 10 hours, or C/10.  This means that if the batteries 
are 80% discharged and the generator is programmed to charge the batteries until they are only 30% discharged, that it would 
take 5 hours to do so at the C/10 rate.  If this sizing formula is used, the maximum daily run time for the generator can be 
determined if the number of days of battery storage for a specified load is known. 
 
For example, suppose the batteries provide two days of storage with no more than an 80% depth of discharge.  In battery 
terminology, this means that, if there is no other electric source, the batteries will discharge 80% over the two-day period with 
possibly unequal discharge rates each day.  If the generator is sized to restore 10% of the battery charge for each hour of 
operation, the generator will need to run for eight hours to make up this charge. 
 
Knowing the maximum run time is important when estimating the generator fuel consumption and for estimating generator 
maintenance intervals.  The generator manufacturer will specify the hourly fuel consumption at rated load on the generator and 
will specify maintenance intervals for oil changes, tune-ups, and rebuilds.  When the generator is running, inverters usually 
switch the optional standby system load to the generator and then use any excess generator output for battery charging.  This 
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does not affect the average daily generator run time, because if the generator is supplying power to the loads, then the batteries 
are not supplying that power, and, thus, less charge is required from the batteries to meet the daily load requirements. 
 

3.5.7.3 Generators in the NEC 
Generators are covered in NEC 445.  Because generators used in PV systems are permanently connected, they must be 
grounded.  Normally, the case of the generator should be bonded to the equipment-grounding conductor.  The generator 
neutral, assuming an ac generator, is not connected to the equipment-grounding conductor except at the single point of 
grounding for the system.  Note that many portable and RV-style generators make the bond between the neutral and ground 
internally, and this connection should be removed if used in a PV system.  This ensures that no current will flow on the 
equipment-grounding conductor.  However, removing the internal connection may compromise the listing of the generator, 
may result in improper operation and will likely void the warranty. It is best to install a generator designed for stationary, 
stand-by applications.  Grounding requirements are set forth in NEC 250.112.  
 
The ampacity of the conductors from the generator terminals to the PV system is governed by NEC 445.13, which sets the 
conductor size at a minimum of 115% of the generator nameplate current rating unless the generator design and operation will 
prevent overloading of the conductor.  In the example, the ampacity of the conductors can be 100% of the generator nameplate 
current rating.  The output of the generator must be protected from overloads either by inherent design, circuit breakers, fuses, 
or other acceptable overcurrent protective means (NEC 445.12(A)).  NEC 445.18 requires a disconnect device unless the 
driving means for the generator can be readily shut down and the generator is not configured to operate in parallel with another 
source of voltage.  For PV systems where the generator is operating as a backup generator, a disconnect should be used to 
isolate the generator from the system for repairs of either. 
 

3.5.8 Inverters 
 
Inverters are used to convert the dc power to ac power.  Inverters are designed to be used as stand-alone system inverters or as 
utility-interactive inverters.  Some utility-interactive inverters are capable of operating in a stand-alone mode.  Any inverter 
used in a PV system shall be listed and identified for such use (690.4(D).  Inverters that are suitable for use in utility-interactive 
PV systems must be listed and identified for that use (690.60).  Modern inverters are capable of operating with peak 
efficiencies over 90% with very good power quality. 
 
Stand-alone inverter output waveforms vary in shape and/or power quality, as shown in Figure 8.  Note that all three 
waveforms of Figure 8 have Vrms values of 120 V.    
 

a. Square Wave b. Modified Sine Wave c. Sine wave
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Figure 8. Three types of inverter output waveforms. 
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The simplest waveform to generate is the square wave of Figure 8a, which can be used in simple stand-alone systems where 
insensitive loads can tolerate the low quality power.  Square waves have high harmonic distortion; thus, they are not advisable 
for use with some electronic equipment, and they can cause motors and other magnetic components to overheat.  If a square-
wave inverter is used, it is important to check the instruction book to see what loads are not suitable for use with the unit.  The 
output of square-wave inverters is not suitable for connecting to the utility grid. Square wave inverters are now generally 
considered obsolete and are seldom found in stand-alone systems.  
 
The next waveform for stand-alone inverters is the modified sine wave of Figure 8b.  This waveform is commonly used in 
uninterruptible power supplies (UPS) for electronic equipment and is also used by many moderate-cost stand-alone PV 
inverters.  The harmonic distortion is less than the harmonic distortion of a square wave, and the waveform is suitable for use 
with more types of loads.  Inverters with modified sine-wave outputs (more accurately known as modified square-wave 
inverters) are in common use in stand-alone PV and recreational vehicle applications.  Common loads that are often 
incompatible with this waveform include light dimmers, laser printers, chargers for cordless tools, smoke detectors, and the 
electric igniter circuits on some gas ranges. Modified-square wave inverters are not suitable for connection to the utility grid, 
even though the inverter may be used as a replacement for the utility when the inverter is used in a UPS application. 
 
The ideal ac waveform is the sine wave shown in Figure 8c. A sine-wave inverter is suitable for either stand-alone or utility-
interactive applications. Stand-alone inverters that have a sine-wave output are suitable for all loads within their power and 
current ratings.  They have low harmonic current and voltage distortion. An inverter is considered utility-interactive provided 
that it meets the requirements of IEEE Standard 929-2000 and is listed to UL 1741.  These standards ensure that the inverter 
output waveform has less than 5% total harmonic distortion and that the inverter will disconnect from the grid if grid power is 
lost.  Once disconnected, the inverter will continue to sample the grid voltage.  After the grid voltage has again stabilized, and 
after a required five-minute delay, the inverter will reconnect to the grid and deliver power from the PV system.  
 
Some sine-wave inverters are capable of multiple modes of operation.  The first of these modes is stand-alone in which the 
inverter operates independent from the utility grid. The second is hybrid which uses another form of generation as backup for 
the PV system. The third is utility-interactive in which the unit uses grid power to charge batteries if the PV system fails to do 
so but does not send power from the PV system to the grid while doing so. In the utility-interactive mode, it is also able to send 
excess PV power to the grid after meeting the needs of the installation site.  The installer typically must refer to the instruction 
manuals for the installation, operation, and maintenance details for these inverters. 
 
The installer should be familiar with some of the key characteristics of inverters, regardless of the inverter being used.  
Inverters are characterized by input voltage and current limits, output voltage and current limits, waveform type, operational 
modes, and power rating.  Figure 9 shows a schematic diagram of a common utility-interactive PV system with one particular 
type of inverter that uses battery backup and an optional standby ac distribution panel.  Figure 9 is used to show the required 
calculations for wire size, system ratings, fusing, and disconnects. 
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Most of the same methods for the calculations that were done for the stand-alone system regarding wire sizes, fuse sizes, and 
disconnect sizes apply for utility-interactive systems.  For the purpose of characterizing the system, assume the modules are the 
same as the modules used in the stand-alone examples and the specifications are shown in Table 2.  Because each module is 
rated at 120 watts at STC, this system may be referred to as a 720-watt utility-interactive system with a UPS option as it has 
battery backup to supply emergency ac loads. The installer must be aware that while it may be referred to as a 720-watt system, 
the maximum output of the PV array will fall short of 720-watts. The reasons for the shortfall will be discussed in detail later in 
this Guide.  The nominal dc voltage is 24 V, with each battery being a six-volt deep- discharge unit.  
 

Modules Voc 
(STC) 

Isc 
(STC) 

Vmp 
(STC) 

Imp 
(STC) 

Pmax 
(STC) 

Vmp Temp 
Coefficient 

Dimensions Weight 

Crystalline 
Silicon 

21.0 V 7.2 A 17.1 V 7.0 A 120 W -0.4%/oC 66 cm x 142 cm 11 kg 

 
The system is essentially the same as the stand-alone system discussed earlier, up to the inverter.   This system does not have a 
peak-power tracking inverter and the charge controller is used to maintain the batteries at the correct state of charge.  Other 
multimode inverters may have PV maximum power tracking circuits and exclude the charge controller.   The charge controller 
is generally set to charge the batteries to the bulk charge level, and the inverter is generally set so that when the batteries reach 
the bulk level, current from the charge controller is diverted to the inverter where it is converted to ac and used either to supply 
the emergency loads or to sell back to the utility. 
 
If the inverter has a battery charging option from either the utility or from alternate generation means, the charge settings in the 
inverter should be set lower than the settings of the PV charge controller; otherwise, the PV system sensors will find the 
batteries to be fully charged and the PV charge controller may limit the current from array-to-charge-controller output.  Some 
inverters can be set to inhibit the charging of the batteries at night from the grid to allow maximum energy to be extracted from 
the PV array and not the grid 
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Figure 9. Utility-interactive PV system with battery backup. 
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For a system programmed to sell to the utility, it is still important that the sell voltage setting on the inverter be below the bulk 
setting of the PV charge controller.  If it is not, the PV charge controller may limit the PV output and consequently limit the 
output from the inverter to the utility.  Recall that at the beginning of the bulk charge mode, the charge controller is supplying 
as much current to the batteries as the PV array can generate.   
 
It is important to note that the system of Figure 9 has the array configured for effective battery charging.  It should also be 
noted that the use of different types of inverters having different multimode capabilities would be connected in significantly 
different ways. 
 
In larger utility-interactive systems with 48V nominal inverter-input voltage and no battery backup, the inverter may track 
maximum array power over array voltages ranging from approximately 44 to 88Vdc.  For this range of input voltages, it is 
possible to use four, 12-volt modules in series to meet the input voltage requirements.  For example, with four modules in 
series, Vmp for each will drop to 14.7 V at 60°C, resulting in Vmp for the series combination of 58.8 V.  Note, however, that if 
four modules are used and the module temperature falls very much below -25°C, it is possible that Voc  for the series 
connection of the four modules may exceed 100 V. Thus, it is important to check the inverter input voltage range for maximum 
power tracking as well as the absolute limits of the inverter input voltage to be sure that the array and inverter are properly 
matched. 
 
It is important to install the correct wire sizes at inverter inputs and outputs.  The sizing process is straightforward, as the wire 
is calculated for 125% of the inverter input or output current at full-rated power and as specified in the inverter instruction 
manual.  Full-rated ac currents are generally close to the full-rated power divided by the output voltage for the output current or 
by the input voltage for the input current.  For example, a 4000 W inverter that has a 120 V output specifies an output current 
at full rated power of 33 A.  Dividing the inverter power by 120 gives 4000÷120 = 33 A. However, dividing the inverter power 
by 24 (the nominal dc voltage) gives 4000÷24 = 167 A, and the manual states that the maximum current is 200 A.   
 
The discrepancy between the dc value in the manual and our calculated value at the input is an important one.  The reason the 
values differ is because the value in the manual is calculated at the minimum inverter input voltage of 22 V and, at full power, 
the inverter operates well below peak efficiency – near 80% efficiency. Article 690.8(A)(4) of the NEC requires that for stand-
alone PV systems, the inverter input current “. . .shall be the continuous inverter input current rating when the inverter is 
producing rated power at the lowest input voltage.” Dividing the full rated power by the lowest input voltage and by the 
efficiency at full rated power (85%) results in 4000W÷22V÷0.85 = 214 A (slightly higher than the value found in the manual). 
The battery conductors must be calculated for 125% of the full rated current or 267 A (214 A × 1.25 = 267 A). 
 
Regardless of the load connected to the inverter, the size of the input and output conductors of the inverter must be based on 
the inverter input and output currents at rated load if the system has batteries.  Hence, even for the 720 W system of Figure 9, if 
the inverter is rated at 4000 W, then the conductors to the input must be sized for 125% of 214 A, or 267 A.  This will also be 
the rating of the circuit overcurrent protection and disconnect for the battery.  At the output, the wire and disconnect needs to 
be sized for 125% of the rated inverter output current, which, in this case, would be 125% of 33.3 A, or 41.62 A.   
 
The wiring from the PV array is sized according to 156% of the PV output circuit short-circuit current.  In this case, the 
combined short-circuit current of the three source circuits is 7.2 A × 3 = 21.6 A.  The PV output circuit conductors then must 
have an ampacity of at least 21.6 A × 1.56 = 33.7 A.  Provided that the voltage drop is not a problem, 8 AWG conductors with 
a 40-A dc circuit breaker serving as a disconnect device and overcurrent protection would be adequate.  If the wiring to the 
inverter is located in a hot location, such as a garage or on the wall of a building, the temperature corrections of the wiring must 
also be considered.  If voltage drop is a problem, which is nearly always the case in 24-V systems, then larger wire will need to 
be used. 
 
The inverter bypass switch is shown in Figure 9.  The inverter bypass switch allows for inverter maintenance while supplying 
the emergency loads directly from the utility line.  This switch in this circuit consists of a double-pole circuit breaker ganged 
together with a single-pole circuit breaker in a manner such that both breakers cannot be simultaneously ON, but both can be 
simultaneously OFF.  When the double-pole breaker is on, the hot lead of the ac input from the utility passes through one pole 
of the breaker and enters the ac in terminal of the inverter.  The ac out of the inverter passes through the other pole of the 
breaker from which it is connected to the optional standby load.  When the double-pole breaker is in bypass mode, the utility 
line in is blocked from the inverter, but is connected through the single-pole breaker to the emergency load.  This is the inverter 
bypass position.  When both breakers are off, power is disconnected from both the inverter and the emergency panel.  Because 
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the bypass breakers must be rated at a minimum of 125% of the inverter output current, the inverter bypass switch also serves 
as the main ac disconnect for the inverter output.  
 
All circuit breakers that can handle inverter output currents should be sized at 125% of the inverter output current rating.  The 
circuit breaker in the main panel provides overcurrent protection from utility-supplied currents for the conductors between the 
main panel and the inverter bypass switch.  The circuit breakers in the inverter bypass switch provide overcurrent protection 
from utility-supplied currents for the conductors between the bypass switch and the ac input of the inverter and the conductors 
from the bypass switch to the subpanel.  Normally, these circuit breakers do not trip on faults involving the inverter output 
because they are sized at 125% of the inverter output.  A short-circuit on the inverter output generally will cause the inverter to 
shut down before the circuit breakers trip.  The input circuit breaker on the subpanels serves only as a disconnect switch for the 
subpanel. 
 

3.5.9 Point-of-Utility Connection 
 
The NEC allows a utility-interactive PV system to be connected on either the line side or the load side of a customer’s service 
disconnecting means.  If the PV system is owned by the utility, it will probably be connected on the line side upstream of the 
meter.  Line-side connections must meet the requirements of NEC 230.82(6).   If the customer owns the system, it will often be 
connected on the load side of the service disconnecting means.   
 
If the output of an inverter is connected to the line side of the main breaker, it is important that an acceptable termination 
procedure be used.  If two wires are to be attached to a single point, the lug(s) used must be approved for this application.  
When possible, it is generally most convenient to establish the point-of-utility connection at a main distribution panel.  This 
can be done by connecting the inverter output to the load side of a dedicated circuit breaker in the main distribution panel.  
When connected in this fashion, the requirements of NEC 690.64(B) apply.  
 
NEC 690.64(B) requires that 

(1) Dedicated Overcurrent and Disconnect. Each connection shall be made at a dedicated circuit breaker or fusible 
disconnecting means. 

(2) Bus or Conductor Rating. The sum of the ampere ratings of overcurrent devices in circuits supplying power to a 
busbar or conductor shall not exceed 120 percent of the rating of the busbar or conductor. In systems with panelboards 
connected in series (e.g. subpanel to main panel), the rating of the breaker or fuse connected to the PV inverter(s) shall be used 
in the calculations for all busbars and conductors. 

(3) Ground-Fault Protection. The connection point shall be on the line side of all ground-fault protection equipment 
unless the exception is met.  

 (4) Marking. Equipment shall be marked to indicate the presence of all sources. 
(5) Suitable for Backfeed. Circuit breakers, if backfed, shall be suitable for such operation. (informative FPN) 
FPN: Circuit breakers that are marked “Line” and “Load” have been evaluated only in the direction marked. Circuit 

breakers without “Line” and “Load” have been evaluated in both directions. 
(6) Fastening. Listed plug-in-type circuit breakers backfed from utility-interactive inverters complying with 690.60 

shall be permitted to omit the additional fastener normally required by 408.36(D) for such applications. 
 

(7) Inverter Output Connection. Unless the panelboard ampacity is at least as large as the sum of the supply 
breakers, a connection in a panelboard shall be positioned at the opposite (load) end from the input feeder location or main 
circuit location. The bus or conductor rating shall be sized for the loads connected in accordance with Article 220 (to ensure 
that the panelboard is not overloaded). A permanent warning label shall be applied to the distribution equipment with the 
following or equivalent marking: 

WARNING 
INVERTER OUTPUT CONNECTION 

DO NOT RELOCATE 
THIS OVERCURRENT DEVICE 

 
The requirements should come as no surprise to an experienced electrician. The first requirement is that each inverter must be 
connected by means of its own dedicated circuit breaker or fuse.  There is an exception for this in NEC 690.6 for ac PV 
modules, where multiple micro-inverters can be wired in parallel before connecting to the dedicated branch circuit.  In no case, 
can loads can be connected on the circuit. A key change in the 2008 NEC is the allowance of the sum of the supply breakers to 



 
 
Study Guide for Photovoltaic System Installers  Version 4.2 – April 2009    

39 
 

be 120% of the busbar rating for all PV installation, not just residential systems, as the 2005 NEC and before was written. This 
allows for small PV systems relative to the size of the panel to be connected without having to resize the panel. Item (2) also 
clarifies that the breaker used to connect the PV inverter be used for all upstream calculations instead of the subpanel breaker 
size as is often mistakenly done.   
The 120% allowance is somewhat subtle, and should be looked at carefully.  It states that the sum is of the overcurrent devices, 
NOT the sum of currents.  This means that if a 200A busbar is fed by a 200A main circuit breaker, then a circuit breaker 
connecting a PV source may not exceed 40A, which is 20% of the busbar rating.  But this also means that the output current of 
the inverter may not exceed 32A, as the circuit breaker at the point-of-utility connection is sized at 125% of the inverter rated 
output current, and 32A × 1.25 = 40A.  Note, however, that this current may be at 120V or at 240V, as at 240V, 32A is added 
to each busbar, while at 120V, 32A is added to only one busbar.  If the current is at 240V, the power rating of the inverter can 
be twice as large.  The other possibility is two inverters, one connected to each busbar through a double-pole breaker to ensure 
that both busbars are used. 
 
The third item under 690.64(B) requires that the point of interconnection be on the line side of ac ground fault protection 
equipment. This provision is necessary because the function of the ac ground-fault protection equipment can be damaged by 
feeding power to the load side once it trips unless it is designed for such conditions.  When the point of interconnection is on 
the line side, then the ground-fault equipment will continue to provide protection to all circuitry on its load side. 
 
Item (4) requires equipment fed by multiple sources to be marked as such. Item (5) in the 2008 NEC 690.64(B) uses slightly 
different language than the previous code revisions by stating more accurately that circuit breakers must be “suitable” for 
backfeed, not “identified” as previously stated. It also clearly explains in the FPN that suitability is determined by the lack of 
“line” and “load” markings on the breaker. Item (6) states that the additional fastening means, required in NEC 408.36(F) for 
back-fed devices, can be omitted. This provision recognizes that a listed utility-interactive inverter is inherently safe if the 
interconnecting breaker is inadvertently removed from the busbar since the inverter automatically shuts down when loss of 
voltage is sensed. 
 

3.5.10 Optional Standby System Panels 
 
If a PV inverter feeds an optional standby system panel (covered by NEC Article 702), the panel must be labeled so any 
maintenance person will know that an inverter feeds the panel. If the optional standby system panel is a single-phase 3-wire 
panel that is wired with a jumper between phases to connect the inverter 120Vac output to both busbars of the panel, it must be 
labeled per NEC 690.10(C).  Although it may not be obvious to some, NEC 690.10 is entitled, Stand-Alone Systems, and 
pertains to a utility-interactive system with battery backup.  Backup systems will feed the panel as a stand-alone system in the 
event that the grid voltage is lost.  If both busbars are connected to the same phase, then multi-wire branch circuits are not 
allowed.  Every circuit connected to a 120Vac emergency panel must have its own neutral; otherwise, currents on shared 
neutrals will add rather than subtract, overloading the neutral conductor.  The panel label must read: “WARNING, SINGLE 
120-VOLT SUPPLY.  DO NOT CONNECT MULTIWIRE BRANCH CIRCUITS!” New language in the 2008 NEC 690.10 
clarifies that  inverters can be sized according the to the amount of coincident load rather than the full connected load or 
according to loads calculated from Article 220. 
 
 
3.6 Installing Subsystems and Components at the Site (Tasks 6.1 thru 6.10 of the NABCEP Task Analysis) 
 
Once the system design has been determined, the locations for components, wire sizing, fuse, and disconnect sizing 
established, the installer must determine that the system can be installed safely and correctly.  The actual installation is 
primarily a psychomotor endeavor, as long as the installer knows the proper and safe installation procedures.  Before beginning 
the installation, it is important to get the paperwork in place.  Agreements with the owner, utility, and permit agencies must be 
completed before work begins.  Whether or not an inspection is required, all work should be done in a manner that meets all 
code requirements and would pass inspection.   
 
A PV system is partly electronic and partly electrical.  This sometimes introduces a mix of color code conventions for negative 
and grounded conductors.  In electronics, black is generally used for negative or ground, but in electrical systems, the grounded 
(neutral) conductor is white or gray.  PV systems are considered to be electrical systems, are covered under the NEC, and are 
required to follow the conventions for color codes.  The ungrounded conductors will normally be black, red or blue, the 
grounded conductor will be white or gray, and equipment-grounding conductors will be green or bare. NEC 250.119 allows 
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white taping only for conductors larger than 6 AWG.  Conductors sized 6 AWG or smaller are required to be the correct color. 
However, NEC 200.6(A)(2) states, “A single-conductor, sunlight-resistant, outdoor-rated cable used as a grounded conductor 
in photovoltaic power systems as permitted by 690.31 shall be identified at the time of installation by distinctive white marking 
at all terminations.” A common example of this type of cable is USE-2, which is solid black in color, but needs additional 
white markings at all terminations when used as a grounded-circuit conductor.  
 
Proper wiring technique requires that adequate working spaces be allowed for access to all equipment and junction boxes.  
NEC 110.26 specifies clearances for systems having voltages less than 600 V.  If it appears that a working space depth of 3 feet 
is not possible, and the system voltage is less than 60-V dc, NEC 110.26(A)(1)(b) allows for smaller working spaces by special 
permission from the local code enforcement official. 
 
The installer should be sure that all components used in the system are listed, unless listing is not required of a particular part.  
For example, modules, charge controllers, surge protectors, fuse holders, fuses, circuit breakers, terminal strips, wiring, wire 
connectors, ground lugs, and essentially all parts of the electrical system must be listed.  A few exceptions to listing 
requirements are the array mounting system and the nuts, bolts, nails, and screws that are used to attach components and 
materials. Batteries generally are not listed separately but could be part of an energy storage system that is listed. 
 
Running conductors from a PV array on a residential rooftop to an inverter near the service entrance can be a challenging task. 
Many retrofit installation use electrical metallic tubing (EMT) exterior to the building to accomplish this circuit run. In some 
retrofit cases, and in most new home construction projects, it is most aesthetic and easier to run the conductors through the 
building to the inverter rather than external from the building. The 2002 NEC specifically required that the photovoltaic 
disconnecting means for the inverter be on the roof or at the first point of entry into the building. The 2005 and 2008 NEC 
provides an exception to this requirement provided that the conductors are placed in a metallic raceway from the point of entry 
to the disconnect [690.31(E)]. 
 
Photovoltaic systems are often installed for best aesthetics or for minimal wind loading rather than best performance.  These 
systems are often mounted on an unshaded roof that is closest to South at whatever angle the roof happens be.  To maximize 
the value to the utility, the system may be designed to produce maximum output during utility peaking times, which may 
dictate a southwest-facing or occasionally a west-facing installation.  For more information about orientation, refer to the tables 
in the orientation section.  
 
What if the array is to be rack-mounted on a roof that is not flat?  An inclinometer, sometimes called a roof protractor, 
determines the roof angle, and the roof angle is subtracted from the desired array angle.  Trigonometry can also be used to 
perform the same calculations using a tape measure and an inexpensive scientific calculator. 
 
A 3:12 pitch roof represents a 14° angle from horizontal. If the desired 
collector tilt angle is 30°, then the rack must have a 16° tilt angle. The 
height of the tilt leg can be determined experimentally using an 
inclinometer or by using trigonometry to solve for the tilt leg height as 
shown in Figure 10.  If multiple rows of modules are necessary, remember 
that adequate room must be given to prevent inter-row shading in the 
winter months. 
 
Next, the mounting holes need to be drilled.  For pilot holes into roof truss 
timbers, the pilot hole for screw threads should normally be 65% to 75% of 
the size of the screw.  For a ¼-in diameter lag screw, the pilot hole should 
be drilled with a bit with a diameter between 0.65×0.25 in = 0.162 in and 
0.75×0.25 in = 0.187 in.  But, what are these sizes in 64ths?  To find out, 
multiply each by 64, as there are sixty-four 64ths in an inch.  The result is 0.162 = 10.4/64 and 0.187 = 12/64 = 3/16 in.  So 
anything between about 5/32-inch and 3/16-inch bit would be appropriate.  For softer woods, the smaller bit would be best and 
for harder wood, the larger would be better.  
 
It is important to remember that the last word on all installations belongs to the local code official and, perhaps, the local 
utility.  There may be instances where the installation is fully code-compliant but the utility has additional requirements for 
interconnection.  For example, in a utility-interactive system, the NEC does not require a lockable disconnect at a location 
accessible to utility personnel, but this may be a local utility requirement.  A system with batteries is generally considered an 

Figure 10. Determination of tilt angle 
for rack mount on a sloped roof.
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optional standby system by the electrical code (NEC 702), and the local fire inspector will need to inspect the battery 
disconnect.  NEC 702.8 requires that “A sign shall be placed at the service-entrance equipment that indicates the type and 
location of on-site optional standby power sources.” All utility and code officials who may have an interest in the system must 
be familiar with and understand the plans for the system before beginning the installation. 
 

3.6.1 Electrical Component Mounting 
 
If a system incorporates a heavy inverter, and some inverters weigh up to 150 pounds or more, it is very important to follow the 
manufacturer’s instructions for mounting the inverter.  It is often practical, when mounting a heavy inverter over plaster or 
drywall, to firmly attach a sheet of plywood to the wall studs.  The inverter can then be safely secured to the plywood.  It often 
requires two people or some other means of carrying the weight of the inverter when lifting the inverter to its mounting 
location. 
 
The locations of all dc and ac connections to electronic system components should be carefully planned to accommodate a neat 
and professional installation.  For example, if the ac connections are on the left side of an inverter and the dc connections are 
on the right side, locations of batteries, charge controllers, and disconnects should be arranged as conveniently as possible to 
these connection points. 
 

3.6.2 Testing and Programming Equipment 
 
The voltage, current and polarity from the PV modules should be methodically checked as each disconnect is closed in turn. 
These measurements must be checked prior to any programming that may be performed.  
 
After all the equipment is installed, the next step often is to program the charge controllers and inverters for the desired 
operating modes.  Inverters and charge controllers nearly always come from the factory with programs in a default mode.   
However, the default mode is rarely the best operating mode, as there are so many different operating modes for some systems.   
 
For the simple dc stand-alone system, if the system has a charge controller, it will need to be adjusted for the type of battery 
used in the system and the setting calibrated with a reliable digital multimeter.  If the system has a discharge controller, it likely 
will also need to be adjusted for the battery type. 
 
For the simple utility-interactive system in the sell mode with no battery back-up or emergency panels, the inverter will often 
operate as a plug-and-play unit with the manufacturer’s default settings.  But, for the utility-interactive system that has battery 
backup and an emergency panel, some programming will be required.  It will be necessary to follow the instructions in the 
equipment installation manual. It is always advisable to take advantage of specific product training provided by equipment 
manufacturers and dealers. Some equipment can be extremely involved to program properly.  It is critical to fully understand 
the meaning and importance of each setting, as system performance and safety can be dependent on proper programming of 
equipment.  
 
A common cause for poor system performance is improper programming of equipment.  An improperly programmed inverter 
could result in the utility supplying all the power to the loads with no contribution from the PV system.  In fact, this is why the 
remainder of the system must be tested once the inverter is programmed, and run through any operating modes, just to be sure 
that every part of the system is functioning properly.   
 

3.6.3 Marking and Labeling 
 
The final step is to be sure everything is labeled as required by the NEC or utility.  All source circuits should be identified with 
permanent markings such as wire tabs or other numbering methods.  Some systems are quite complex, and to facilitate system 
checkout and maintenance, it is good practice to label points of connection to correspond with points on the system schematic.  
The labeling process includes providing a complete set of as-built drawings, photos and schematics, so that at any later date, 
workers will know where every component is located.  The NEC requires a long list of labels, including 
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• Ground-fault protection device—Labels and markings applied at a visible location near the device stating that, if a 
ground fault is indicated, the normally grounded conductors may be energized and ungrounded. 

• Bipolar source and output circuits—The equipment must have a label that reads:  Warning—Bipolar Photovoltaic 
Array.  Disconnection of neutral or grounded conductors may result in over voltage on array or inverter. 

• Single 120-V supply—If a single-phase 3-wire distribution panel is fed with a 120-V PV inverter output by 
connecting a jumper wire between the panel busbars, the panel must have a label that states:  WARNING, SINGLE 
120-VOLT SUPPLY.  DO NOT CONNECT MULTIWIRE BRANCH CIRCUITS!  

• System disconnects—Each PV disconnecting means in the system shall be permanently marked to identify it as a PV 
system disconnect.  Note that disconnects may not be located in bathrooms. 

• Energized terminals in open position—In cases where both terminals of a device may be energized, even if the device 
is in the open position, a warning sign shall be mounted on or adjacent to the disconnecting means that states the 
following or equivalent:  WARNING.  SHOCK HAZARD.  DO NOT TOUCH TERMINALS.  TERMINALS ON 
BOTH THE LINE AND LOAD SIDE MAY BE ENERGIZED IN THE OPEN POSITION. 

• Photovoltaic power source—A label must be installed near the PV disconnecting means that states (1) the operating 
current, (2) the operating voltage, (3) the maximum system voltage, and (4) the short circuit current. 

• Identification of power sources, stand-alone systems—A permanently installed plaque or directory to be installed 
outside the building to indicate the locations of all system disconnecting means, and to indicate that the structure 
contains a stand-alone electrical power system. 

• Identification of power sources, facilities with utility connections—A permanently installed plaque or directory 
providing the location of the service disconnecting means and the PV disconnecting means. 

• Busbar or conductor connection equipment—Any equipment containing an overcurrent device that supplies power to 
a busbar or conductor shall be marked to indicate the presence of all sources.  For example, if the point-of-utility 
connection for an inverter is at the main disconnect device or meter of a building, there may be a fused or circuit 
breaker disconnect near the main disconnect.  If so, it needs to be labeled. 
 

It is important to remember that the last word on all installations belongs to the local code official and, perhaps, the local 
utility.  There may be instances where the installation is fully code-compliant but the utility has additional requirements for 
interconnection.  For example, in a utility-interactive system, the NEC does not require a lockable disconnect at a location 
accessible to utility personnel, but this may be a local utility requirement.  A system with batteries is generally considered an 
optional standby system by the electrical code (NEC 702), and the local fire inspector will need to inspect the battery 
disconnect.  NEC 702.8 requires that “A sign shall be placed at the service-entrance equipment that indicates the type and 
location of on-site optional standby power sources.”  
 
 
3.7 Performing a System Checkout and Inspection (Tasks 7.1 thru 7.8 of the NABCEP Task Analysis) 
 
The first step in a system checkout after completion of the installation is to visually check the entire system.  This means 
checking to see that the modules and all other system components are all bolted down securely, that all wiring connections 
have been made properly according to the system schematic diagram and manufacturers’ instructions, that all weather sealing 
is properly applied, that wires are bundled neatly, and that the system has been installed in a “workmanlike manner” (NEC 
110.12).  Before performing any other checks on the system, the grounding system should be checked to be sure that all 
required parts are properly grounded.   
 
Presumably, all disconnects and breakers were turned off and fuses were left out of the holders. It should be verified that this is 
still the case.  A system checkout includes the following: 
 

1. Polarity of all source circuits should be checked. WARNING: Improper polarity can cause severe damage to the array 
and system electronics and has been known to cause fires in some systems.  At the same time the polarity check is 
made, the open-circuit voltages should also be checked.  Open-circuit voltages of source circuits should normally be 
within 2% of each other if the irradiance remains constant during the test.  If not, then it becomes a troubleshooting 
procedure, to be covered in the next section of this Guide. 

2. Short circuit currents should be within 5% of each other, provided that the irradiance remains constant during the test.  
The short circuit currents will only equal the STC values if the modules are exposed to 1000 W/m2 of irradiance.  To 
measure short circuit currents, it should be verified again that all breakers and switches are open and that all fuse 
holders are empty.  Then measure the voltage across the circuit where the shorting jumper is to be installed.  It must 
be zero.  If it is not zero, then stop.  Do not install the shorting jumper.  If it is zero, then install a shorting jumper 
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across the load side of the PV output circuit disconnect while the disconnect is open.  Do not close any disconnects, 
breakers or insert any fuse toward the inverter or the battery while performing these steps.  Then insert a source circuit 
fuse in the first source circuit fuse holder and close the associated disconnect. Measure the short circuit current, then 
open the disconnect. Repeat the procedure by moving the fuse to each source circuit fuse holder, measuring the 
current each time. 

3. The disconnect on the PV output circuit should be open and the shorting jumper should be removed. All the source 
circuit fuses should be installed. The next step is to measure the open circuit voltage of the PV output circuit.  It 
should be close to the lowest individual source circuit voltage measured. 

4. If the array is on a residential rooftop, and the ground-fault protection device trips when any of the tests are 
performed, the next step is to make sure there is only one grounding point.  If there is only one and the ground-fault 
protection still trips, then a troubleshooting procedure must be implemented to find the ground fault. 

 
After these four preliminary checks, the next step depends upon the specific system.  If the system is a stand-alone system with 
a charge controller, then the next step usually is closing the battery disconnect to connect the batteries to the charge controller 
output.  Then close the PV output-circuit disconnect to apply PV power to the charge controller.  Follow the instructions in the 
charge controller manual for adjustment of the charge controller.  When the charge controller has been adjusted for the array 
and the batteries, then the loads can be turned on.  If there is a charge controller to control the current to the loads, then this 
charge controller will also need to be adjusted for the system batteries and loads.  Once the charge controllers are adjusted, the 
system should be ready for operation.   
 
If the system is a hybrid stand-alone system without an inverter, the next step is to check the generator control system. 
Provided that the generator is controlled automatically, the control system should start the generator at the proper time and/or 
battery voltage.  Systems of this type should have an instruction manual that explains any adjustments that need to be made. 
 
If the system is a hybrid stand-alone system with an inverter, the inverter will normally control the generator start sequence.  
The first step in setting up this system is to verify that the correct starting voltage is available to the generator.  The next step 
for this system will be to adjust the inverter generator starting and stopping sequence for the desired operation of the generator.  
The inverter will also need to be programmed for battery type and desired battery charging and discharge limits.  All 
programming is normally done after the inverter is connected to the batteries so the inverter control electronics will be powered 
up. 
 
If the system is a utility-interactive system with no batteries, the next step is usually to connect the inverter to the PV array and 
the utility source.  Connection sequence is not critical for most inverters since either or both of these power sources may be 
turned off and on in a random sequence during normal operation. Once this is done, the inverter should remain off for at least 
five minutes, with the input voltage close to its open circuit value.  After the inverter has determined that the utility voltage is 
stable, it should turn on and begin delivering power to the utility grid.  This can be determined by watching the revenue meter 
turn backwards or by observing the inverter input current and voltage.  Normally the input current and voltage will quickly 
converge to their maximum power values, and the inverter output current will reach a maximum value. 
 
If the system is a utility-interactive system with battery backup, it will probably incorporate a sophisticated inverter that 
requires a long list of software checks.  After the software checks have been completed, inverter input and output should be 
tested for proper operation.   Because the system has batteries, it may need a separate charge controller. Unless the system 
incorporates a MPT charge controller, the array most likely will be operating slightly below the maximum power.  Some 
multimode inverters incorporate MPT circuits for the PV array.  However, unless the charge controller is operating in a 
current-limiting mode, the full array current for the given irradiance should be flowing. 
 

3.7.1.1 Acceptance Testing 
The installer should have a good idea of what to expect from the measurements.  For example, assume that a 2-kW STC 
crystalline silicon array is in place that feeds a utility-interactive inverter with no battery storage.  Assume also that the installer 
has a solar irradiance meter (or pyranometer) available to measure the irradiance incident on the array and that the array is 
receiving full sun (1000 W/m2) and is at a temperature of 55°C.  Finally, assume the inverter has a rated efficiency of 94% and 
the inverter efficiency remains nearly constant at and around the operating point.  The problem is to determine how much 
power to expect from the inverter. Even under STC, the array will probably not supply the full 2 kW to the PV output circuit.  
Manufacturers tolerances allow for a 5% lower output or more. These tolerances, along with slight mismatches among the 
modules and dust on the modules will likely reduce the output to 90% of the rated value.  With a temperature coefficient of 
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−0.5%/°C, the array power is further degraded by another 15%.  It is also reasonable to assume that there will be a 3% loss in 
the wiring.   
  
Calculations: 
   

1. Change all loss figures to consistent numbers.  For example, if a loss of 10% is expected, then an efficiency factor of 
90% applies to that loss.  So for a 10% loss, the number 0.9 represents the 90% efficiency factor. 

2. Multiply all the numbers obtained in step 1 together to get the overall efficiency factor, expressed as a decimal. 
3. Multiply the starting amount by the overall efficiency factor to obtain the remaining amount, or output. 

 
The procedure for the example gives the following results: 
 

• Efficiency factor for module tolerance, array mismatch, and dust degradation = 0.9,  
• Loss from array temperature degradation:  (55−25)×(−0.005) = −0.15, which represents a percent loss expressed as a 

decimal.  Efficiency factor 0.85 
• Efficiency factor from 3% wiring losses: is 0.97 
• Efficiency factor from 6% inverter losses:  is 0.94  
• The output, taking into account all four loss mechanisms:  2000×0.9×0.85×0.97×0.94 = 1395 watts. 

 
This result is consistent with field observations.  So a general rule of thumb is that the output of a utility-interactive system 
with no storage can be expected to be about 70-80% of the sum of the rated module powers on a summer day with ambient 
temperature in the neighborhood of 25°–30°C.  But, if ambient temperatures drop to freezing, then the array will tend to 
operate at close to STC, and the overall remainder becomes 2000×0.9×0.97×0.94 = 1641 watts, which is 82% of the sum of the 
STC rated module powers. 
 
As irradiance decreases, the array current will decrease nearly in direct proportion, but the array power may not decrease in the 
same proportion, as the array temperature will tend to decrease as the irradiance decreases.  For example, suppose the 
irradiance on the array has decreased to 700 W/m2.  This means the solar power delivered to the PV array is only 70% of the 
power delivered at 1000 W/m2, which means another loss factor needs to be included in the calculation.  If this is the case, the 
cell temperature increase should only be about 70% of its value at 1000 W/m2.  Because the increase at 1000 W/m2 was 30°C, 
the cell temperature increase at 700 W/m2 should be about 21°C, with a resulting cell temperature of 46°C.  This would result 
in a loss of 11.5% due to temperature degradation.  The expected inverter output power can be calculated by:  
 
Inverter Output Power = 2000 X (0.7) X (0.9) X (0.885) X (0.97) X (0.94) = 1017 W 
 
STC array power  
         Irradiance factor 
                    Mismatch and dust factor 
                               Array temperature factor 
                                              Wiring efficiency factor 
                                                        Inverter efficiency factor 
 
Note that the value for the 700W/m2 is 976 W and it still can be approximated using the 70-80% system loss factor rule-of-
thumb in conjunction with the irradiance factor (980-1120W).  A good estimate for summer operation in most areas is to first 
take 70% of the STC rated array power, and then multiply by a factor that expresses the actual sunlight intensity on the array as 
a fraction of 1000 W/m2. Array temperature, although important, does not vary significantly enough on a daily basis to adjust 
the array output in light of all the other losses involved in the system performance. 
 
For a utility-interactive system with battery backup, the calculation of expected voltages, currents, and powers is somewhat 
more complicated.  The difference between a battery backup system and a system without batteries is that the PV array does 
not operate at its maximum power voltage unless a MPT charger is used and the battery requires constant charging to remain 
fully charged.  The output expectations of this system can be reasonably estimated if the system is operating in utility-
interactive mode, if the batteries are fully charged, and if charge controller and inverter settings allow for full PV current to 
enter the inverter when the batteries are fully charged.  
 



 
 
Study Guide for Photovoltaic System Installers  Version 4.2 – April 2009    

45 
 

Typical battery-based systems will lose 6% (0.94) for maximum power tracking errors and about 4% (0.96) for additional 
inverter losses when considering instantaneous power. These additional losses result in a system factor of 0.63 for a battery-
based system instead of the 0.7 used for non-battery systems. Battery systems with maximum power tracking charge 
controllers can reduce the power tracking losses to only 2% (0.98), so the resulting battery system loss for maximum power 
tracking battery systems is about 0.66 (0.7×0.98×0.96 = 0.66). This is about 94% of a non-battery system performance.  
 
 
3.8 Maintaining and Troubleshooting a System (Tasks 8.1 thru 8.7 of the NABCEP Task Analysis) 
 
Although most electrical systems require little maintenance, certain maintenance and operational checks are routinely required 
to ensure that PV systems are continuing to operate safely and are performing as expected. In general, PV system maintenance 
and servicing should only be performed by qualified individuals, as many tasks involve working on or near energized electrical 
equipment among other workplace hazards. However, capable system owners and operators may be trained to conduct limited 
maintenance themselves, but most importantly keep a watchful eye on system performance that may trigger the need for 
unscheduled maintenance by qualified persons. Safety is of utmost importance when conducting maintenance or service on PV 
systems, and similar requirements to those when installing PV systems apply. 
 
Maintenance of PV systems involves routing tasks, including visual inspections, cleaning, and reviewing performance data, as 
well correcting problems. Troubleshooting techniques are used to systematically identify problems through observations and 
measurements, and through the process of deduction determine the cause and implement corrective actions. Effective 
troubleshooting minimizes the time and costs required to service PV systems, and it avoids the wrong diagnosis and 
unnecessary parts replacement. When problems are suspected or identified, troubleshooting procedures are used to efficiently 
work back from the observation in a logical process of exclusion to determine the cause and necessary corrective actions.  
 
Routine maintenance should begin with verifying and demonstrating the complete functionality and performance of a system, 
including start-up, shutdown, normal operation, and emergency/bypass operation. As there are many different PV system 
configurations and sizes, each will have its own functionality and performance parameters. These initial functional tests lead to 
further investigations on specific components if anomalies are encountered. Information on the installation, operation, 
troubleshooting and maintenance of system components are covered in the manuals for respective components. 
 

3.8.1 Array Maintenance 
 
PV arrays should be visually inspected at least annually and more frequently in certain applications. Considerations for PV 
array maintenance include structural and electrical connections, weathersealing attachments and penetrations to building 
surfaces, corrosion effects, shading due to soiling and vegetation, performance testing and safety. Because the electrical output 
of PV arrays cannot be turned off except by completely covering them or working on them at night - both impractical for the 
most part - they are considered energized electrical equipment and special safety precautions apply to their installation as well 
as maintenance.  
 
Array mounting systems and PV modules should be inspected for their structural security to buildings or other foundations and 
support structures. Loose components or fasteners should be re-secured or tightened, and special attention paid to galvanic 
corrosion of fasteners and other dissimilar metals in contact with one another. Rusting of low-quality steel fasteners on rooftop 
arrays can lead to ugly orange/brown streaks down roofs and along the walls of buildings, and over time compromise the 
strength or workability of the fastener. Any other hazardous conditions around arrays should be identified and remedied, 
including protruding structural members, conduit or other equipment that could result in tripping, falls, head impacts, cuts, etc. 
 
Where attachments or penetrations are made to or through building surfaces, inspections should be made of the weathersealing, 
and if any deterioration exists, the weatherseal should be re-done or repaired to prevent possible leakage, and perhaps extensive 
interior water damage.  Debris such as leaves and vegetation collecting beneath and around PV arrays should be removed and 
cleaned to minimize the fire hazard risk.  
 
Inspection and repair of array wiring is a critical part of array maintenance, especially since most arrays are permitted to use 
single conductor exposed wiring for PV module interconnections. This wiring should be neatly tied up and concealed, and 
inspected for damage to insulation or connectors from insects or rodents. Inter-module connections are often made with 
exposed special locking connectors that are polarized, weathersealed and guarded. However, most of these connectors are non-
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load break type, and power must be disconnected at another point to prevent arcing and damaging the connector. These 
connectors require a special tool to open, and must be marked “Do Not Disconnect Under Load”.   
 
Grounding and equipment bonding for PV modules and arrays should also be inspected and repaired as necessary, including 
connectors and terminations at equipment. The racking or support structure system for modules and arrays is an integral part of 
the electrical grounding system, and in some cases is a listed assembly integral with the modules. Removal of a module from 
an array for service requires maintaining the continuity of grounding and bonding, and jumpers may be required. Inspections of 
the grounding and bonding connections should be performed during routine maintenance, especially for their security and 
corrosion, and corrective actions implemented as needed. 
 
Conduit on rooftops and in direct sunlight exposure can reach very high temperatures on warm days, and due to thermal 
expansion, can cause the conduit to expand and buckle. Conversely, at low temperatures, conduit contracts may come apart at 
couplings if the proper support and expansion provisions have not been made. Inspections of conduit integrity and supports, 
and proper attachments of junction box covers and gaskets should be made to ensure protection of electrical wiring and 
connections. 
 
PV modules and support structures, and other exposed equipment may also be exposed to physical damage from severe 
weather event or impacts from flying objects. Broken or damaged modules may still produce power, but if the laminate is 
breached or glass is shattered, the module will eventually absorb water, develop high leakage currents and become unsafe, and 
will ultimately fail. The required array ground-fault protection circuit will generally begin frequent tripping and indicate 
potential problems with the array or grounding system. 
 
Shading on PV arrays can significantly reduced performance, and should be minimized and controlled wherever possible. 
Shading is generally caused by vegetation and other obstructions that block portions of the solar window, and soiling. The 
growth of vegetation over time can lead to increasing shading problems on PV arrays, and should be trimmed and maintained, 
and in severe cases, trees may need to be removed or the array relocated. Ground-mounted arrays are especially prone to 
shading from grasses, shrubs and other vegetation because of their low elevation. Additional solar shading analyses may be 
conducted to document shading effects over time where required. 
 
In dry regions with little rainfall, soiling on PV arrays may accumulate to levels that cause significant shading and reduce the 
electrical output, sometimes by as much as 20 percent. While cleaning PV array surfaces is generally not required in regions 
with moderate rainfall, it can be required as often as every few months for arrays located in dusty areas or near major roadways 
or industrial areas. A low pressure water spray and light bristle brush with a long handle can be used to remove light soiling, 
where cleansing solutions may be required to remove more severe soiling and built-up grime.    
 
Electrical tests on PV arrays may be required where underperforming systems have been identified. Generally, array tests can 
be made at junction and combiner boxes, where individual source circuits can be accessed to measure current and voltage for 
discrete portions of the array. With the system functioning, the operating voltage and currents can be measured to compare 
with the specifications and expectations for the given operating conditions. Similarly, short-circuit current and open-circuit 
voltage can be measured when the array has been disconnected and other parallel source circuit fuses have been removed. Due 
to ever changing operating conditions, spot measurements on PV arrays are generally complimented by solar irradiance and 
array temperature measurements to determine the operating conditions and to translate field measurements to standard rating 
conditions. 
 
Advanced PV array maintenance may include measurements of current-voltage (IV) characteristics, ground resistance and 
continuity, and insulation resistance and leakage current testing. This level of testing is usually only required for detailed 
investigations on new products, or where special conditions dictate the need.  
 

3.8.2 Battery Maintenance 
 
Batteries, where used in PV systems, are often the most maintenance intensive of all components, and typically require 
periodic replacement over the system life. The amount of maintenance required and replacement interval depends upon the 
battery type used and its operating conditions. Battery manufacturers generally provide information on safety, performance and 
maintenance for their products. 
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Flooded, open-vent lead-acid batteries require the most maintenance, including electrolyte service and cleaning, while gelled 
and absorbed-glass-mat (AGM) valve-regulated lead-acid (VRLA) types are sealed and require less cleaning and no electrolyte 
maintenance. All batteries require some cleaning, and checking the electrical terminals and racks for corrosion, security and 
proper grounding. Adequate ventilation should be provided for batteries, especially flooded types which are usually installed 
outdoors in protective cabinets. 
 
Due to the high currents and large cables associated with most battery banks, battery terminals often become loose over time 
due to stress from the cables and temperature changes, and creep in lead-alloyed terminals. Loose battery cables can lead to 
severe overheating at the connection, melting the connectors, and creating a fire hazard notwithstanding a loss in system 
performance. Clean and torque all battery connections to the proper specifications using insulated tools, and exposed battery 
connections may be coated with grease or other oxidation inhibitor to retard corrosion. Exposed battery terminals should be 
individually guarded or the entire tops of batteries covered to prevent accidental contact with metal objects or unqualified 
persons. 
 
Electrolyte levels in flooded lead acid batteries must be maintained between prescribed points just above the plates and below 
the fill mark, sometime indicated by graduations or marks on the fill tube or battery case. Only add pure water to batteries, 
preferably distilled, as water with chlorine and other impurities will poison the electrolyte and battery over time. Never add 
acid to batteries, only water. Only add water to lead-acid batteries when they are near full state of charge. The electrolyte 
expands with temperature and state of charge, so overfilling batteries can lead to caustic electrolyte spilling over the tops of 
batteries onto rack and floors. Watering requirements will be greater in hot and dry climates, and should be checked at least 
quarterly.  
 
When working with flooded batteries lead-acid batteries or electrolyte, PPE gear should be worn including a face shield, rubber 
gloves and apron to protect from acid on the face, hands or clothing. It is also important to have plenty of water and baking 
soda nearby in case any acid spills need to be neutralized. Personal eye wash equipment and even safety showers may be 
required for some battery installations. 
 
Battery health can be reasonably determined by measurements of voltage, and for flooded, open-vent lead-acid types, specific 
gravity can be used to assess the health and state of charge. Some manufacturers provide a chart detailing the relationship of 
open-circuit voltage versus state of charge for a healthy battery. A better test is to measure voltage under load, preferably at 
high rates that will better distinguish difference and weaknesses among individual batteries of cells. High discharge rate load 
testers are available that can load 6- or 12-volt batteries 200-600A or more for short periods while recording the lowest voltage. 
The voltages of all series-connected battery cells should be the same within a few tenths of a volt at open circuit or under load. 
The currents flowing through parallel battery banks should be the same within about 5% under charging and discharging 
conditions, and if not all battery connections need to be checked. The lengths of battery cables also need to be checked to 
ensure that the batteries have not been connected with different lengths of cable that will result in uneven charge and discharge 
of batteries. 
 
Specific gravity should be measured at least a couple times per year to ensure consistency and health of the cells, and done 
prior to adding any water to cells to ensure that the electrolyte is sufficiently mixed. Cells with lower electrolyte levels (having 
lost more water) will have higher specific gravity readings, and the opposite for fuller cells. Fully charged specific gravity 
reading will vary between around 1.240 and 1.300. Batteries subjected to very low temperatures should be protected thermally 
and the depth of discharge limited accordingly to keep the specific gravity above its freezing point. If the specific gravity 
reading varies more than 0.004 or 4 “point” between cells, an equalization charge may be required. Equalization charging 
involves taking cells to 2.5 V per cell or higher for a few hours to mix electrolyte and achieve better consistency between cells. 
Some charge controllers permit manual or automatic equalization charging, and increase the array regulation voltage and 
charge the battery at a higher voltage for a specified period. 
 

3.8.3 Inverter and Charge Controller Maintenance 
 
Inverters, charge controllers and other power processing hardware in PV systems should be installed and maintained with 
considerations for installing any other electrical equipment, including adequate protection from the environment and safety 
hazards. This equipment should be accessible with appropriate working spaces and clearances surrounding it, and located in a 
cool, dry place. When installed outdoors, this equipment should be located in weatherproof enclosures and preferably out of 
direct sunlight. Because these components generate heat and temperatures affect their performance, air flow should be 
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unobstructed around the equipment. As with any other electrical equipment, routine maintenance includes checking terminals 
for proper torque and corrosion, cleaning and dusting.   
 
Some inverters and system controllers can be monitored, programmed and controlled through front panel data displays and 
menus, and alternatively through communications interface with a personal computer or hand-held device. These features can 
provide high level information and versatility in system operations, but require detailed knowledge of the hardware and 
consequences of adjustments on system performance and safety. In general, adjustments to inverters or other power processing 
hardware in PV systems, where applicable, are not permitted to be accessible to other than qualified persons. Normally, default 
or initial programming or configurations for power processing set at the time of installation do not need to be changed over the 
life of the system unless components are changed, for example to a different battery type. 
 

3.8.4 Maintenance Tools and Equipment 
 
Many of the same tools and equipment used to install PV systems are also required for their maintenance and service. These 
include basic hand and power tools, ladders, and personal protective equipment (PPE), as well as electrical test instruments, 
solar shading devices, pyranometers, hydrometers and thermometers. Advanced testing and analysis may require special 
equipment such as IV tracers, insulation and ground resistance testers, and dataloggers. Handheld devices or personal 
computers may also be linked to inverters or system controllers, to monitor system performance in real time, to download 
historical data or other events, or conduct programming and system control functions. Watt-hour meters are often used for 
recording system energy production, and routinely included integral to inverters or as separate equipment at the system output. 
Power analyzers may be used for power quality measurements, such as harmonics, power factor, voltage sags and surges, 
inrush currents and other load or power source conditions.  
 
Basic hand-held digital multi-meters used for testing PV systems and components should be true RMS types capable of 
measuring up to at least 600 volts AC/DC, resistance and continuity. Optional features such as min/max recording, averaging 
and hold functions are sometimes useful and desirable. Many hand-held multi-meters are also capable of directly measuring 
DC currents up to 10 A, useful for testing the short-circuit current of individual modules and source-circuits. Where multi-
meters are used to measure low-voltage output signals from pyranometers or other instruments in the millivolt range, 4-1/2 
digit meters may sometimes be required to attain the stated level of accuracy. 
 
While voltages can be easily measured at test points throughout a PV system, currents must be measured by either breaking the 
circuit, or using a clamp-on ammeter. Current shunts are precision resistors installed in series with a conductor that produce a 
voltage drop proportional to the current flow, according to ohm’s law. While AC clamp-on ammeters are very inexpensive and 
popular, ones that also measure DC current as less so. Clamp-on DC ammeters use Hall Effect sensors and can measure very 
high currents from 200-1000 A.  
 
A pyranometer or irradiance meter is used to measure sunlight intensity. A pyranometer measures total global solar irradiance 
(direct and diffuse components) in the plane of the instrument. Pyranometers range from very expensive units for scientific 
measurements to more modestly priced instruments that use small photovoltaic cells to produce a current that is proportional to 
the incident irradiance. Some lower cost pyranometers loose considerable accuracy when used to measure irradiance at low 
incidence angle due to reflection, while more expensive devices employ cosine corrective lenses to minimize reflections and 
error. Usually, pyranometers have a calibration factor that must be used to convert the voltage or current output of the device to 
the equivalent irradiance. A pyranometer can be portable and used for instantaneous irradiance (power) measurements during 
system checkout or maintenance, or one can be installed permanently with a PV system and used to record the long-term solar 
irradiation (energy) received on the array. In the field, irradiance measurements are typically used to translate measured values 
of current and power for PV modules and array at any given condition back to a standard rating condition for comparison with 
product specifications.     
 
A hydrometer is used to check the specific gravity of the electrolyte in flooded lead-acid battery cells. There are two basic 
types of hydrometers – the Archimedes type and refractive index type. The Archimedes type is based on the principle that the 
buoyant force on a submerged object is equal to the weight of the liquid displaced by the object. With this type hydrometer, a 
sample of electrolyte, usually a few ounces, is drawn from each cell into a float chamber. The higher density and specific 
gravity of the electrolyte, the higher the float rises, and specific gravity is measured from calibrated graduations on the float or 
chamber. Due to the effects of temperature on specific gravity, adjustments to the reading must be made if the electrolyte is 
significantly warmer or cooler than room temperature. A refractive index hydrometer uses a prism and the principle that light 
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refracts at greater angles through solutions with higher specific gravity. A small drop of electrolyte is all that is needed for the 
measurements, making it generally simpler, safer and more accurate than lower cost Archimedes hydrometers.   
 
A non-contact IR thermometer can be used for a variety of temperature measurements required for PV installation and 
maintenance checks. These instruments can be used to measure temperatures of modules and arrays, electrical equipment, 
connections and terminations, electrolyte and other fluids and surfaces. A red laser beam is used to aim the device, which used 
thermal radiation sensors within the instrument to approximate the surface temperatures within a specified distance and field of 
view. The main advantage is they do not require touching the equipment, and are reasonably accurate within their range of 
operation. More detailed thermal investigations on entire PV arrays, electrical systems and equipment, and building envelopes 
may be conducted with thermal imaging cameras. 
 
Power and energy measurements are an important part of system installation, operations and maintenance. Most inverters now 
include some form of on-board monitoring of power, and record daily and total energy production. In other cases, external 
watt-hour meters are used, which can be electronic or electromechanical, similar to a standard utility service meter. 
 

3.8.5 Performance Monitoring 
 
Every PV system is designed to produce electrical energy, and monitoring the production of power and energy is critical to 
ensuring the long-term reliability of the system. For utility-interactive systems, it is most helpful for the system owner to keep a 
periodic record of kWh produced by the system. Any significant deviation from expected values should be cause for checking 
the system. Monthly records are valuable, but monthly weather variations are usually much more significant than annual 
weather variations. Consequently, customers might be overly concerned about their output after a particularly rainy month if 
they do not have a means to estimate their performance based on actual weather conditions. 
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4. Study Guide Review Questions 
 
The following questions were developed from the reference materials listed in this Guide and from other supporting material 
used by professionals in electrical, mechanical, and PV installations.  These sample questions provide insights into the types of 
questions an applicant might find on a NABCEP test for PV installer certification.  The sample questions and answers that are 
provided here have been chosen to represent an overview of the material presented in this Guide and are not intended to cover 
every aspect of PV system installation or the requirements of codes or by local utilities. Questions referring to the NEC and 
OSHA can be verified by following the requirements of the NEC or OSHA standards.  Many questions seek verification of the 
applicant’s knowledge about PV systems and associated hardware. Select the best answer for each of the following questions.   
Solutions are given at the end of this Guide.  
 
 
4.1 Working Safely with Photovoltaic Systems 
 
 
1. A fall protection system must be in place for all work done at heights in excess of  
 

a. 4 feet 
b. 6 feet 
c. 8 feet 
d. 10 feet 

 
 
2. OSHA rules for personal protection and life-saving equipment are found in OSHA Part 1926: 
.  

a. Subpart A 
b. Subpart E 
c. Subpart M 
d. Subpart Q 

 
 
3. The severity of electrical shock depends on __?__. 

 
a. the duration, path, and amount of current  
b. the voltage and power of the electrical source 
c. the temperature and humidity in the workplace 
d. the current available from the electrical source 

 
 
4. Electrical currents as low as __?__ mA can paralyze muscles and cause a worker to fall when working at heights. 

 
a. 10 
b. 30 
c. 50 
d. 75 

 
 
5. Electrical currents as low as __?__ mA ac can cause a rapid, irregular heartbeat and lead to death in a few minutes. 

 
a. 10 
b. 30 
c. 50 
d. 75 
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6. Lockout and tagging is used to __?__. 

 
a. prevent unknowing individuals from energizing electrical circuits while they are being serviced or maintained  
b. disable a PV system from being interconnected to the utility grid until inspections have been passed 
c. identify and isolate defective components in an electrical system until service can be performed 
d. identify hazards that must be removed prior energizing equipment 

 
 
7. OSHA requires that fall protection be used for walkways and ramps, holes and excavations, roofs, and wall openings 

where an employee or worker can fall __?__ feet or more.  
 

a. 4 
b. 6 
c. 8 
d. 10 

 
 
8. Guardrails used to protect open-sided floors and platforms must have top rails __?__ tall, a mid rail, and toe boards. 

 
a. between 36 and 42 inches 
b. between 36 and 45 inches 
c. between 39 and 45 inches 
d. exactly 42 inches 

 
 
9. Toe boards on guardrail systems must be __?__ high. 

 
a. 3 inches 
b. 3-1/2 inches 
c. 4 inches 
d. 4-1/2 inches 

  
 
10.  Where used for fall protection, safety nets must be deployed no further than __?__ feet below where work is performed.  

 
a. 12 
b. 16 
c. 24 
d. 30 

 
 
11.  OSHA requires that a stairway or ladder be used at points of access where there is an elevation break of __?__ inches or 

more on a jobsite. 
 

a. 13 
b. 16 
c. 19 
d. 21 

 
 
12.  Stairways with four or more risers, or higher than __?__ inches, must be equipped with at least one handrail. 

 
a. 30 
b. 36 
c. 42 
d. 48 
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13. Handrails must be capable of withstanding a force of __?__ pounds. 

 
a. 150 
b. 200 
c. 250 
d. 300  

 
 
14. Stairs must be installed at an angle no greater than __?__ degrees. 

 
a. 30 
b. 40 
c. 50 
d. 60 

 
 
15. Stairways landings must be at every __?__ feet or less of vertical rise. 

 
a. 10 
b. 12 
c. 14 
d. 16 

  
 
16. A 24-foot extension ladder is used to access an upper landing 20 feet off the ground. How far should the base of the ladder 

be positioned back from the point the ladder makes contact with the upper landing? 
 

a. 4 feet 
b. 5 feet 
c. 6 feet 
d. 8 feet 

 
 
17. What is the minimum length of a ladder required to access a roof surface 12 feet off the ground? 
 

a. 12.3 feet 
b. 15.4 feet  
c. 17.2 feet 
d. 20 feet 

 
 
18. Ladders used where the employee or ladder could contact exposed energized electrical equipment must have __?__. 

 
a. electrical rating 
b. grounding means 
c. insulated rungs 
d. nonconductive side rails 

 
 
19. What class of hardhat offers the maximum head protection from impacts and electrical shock? 

 
a. Class A 
b. Class III 
c. Class B 
d. Class C 
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20. Employee responsibilities for PPE include which of the following? 

 
a. Assessing the workplace for hazards 
b. Determining when to use PPE  
c. Providing PPE gear  
d. Using PPE in accordance with training and instructions 

 
 
21. What PPE would be most important when operating a power drill? 

 
a. Ear plugs 
b. Gloves 
c. Goggles 
d. Shoes 

 
 
22. If no specific fall protection system is in place, according to OSHA, it is acceptable to provide fall protection by using a 

person competent in recognition of fall hazards who 
 

a. monitors the operation on closed circuit TV and is in contact with the crew by walkie-talkie 
b. is a part of the work crew who is capable of warning other workers 
c. is not a part of the work crew, but who is stationed at the level of the work crew within sight of and speaking 

distance of the crew, who is capable of warning other workers 
d. provides safety instructions to the crew before the crew begins work 

 
 
23. Temporarily shorting the output terminals of a PV module will 
 

a. destroy the module if the short is not immediately cleared 
b. have no effect on the module 
c. destroy the insulation on the module wiring if the short is not immediately cleared 
d. cause damage only if the module is connected in series with other modules 

 
 
24. If the open circuit voltage of a crystalline silicon PV array is 315 V at 25°C, then, according to the NEC, if the array is 

operated at −20°C, maximum system voltage must be corrected to  
 

a. 267 V 
b. 315 V 
c. 372 V 
d. 378 V 

 
 
25. The purpose of the ground-fault protection device in a PV system is to 
 

a. reduce the probability of electrical shock to service personnel 
b. reduce the possibility of fire from an arcing fault to ground 
c. reduce losses of the PV output energy to ground  
d. reduce degradation of structural supports from rapid electrolysis  
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26. If the maximum power voltage of a crystalline silicon PV module is 17.1 V at STC, then at 60°C (module temperature) 

and 1000 W/m2 incident on the module, the maximum power voltage of the module will be closest to 
 

a. 20.1 V 
b. 17.1 V 
c. 14.1 V 
d. 12.0 V 

 
 
27. According to the National Electrical Code, if flooded lead-acid batteries are chosen for energy storage for a PV system, 

the battery enclosure must 
 

a. have provisions for sufficient diffusion and ventilation of the gases from the battery to prevent the accumulation 
of an explosive mixture, and if a tray is used it shall be resistant to deteriorating action by the electrolyte 

b. have adequate ventilation at the top only, with vent holes screened to keep out bugs and small animals as well as a 
plastic tray under the batteries to contain spills of electrolyte 

c. have adequate ventilation at bottom and top, with screened vents and a plastic tray under the batteries to contain 
spills of electrolyte 

d. be sealed and insulated so the battery temperature will not drop below 40°F, and have a plastic tray under the 
batteries to contain spills of electrolyte 

 
 
28. If electronic equipment is to be housed in a container above the battery container with battery cables passing between the 

two containers, then the batteries should be of what type? 
 

a. Flooded lead-acid 
b. Nickel-iron acid 
c. Valve-regulated lead-acid 
d. Any type of nickel-cadmium 

 
 
29. If the electrolyte freezes, 
 

a. the battery should be slowly charged 
b. the battery should not be charged 
c. the battery should be slowly discharged 
d. the battery should be heated with a hair dryer 

 
 
4.2 Conducting a Site Assessment 
 
30. Using the sun path chart in Figure 2, assume that a PV array at this latitude will be shaded if the altitude is less than 30° 

when the azimuth is 45°. The months of the year when the array will be shaded at any time between 9 a.m. and 3 p.m. 
include 

 
a. None 
b. November, December and January 
c. September through March 
d. April through August 
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31. Suppose a PV array consists of three rows of rack-

mounted modules facing south, as shown in the 
adjacent Figure. Suppose also that all rows are on a 
level surface and that the tops of the modules are 
spaced three feet higher than the bottoms. Suppose 
also that the array is to be used at latitude 30°N. In 
order to avoid any shading of modules from other 
modules at 12 p.m. on December 21, the spacing 
between rows, d, must be no less than  

 
a. 0.24 feet 
b. 4.13 feet 
c. 6 feet 
d. 9 feet 

 
 
32. Using the sun path chart of Figure 2 in this Guide, the minimum annual sun altitude between the hours of 9 a.m. and 3 p.m. 

sun time is closest to 
 

a. 10° 
b. 20° 
c. 30° 
d. 45° 

 
  
33. With the PV array rack mounted at ground level, which would normally be of greatest concern? 
 

a. Overheating of the modules 
b. Electrical hazards from exposed (conductors) open circuit voltages 
c. Earthquake stresses on the modules 
d. Physical damage to the array and wiring 

 
 
34. A concern associated with 12-V PV systems that use large wire sizes to minimize voltage drop is 
 

a. the difficulty in obtaining dc-rated disconnects with adequate current ratings. 
b. the possibility of using junction boxes (terminal blocks) or switch boxes that are too small to house the large wire. 
c. the difficulty in obtaining wire with dc-rated insulation 
d. the possibility of animals chewing on the wires 

 
 
35. If a proposed PV installation site has an unobstructed south-facing roof area of 60 m2, and if thin-film modules with six 

watts-per-square-foot power output at STC are to be installed on 50% of the roof, then the maximum available PV array 
output power (based on the sum of module ratings) at STC will be closest to 

 
a. 4500 watts 
b. 3600 watts 
c. 2250 watts 
d. 1900 watts 

 

dd

3 ft 3 ft

α

Direction of sun

Figure 7.  Rows of rack mounted modules.

90o 90o
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4.3 Selecting a System Design 
 
 
36. Which of the following devices does the NEC require to be a part of PV systems mounted on residential dwellings? 
 

a. A stand-off mount for the PV modules 
b. A utility interconnection 
c. A ground-fault protection device 
d. An accessible source circuit combiner box 

 
 
37. A crystalline silicon PV array that has bipolar outputs of +252 V and −252 V with a common grounded conductor under 

Standard Test Conditions is selected for a large single-family residence. The lowest expected temperature at the 
installation site is −25°C.  For this system, the maximum system voltage is closest to 

 
a. 252 V. 
b. 315 V. 
c. 504 V. 
d. 605 V. 

 
 
38. A crystalline silicon PV array that has bipolar outputs of +252 V and −252 V with a common grounded conductor under 

Standard Test Conditions (STC) is selected for a large single-family dwelling. The lowest allowable ambient temperature 
in which the system can be installed at a single-family dwelling is 

 
a. -10°C 
b.    5°C 
c. -20°C 
d.  25°C 

 
 
39. A PV system is to be selected for operating a PV water pumping system. The pump will require 300 W of PV modules for 

proper operation.  A 12 -Vdc model and a 48-Vdc model are available. If both pumps operate at the same power level, the 
resistance of the wire to the 48-V pump, compared to the resistance of the wire to the 12-V pump, assuming the same 
percentage voltage drop in the wiring, may be 

 
a. 1/16th as much 
b. 1/4th as much 
c. 4 times as much 
d. 16 times as much 

 
 
4.4 Adapting the Mechanical Design 
 
 
40. Assume a roof-mounted PV array is to 

consist of two source circuits of four 
modules each. Assume the drawings are 
to scale and that the roof is large enough 
for any of the configurations shown. 
Which of the following configurations 
can be expected to result in the coolest 
operation of the modules? 

 
 

a. b

c d
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41. A ¼″x3½″ lag screw that has a 3″ thread is used to attach an L-bracket to an asphalt-shingle roof. If the combined 

thickness of the L-bracket, shingles, and roof membrane is ¾ inch, and if the screw penetrates directly into a roof truss 
made of Southern Yellow Pine, into a properly sized pilot hole, then the withdrawal resistance will be closest to 

 
a. 632 pounds 
b. 773 pounds 
c. 843 pounds 
d. 984 pounds 

 
 
42. Four PV modules, each with an area of 10 ft2, are to be mounted with a stand-off mount that is secured to a metal seam 

roof with six L-Brackets. If the modules can withstand a load of 75 pounds per square foot, and if it is desired to support 
the full load with one lag screw in each bracket, and each screw has a withdrawal resistance of 300 pounds per inch 
including a safety factor of four, the minimum screw thread length that will need to penetrate wood will be closest to 

 
a. 1.1” 
b. 1.67” 
c. 2.25” 
d. 6.67” 

 
 
43. Stainless-steel hardware is most important in which of the following areas? 
 

a. Coastal areas where the air contains salt spray. 
b. Desert areas where the air contains a mixture of dust. 
c. Mountainous areas where the solar spectrum contains more ultraviolet rays. 
d. Inland regions that are subject to freezing temperatures. 

 
 
44. For the situations described below, which would result in the most cost-effective use of a two-axis tracking mount? 
 

a. In areas of low wind, latitude less than 30°, and moderate daytime summer cloud cover 
b. In areas of low wind, latitude greater than 30°, and minimal daytime summer cloud cover 
c. In areas of moderate wind, latitude greater than 30°, and moderate year-around cloud cover 
d. In areas of moderate wind, latitude less than 30°, and minimal year-around cloud cover 

 
 
4.5 Adapting the Electrical Design 
 
 
Questions 45-52 are based on the system schematic diagram of Figure 4 and the equipment specifications in Table 2.  
 
  
45. Referring to Figure 4, if 4 AWG THWN-2 copper wire in a single run of 1.5-inch conduit is used between the array 

junction box and the source-circuit combiner box, and the wiring from the modules to the junction box is exposed 10 
AWG copper wire that enters through a one-inch cord connector at right angles to the 4 AWG conductors, and if the 
volume of the terminal strip in the junction box is six cubic inches, the junction box must be sized from 

 
a. NEC Article 314.16 
b. NEC Article 314.17 
c. NEC Article 314.27 
d. NEC Article 314.28 
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46. For the PV modules used in Figure 4, if the maximum wire temperature (ambient temperature that the wire sees) is 
estimated to be 45°C between the array junction box and the source-circuit combiner box, then the ampacity of the 
conductors at 30°C, assuming THWN-2 insulation, must be at least 

 
a. 16.1 A 
b. 12.9 A 
c. 11.2 A 
d. 7.8 A 

 
 
47. If the distance from the junction box to the combiner box of Figure 4 is 60 feet, then the smallest wire size between 

junction box and combiner box that will limit the voltage drop to less than 2% when Im is flowing is 
 

a. 10 AWG copper 
b. 8 AWG copper 
c. 6 AWG copper 
d. 4 AWG copper 

 
 
48. If the lowest temperature of the PV modules is expected to be 10°F, then the maximum system voltage for the PV system 

of Figure 4 will be closest to 
 

a. 24.6 V 
b. 36.2 V 
c. 40.0 V 
d. 48.7 V 

 
 
49. Referring to Figure 4, if the length from the junction box to the circuit combiner is five feet, the smallest wire size needed 

to keep the voltage drop in this circuit less than 1% when the current in the circuit is the maximum power current, is 
 

a. 14 AWG copper 
b. 12 AWG copper 
c. 10 AWG copper 
d. 8 AWG copper 

 
 
50. If the distance from the junction box to the combiner box is 60 feet, to keep the voltage drop between the module junction 

box and the source circuit combiner box less than 2% under maximum power conditions at STC, the smallest wire size that 
can be used for each source circuit in the system in Figure 4 is 

 
a. 10 AWG copper 
b. 8 AWG copper 
c. 6 AWG copper 
d. 4 AWG copper 

 
 
51. The charge controller battery temperature sensor should be connected to 
 

a. the side of the battery compartment 
b. the top of a battery that is at the end of the row of batteries 
c. the bottom of any battery 
d. on the side of a battery between two batteries 
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52. The charge controller connected to the PV output circuit of Figure 4 normally requires adjustment for  
 

a. voltage drop 
b. battery type 
c. maximum input power 
d. maximum input current 

 
 
53. Suppose an alternate series three-stage charge controller is available as a backup to a parallel three-stage PV charging 

source such as a utility-interactive battery-based inverter. Suppose, also, that the PV source is intended to be the dominant 
charging source. To ensure that the PV source is the dominant charging source, one should 

 
a. set the float voltage of the PV charging source higher than the bulk voltage of the alternate controller 
b. set the float voltage of the PV charging source lower than the bulk voltage of the alternate controller 
c. set the bulk voltage of the PV charging source lower than the float voltage of the alternate controller 
d. set the absorption mode time of the PV charging source lower than the absorption time of the alternate controller 

 
 
54. Four 6-volt, 240-Ah batteries manufactured by manufacturer A, and four 6-volt 120-Ah batteries manufactured by 

manufacturer B are available. It is acceptable to incorporate all of these batteries into a 12-volt PV battery storage bank 
under the following circumstances: 

 
a. If the 240-Ah batteries are connected in 2 series groups and the 120-Ah batteries are connected in 2 series groups, 

and then the four series groups are connected in parallel 
b. If the 240-Ah batteries are all connected in parallel, the 120-Ah batteries are all connected in parallel, and then 

the two parallel sets of batteries are connected in series 
c. If each 240-Ah battery is connected in series with a 120-Ah battery, and then the four sets are connected in 

parallel 
d. There is no acceptable connection of the batteries into a single battery bank 

 
 
55. A good reason for large wire sizes in battery interconnections, even if they are oversized for ampacity, is to 
 

a. keep all battery currents as equal as possible 
b. provide a lower resistance path for battery short circuit currents 
c. allow for increases in load size or array size 
d. better secure the batteries in case of high winds 

 
 
56. The purpose of a linear current booster is to 
 

a. keep its output voltage the same as its input voltage and boost the output current to a value larger than the input 
current 

b. convert a high input voltage and low input current to a lower output voltage and a higher output current 
c. convert a low input voltage and high input current to a higher input voltage and a lower input current 
d. keep its output current the same as its input current and boost the output voltage to a value larger than the input 

voltage 
 
 
57. The purpose of an inverter is to 
 

a. convert dc at one voltage to ac at the same or another voltage 
b. convert ac at one voltage to dc at the same or another voltage 
c. convert dc at one voltage to dc at another voltage 
d. convert ac at one voltage to dc at another voltage 
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58. Sine wave inverters are required for connection to utility lines, because 
 

a. they are more efficient than other types of inverters 
b. they are the only inverters that have low enough harmonic distortion 
c. only sine wave inverters can be designed to disconnect from the utility when utility power is lost 
d. non-sine wave inverters cannot develop adequate power for utility interconnection 

 
 
59. A 2500-W inverter is used to supply a 120-V ac load of 1500 watts. This means that the ampacity of the wire at the 

inverter output must be at least 
 

a. 12.5 A 
b. 15.6 A 
c. 20.8 A 
d. 26.0 A 

 
 
60. A 2500-W inverter with an input-voltage range of 22 V to 32 V has an efficiency of 88% at full output.  This means the 

maximum inverter input current at full rating will be closest to 
 

a. 129 A 
b. 100A 
c. 89 A 
d. 69 A 

 
 
61. If the maximum ac output rating of an inverter with 120-V ac output is 1500 W, the rating of the circuit breaker at the 

point-of-utility connection should be 
 

a. 15 A 
b. 20 A 
c. 25 A 
d. 30 A 

 
 
62. If the inverter in a utility-interactive PV system begins to hum quietly about five (5) minutes after closing the connection 

to the utility, then, it is most likely 
 

a. working 
b. overloaded 
c. connected to a motor load on the utility side 
d. not working 

 
 
63. If the PV array in Figure 9 of this Guide is operated at a minimum temperature of −20°C, then the charge controller 

maximum input voltage rating must be at least 
 

a. 29.2 V  
b. 34.3 V 
c. 42.0 V 
d. 49.6 V 
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64. Assume a 225-A, 42-position, single-phase, three-wire main distribution panel fed by a 200-A main breaker is used in a 

dwelling unit. The maximum inverter output current that can be fed to this panel is 
 

a. 20 A 
b. 25 A 
c. 56 A 
d. 70 A 

 
 
65. For the system of Figure 9, assuming that the grounding electrode is a ground rod, the size of the grounding electrode 

conductor is NOT required to be  larger than 
 

a. 10 AWG copper 
b. 8 AWG copper 
c. 6 AWG copper 
d. 4 AWG copper 

 
 
66. The size of the equipment-grounding conductor for each of the PV source circuits in the system shown in Figure 9 should 

be no smaller than 
 

a. 14 AWG copper  
b. 12 AWG copper 
c. 10 AWG copper 
d. 8 AWG copper 

 
 
67. The size of the equipment-grounding conductor (type THWN-2) for the PV output circuit should be no smaller than 
 

a. 14 AWG copper 
b. 12 AWG copper 
c. 10 AWG copper 
d. 8 AWG copper 

 
 
68. If the output of the inverter is connected to the optional standby system panel through a 30-A circuit breaker, the 

appropriate size of the equipment-grounding conductor between the inverter and the emergency panel is 
 

a. 14 AWG copper 
b. 12 AWG copper 
c. 10 AWG copper 
d. 8 AWG copper 

 
 
69. A 5-kVA, 120-V generator has a rated output current of 42 A. It does not have a mechanism to limit its output current to 

the rated value. Assuming they are run in conduit, the output conductors should have an ampacity of no less than 
 

a. 8 AWG THWN 
b. 8 AWG THHN 
c. 6 AWG THWN 
d. 6 AWG THHN 
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70. A 5-kVA, 120-V generator is used as a backup generator for a system designed with two days of battery storage to 80% 

depth of discharge. If the generator is sized for charging rate of C/10, and if the generator burns 1 gallon of fuel per hour of 
run time, the average daily fuel consumption when the generator is the only power source will be closest to 

 
a. 4 gallons 
b. 5 gallons 
c. 8 gallons 
d. 10 gallons 

 
 
71. If the 5-kVA, 120-V generator is protected with a 50-A circuit breaker, then the equipment-grounding conductor must be 

no smaller than 
 

a. 12 AWG copper 
b. 10 AWG copper 
c. 8 AWG copper 
d. 6 AWG copper 

 
 
4.6 Installing Systems and Subsystems at the Site 
 
72. In a PV system, the equipment-grounding conductors should be 
 

a. white 
b. black 
c. red 
d. green 

 
 
73. The 2005 NEC allows marking conductors with colored tape, provided that they are larger than  
 

a. 10 AWG 
b. 8 AWG 
c. 6 AWG 
d. 4 AWG 

 
 
74. The width of the working space in front of an inverter that is 24-inches wide must be at least 
 

a. 24 inches 
b. 30 inches 
c. 36 inches 
d. 42 inches 

 
 
75. The minimum depth of the working space in front of a charge controller for which the input voltage never exceeds 60 V dc 

is 
 

a. 30 inches 
b. 36 inches 
c. 42 inches 
d. negotiable  

 



 
 
Study Guide for Photovoltaic System Installers  Version 4.2 – April 2009    

63 
 

 
76. Which of the following items does NOT require UL or equivalent listing? 
 

a. the concrete anchors 
b. the surge protectors 
c. the battery cables 
d. the charge controllers 

 
 
77. In order for a PV array to directly face the sun at  2:30 p.m. solar time on June 21 at 30°  N latitude (see Figure 2), which 

array orientation is correct? 
 

a. 60° W of S with a tilt of 40° with respect to the horizontal 
b. directly west with a tilt of 60° with respect to the horizontal 
c. directly west with a tilt of 30° with respect to the horizontal 
d. 45° W of S with a tilt of 60° with respect to the horizontal 

 
 
78. If 5/16-inch lag screws are used to fasten a charge controller to wooden studs, an appropriate pilot hole size would be 

closest to 
 

a. 1/8 inch 
b. 19/64 inch 
c. 7/32 inch 
d. 1/4 inch 

 
 
79. When mounting a heavy inverter or other piece of equipment to a “dry-wall” type of wall, to provide a solid attachment to 

the wall it may be necessary to use 
 

a. thumb tacks 
b. plastic anchors 
c. plywood  
d. moly bolts 

 
 
4.7 Performing a System Checkout and Inspection  
 
80. The first step in system checkout after completing the installation is 
 

a. test open-circuit voltage 
b. visually check the entire system 
c. install the source-circuit fuses 
d. close all disconnects 

 
 
81. Before applying PV power to either an inverter, a charge controller, batteries or a load, one should first 
 

a. check the polarity of the PV output 
b. install the source circuit fuses 
c. call the electrical inspector 
d. close all disconnects 
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82. Assume the STC maximum-power voltage of a crystalline silicon PV array is 68.4 V, with a voltage-temperature 

coefficient of -0.4%/°C. If the irradiance is 800 W/m2 and the module temperature is 50°C, assuming the inverter is 
tracking maximum power with a 1.6% voltage drop between modules and inverter input, the inverter input voltage should 
be closest to 

 
a. 68.4 V  
b. 60.6 V 
c. 54.7 V 
d. 47.1 V  

 
 
83. A 4-kWSTC crystalline silicon PV array is operated in a utility-interactive mode with no battery backup. The inverter tracks 

maximum power, and the array is operating at 50°C with 900 W/m2 incident on the array. There is a 2% power loss in the 
wiring and the inverter is 94% efficient. On a typical PV system, the inverter output power will be closest to 

 
a. 3316 watts 
b. 2985 watts 
c. 2612 watts 
d. 1492 watts 

 
 
84. A typical 4-kW crystalline silicon array is operating at STC in a utility-interactive system with battery backup. The STC 

maximum-power voltage rating of the PV array is 68.4 volts. The system uses a conventional charge controller that does 
not track maximum power. Wiring losses are 3% and inverter losses are 5%. If the batteries are at full charge at a voltage 
of 52 V, and if all PV output is delivered to the grid (assume that no power is being used to hold the batteries at 52 volts), 
the inverter output power will be closest to 

 
a. 1261 watts 
b. 2207 watts 
c. 2522 watts 
d. 3152 watts 

 
 
85. A typical 4-kW crystalline silicon array is operating at STC in a utility-interactive system with battery backup. The STC 

maximum power voltage rating of the PV array is 68.4 volts. The system uses a MPT charge controller that has 5% losses.  
Wiring losses are 3% and inverter losses are 5%.  If the batteries are at full charge at a voltage of 52 V, and if all PV 
output is delivered to the grid (assume that no power is being used to hold the batteries at 52 volts), the inverter output 
power will be closest to 

 
a. 1261 watts 
b. 2207 watts 
c. 2522 watts 
d. 3152 watts 

 
 
86. In the event that the utility voltage is lost in a utility-interactive system that has battery backup and an optional standby 

system ac distribution panel, and if the inverter is programmed in the sell mode,  
 

a. the inverter should not supply power to the terminals connected to utility point-of-connection 
b. the inverter should not supply power to the terminals connected to the optional standby ac distribution panel 
c. the inverter should not supply power to either set of ac terminals 
d. the inverter should no longer take dc power from the batteries 
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4.8 Maintaining and Troubleshooting a System 
 
 
87. When connecting and disconnecting wires while troubleshooting a PV system, the best way to avoid electrical shock is to 
 

a. inspect all questionable terminals, wear rubber gloves and turn off all switches 
b. keep one hand behind your back, with all switches turned off and only touch grounded surfaces 
c. turn off switches, measure voltages and currents, and wear protective equipment  
d. wear shoes with soft rubber soles, turn off all switches, and don’t touch metal surfaces 

 
 
88. If the current in one source circuit is significantly lower than the currents in the remaining source circuits of a PV array, 

and all modules are in full sun, then without disconnecting any conductors, an appropriate follow-up test is 
 

a. measure the individual module currents in this source circuit 
b. measure the voltage at the inverter input 
c. measure the short circuit current of this source circuit 
d. measure the individual module voltages in this source circuit 

 
89. Different length battery cables can lead to what effect? 

 
a. Excessive voltage drop 
b. Uneven charge and discharge current 
c. Induction heating 
d. Eddy currents 

 
 
90. A utility-interactive PV system with no batteries consists of 15 100-W modules in series that feed a 1500-W inverter. The 

inverter output power is found to be 780 W when the modules are operating at 50°C with an irradiance level of 800 W/m2.   
If three modules are observed to be shaded, which conclusion is most likely? 

 
a. The inverter input current is probably too low 
b. The system is probably functioning properly 
c. The inverter is probably not tracking maximum power 
d. The modules probably do not have bypass diodes 

 
 
Questions 91 and 92 are based on the system schematic diagram of Figure 9 in this Guide.  Assume that the following 
specifications apply to the equipment in the system.  The system is operating in standard utility-interactive mode.  
  
 

VOC  
(STC) 

ISC  
(STC) 

Vmp  
(STC) 

Imp  
(STC) 

Max Power 
(STC) 

 
dimensions 

 
weight 

Modules 
(Crystalline 
Silicon) 21.0 V 4.58 A 17.1 V 4.39 A 75 W 41 cm x 157 cm 7.3 kg 

 
Modules to  
Junction Box 

Junction Box  
to Combiner 

Combiner to 
Charge Controller 

All other wiring 
lengths to dist panel 

 
 
Distances/Dimensions 
 

3 m  
(max one way) 

25 m 
(one way) 

 
Negligible 

 
negligible 

Wire Sizes 10 AWG Cu 6 AWG Cu 10 AWG Cu 8 AWG Cu 
 

Mount 
Type 

Mount 
Tilt 

Module 
facing 

Site 
Latitude 

Max module  
temp 

Min module  
temp 

Max total 
load 

Module 
Mounting  
Details Rack/ground 39° South 39°N 55°C −15°C 30 psf 
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91. Suppose the irradiance on the array is measured with a handheld solar meter at 955 W/m2 and the input current to the 

inverter is measured to be 8.35 A. The voltage across the top fuse is 0.01 V, and the voltage across the bottom fuse is 10 
V.  From this information, it can be concluded that 

 
a. the charge controller is in the float phase 
b. the top fuse is blown 
c. the bottom fuse is blown 
d. the battery disconnect is open 

 
 
92. Suppose the irradiance on the array is measured with a handheld solar meter at 955 W/m2 and the dc current from the 

charge controller is measured to be 0 A, and the inverter is supplying 0.5 A to the battery. The fuses have been confirmed 
to be good, and the charge controller is fully operational and indicating a fully charged battery. From this information it 
can be concluded that 

 
a. the standby loads are interfering with the inverter operation  
b. the charge controller is set above the inverter set point 
c. the utility disconnect is open 
d. the charge controller is set below the inverter set point 
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5. Answer Key to Study Guide Review Questions  
 
 
1. b. as required by OSHA Subpart E. 
 
2. b. reference OSHA Subpart E. 

 
3. a. See section 3.1.2. 

 
4. a. See section 3.1.2. 

 
5. d. See section 3.1.2. 

 
6. a. See section 3.1.2. 

 
7. b. See section 3.1.3. 

 
8. c. See section 3.1.3. 

 
9. b. See section 3.1.3. 

 
10. d. See section 3.1.3. 

 
11. c. See section 3.1.4. 

 
12. a. See section 3.1.4. 

 
13. b. See section 3.1.4. 

 
14. c. See section 3.1.4. 

 
15. b. See section 3.1.4. 

 
16. b. See section 3.1.4. 

 
17. b. Note: The angle of the ladder must be taken into account as well as the three feet rail extension required. The angle of 

the ladder forms a right triangle, with vertical side 12 feet and 3 feet of set-back required as the horizontal base. The length 
of the ladder is 

 

2 2(12) (3) 3

153 3
15.4

L

L
L feet

= + +

= +
=

 

 
18. d. See section 3.1.4. 

 
19. c. See section 3.1.6. 

 
20. d. See section 3.1.6. 

 
21. c. See section 3.1.6. 
 
22.  c. C is the best answer because (a) is not at the level of the workers, (b) may be distracted, and d is not at the level of the 

workers and not in communication with them while they work. 
 
23.  b.   The module and wiring can withstand short-circuit current of the module, even if modules are connected in series or 

parallel. (Wiring must be sized accordingly.) 
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24.  c.   Multiply the open-circuit voltage by 1.18.  Don’t divide, and be sure to use the −20°C correction factor from NEC 

Table 690.7. 
 
25.  b.  The GFP is designed to provide fire protection.  The GFCI protects people from shock.  
 
26.  c. The module maximum power voltage decreases at the rate of 0.5%/°C for module temperatures above 25°C.  Hence, 

at 60°C, the module voltage will have decreased by 0.5×(60−25) = 17.5%, resulting in Vmp = 14.1 V. 
 
27.  a. See NEC 480.9(A).  Note that option (c) represents an implementation of (a), but is not exact NEC wording.  
 
28.  c. See instructions from equipment and battery manufacturers. 
 
29.  b. See any instructions from manufacturers of storage batteries or equipment that uses storage batteries. 
 
30.  b. Because only December, March, September, and June are shown on the chart, it is necessary to estimate where the 

curves will appear for other months. The only answer that fits the estimate, albeit conservative, is (b). The altitude for 
months between March and September is high enough to avoid shading. 

 
31.  b. The answer is found by first determining the value of α at 12 p.m. From the chart, it is approximately 36° on 

December 21. Then note that tanα = 3/d, so that d = 3/tanα = 4.13 feet.   
 
32.  b. The answer is read directly from the chart. Be sure not to confuse altitude with azimuth. When the altitude is 20°, the 

azimuth is close to 45°. 
 
33.  d. A rack mount generally is pretty well ventilated, so overheating is not a problem. Normally all voltages will be 

protected by junction boxes and enclosed electrical equipment, and while earthquake damage is a possibility, it is less 
likely in almost all areas than vandalism or storm damage.  

 
34.  b. DC disconnects are available from PV system integrators and manufacturers, insulation is rated for dc or ac, and if 

animals are going to chew on wire, they most likely will not be fussy about the wire size. But, if a circuit is listed as 
having a current of 30 A, and if a 60 A disconnect is used, it is very likely that the disconnect housing and possibly the 
lugs, will be too small to accommodate #1/0 AWG copper wire. 

 
35.  d. Here one either needs to convert square feet to square meters or square meters to square feet. Either conversion yields 

the same answer.  Because 1 m2 equals 10.76 ft2, 1 square meter of PV will produce 10.76×6 = 64.6 W. The available 
roof area is 30 m2, so 30 m2 of PV will produce 30×64.6 W = 1937 W. 

 
36. c. See NEC 690.5. 

 
37. d. See NEC 690.7.  The correction factor for −25°C is 1.20, so 1.20×504 = 605 V. 

 
38. c. See NEC 690.7. Note that the maximum system voltage at 25°C is 504 V. At −20°C this voltage must be multiplied by 

1.18, which results in 595 V, which is less than 600 V. For a minimum temperature of -25°C, the correction factor is 1.2, 
which results in a maximum system voltage of 605 V, which exceeds the 600 V NEC limit for residential systems. 

 
39. d. Because the ratio of the voltages is 48÷12 = 4, the ratio of the resistances is 42 = 16. At higher voltages, wire with 

greater resistance can be used, so the resistance at 48 V can be 16 times as much as the resistance needed for the 12-V 
system and still result in the same percentage voltage drop. 

 
40. b. The configuration of (b) has the best aspect ratio, next is (a), then (d), then (c). So, if cooling is the only consideration, 

then (b) would be best. It is conceivable, however, that the mount of (a) may be easier to install, and that the effect of (a) 
may be more aesthetically pleasing. The difference in operating temperatures between (a) and (b) will be minimal, so it is 
possible that (a) might be chosen as the best overall choice. Note also that for both (a) and (b), it is more likely that array 
mounting feet can more readily be attached to roof rafters of trusses, as the mounts will run perpendicular to the them. 
Finally, for the configuration of (b), it may be convenient to mount junction boxes on the mounting rails between the two 
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groups of four, thus minimizing roof penetrations. Care should be taken to avoid shading of the modules by the junction 
box(es). 
 

41. b. The effective thread length that penetrates wood is 2-3/4″, so 2.75×281 = 773 l (b). 
  

42.   b. The total load is four modules x 10 sf/module × 75 lb/sf = 3000 lb. So, each bracket supports 3000÷6 = 500 lb. Then 
divide 500 by 300 lb/in to get 1.67″ of thread that penetrates the wood. 

 
43. a. Salt spray is the most corrosive atmosphere of those listed, thus requiring stainless steel to avoid corrosion. 
  
44. b. Higher latitudes and minimal summer cloud cover result in the highest performance gain for tracking mounts. 
 
45.  d. Article 314.28 is used when the size of any conductors entering the junction box is larger than 6 AWG. 
 
46.  b. The conductor ampacity must be the greater of 156% of Isc OR 125% of Isc after corrections for conditions of use 

(temperature and conduit fill). This time, because the conductor ampacity at 30°C is requested, the derating factors for 
temperature and conduit fill must be applied to 125% of the module current. Be sure to divide by each of the factors 
(0.87 and 0.8), as the 30°C ampacity of the conductors will need to be greater than its derated capacity at 45°C. 

 
47.  c. Solving Eqn. 1 for Ω/kft, using I = 7.0 A, V = 24 V, %VD = 2, and d = 60 gives Ω/kft = 0.5714. NEC Chapter 9, 

Table 8, shows that uncoated 6 AWG copper wire has Ω/kft = 0.491 and uncoated 8 AWG copper has Ω/kft = 0.778. 
So, uncoated  6 AWG copper wire is the smallest size that has Ω/kft < 0.5714. 

 
48.  d. The maximum system voltage, using NEC Table 690.7, is 2×21.0×1.16 = 48.7 V. 
 
49.  a. Calculating the necessary Ω/kft, using V = 24 V, I = 7 A, %VD = 1, and d = 5 gives 3.42, which corresponds to 14 

AWG copper, which has the next lowest value. Note that for short distances, the voltage drop calculation will 
sometimes result in a wire that does not have sufficient ampacity to carry the circuit current. That is not the case for 
this example, but the check should always be made. 

 
50.  b. At maximum power, each of the two circuits is 7 A, and the round trip distance for calculating voltage drop is 60 ft x 

2 = 120 ft. The maximum power voltage for two modules in series is 17.1 x 2 = 34.2 V, and the maximum allowable 
voltage drop is 2% of that, or 0.02 x 34.2 V = 0.684 V. Refer to the NEC, Chapter 9, Table 8 for Conductor 
Properties, and find DC resistance for copper conductors. Select the smallest wire size given in the answer choices, 
#10 AWG, with a DC resistance for stranded, coated copper given to be 1.29 ohms/1000 feet. Since there are 120 feet 
round trip, the total round trip resistance is 1.29 ohm/kft x .12 = .155 ohms. At 7 A Imp, the voltage drop calculated 
according to ohm law is 7 A x .155 ohms = 1.08 V. This is greater than the 0.68 V drop allowed, so pick a larger wire. 
For #8 AWG, resistance is 0.809 ohm/kft, or 0.097 ohms for 120 feet. Again using ohm’s law, 7 A x 0.097 ohms = 
0.68 V which is exactly the maximum amount of Vdrop allowed, so a #8 AWG conductor would be required, answer 
choice (b). 

 
51.  d. The temperature at this location is most representative of the average battery temperature. 
 
52.  b. See text. 
 
53.  c. If the PV bulk setting on the PV charging source (e.g., inverter) is lower than the alternate float setting on the backup 

charge controller, the PV charging source will always be the dominant charging source unless it is deactivated, as 
when a utility-interactive battery-based inverter goes into standby during a utility outage. 

 
54.  d. None of the proposed connections would work. The first one (a) would result in overcharging of the 120 Ah batteries.  

The second (b) would result in even more serious overcharging of the 120 Ah batteries, and the third (c) would also 
result in serious overcharging of the 120 Ah batteries. 

 
55.  a. This answer is consistent with the preceding discussion. The others are not. 
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56.  b. This is the normal operating mode of a LCB when used with a pump. A MPT will also convert a low-input voltage 
and a high-input current into a higher output voltage and a lower output current if required to supply maximum power 
to the load. 

 
57.  a. See text in this Guide. 
 
58.  b. Harmonic distortion relates to power quality; the lower the distortion, the higher the power quality. UL Standard 1741 

establishes an upper limit of 5% for harmonic distortion. 
 
59.  d. The wire must be sized at 125% of the inverter rated output current. The inverter output current can be determined by 

dividing the inverter rated power by the rated output voltage which, in this case, is 2500÷120 = 20.8 A, and 125% of 
this value is 26.0 A. 

 
60.  a. The maximum input current is the rated power divided by the lowest input voltage divided by the efficiency, which 

gives 2500÷22÷0.88 = 129 A. 
 
61.  b. The rated output current is 1500÷120 = 12.5 A.  So, 125% of 12.5 A is 15.6 A. Hence, the next higher circuit breaker 

(i.e., 20 A) should be used.   
 
62.  a. When a utility-interactive system in the sell mode is connected to the utility, there is usually about a five-minute time 

delay during which the inverter establishes that the utility voltage is stable.  
 
63.  d. The STC open-circuit voltage is 42.0 V, so this must be multiplied by 1.18, per NEC 690.7 to get 49.6 V. 
 
64.  c. The bus rating is 225 A, but the main breaker is only 200 A. 120% of 225 A is 270 A. Thus, the PV system may be 

connected using a 70 A breaker so the sum of the main plus the PV breakers is 270 A. But, because the PV breaker is 
rated at 125% of the inverter-output current, the inverter-output current can not exceed 56 A. 

 
65.  c. See NEC 250.166(C) 
 
66.  a. See NEC 690.45.  This is a case where there is no ground-fault protection, so the size must be 125% of the source-

circuit short-circuit current calculated in 690.8, or 1.25 x 7.2 x 1.25 = 11.2 A. Even though smaller wire will carry 
11.25 A, 14 AWG is the best available answer. 

 
67.  c. The array short-circuit current is 7.2 A x 3 x 1.25 = 27 A so 125% of 27 A is 33.75 A. A 10 AWG THWN-2 is rated at 

40 A, so this size conductor meets the requirements of NEC 250.122.   
 
68.  c. See NEC Table 250.122, per NEC 690.45. A 30 A breaker requires a 10 AWG equipment-grounding conductor. 
 
69.  a. 115% of 42 A is 47.92 A. 8 AWG THWN has an ampacity of 50 A. All the other ampacities are larger than this. 
 
70.  a. The batteries will discharge 40% per day, so the generator will need to run four hours per day. 
 
71.  b. See NEC 250.122. 
 
72.  d. See NEC 250.119.  Note that the conductor may also be green with yellow stripes or bare.  
 
73.  c. See NEC 250.119. 
 
74.  b. See NEC 110.26(A)(2). 
 
75.  d.   See NEC 110.26(A)(1)(b). 
 
76.  a. See text in this Guide. 
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77.  c. See Figure 2 in the Guide. On June 21, at 2:30 p.m., the sun is at an azimuth of about 90° W of S and an altitude of 
about 60°. For the array to point at the sun, it must face at the azimuth direction and must be tilted so the 
perpendicular to the array points toward the sun. This means that the tilt must be 30°. Make a sketch to prove this to 
yourself. 

 
78.  c. 70% of 10/32 is 7/32, because 7 is 70% of 10. 
 
79.  c. Finally, an obvious answer. 
 
80.  b.  
 
81.  a. Incorrect polarity can severely damage the electronics in a charge controller or an inverter and, if applied to batteries, 

can damage the PV cells, because the batteries will be supplying power to the PV array rather than vice versa.  The 
power supplied to the PV cells by the batteries will be dissipated as heat. 

 
82.  b. This problem involves successive applications of temperature and voltage drop factors. Assuming a temperature 

coefficient for voltage of -0.4%/0C, the temperature losses are -0.4%/0C x (500C-250C) = -10% or 0.9. With the 
combination of temperature and voltage drop the answer is V = 68.4×0.9×0.984 = 60.6 V. Note that the array 
maximum-power voltage is not dependent upon irradiance at higher irradiances and is neglected in this problem. 

 
83.  c. The correct result is obtained by multiplying 4,000 W × .90 (irradiance of 900 w/m2)× .90 (for module tolerance, array 

mismatch and dust degradation) × 0.875 ((temperature derate of -.5 %/0C x (500C-250C) = -12.5% or .875)) x .98 
(wiring loss) x .94 (inverter inefficiency) = 2,612 watts, answer c.  

84.  c. The correct result is obtained from 252295.097.0
4.68

529.04000 =×××× W. 

 
85.  d. The correct result is obtained from 4000×0.9×0.95×0.97×0.95 = 3152 W.  (The MPT charge controller increases the 

inverter output power by 630 W, or 25% from the previous example.) 
 
86.  a. This is the anti-islanding feature of the inverter, a requirement of UL 1741 listing. 
 
87.  c. The other answers are also good practices. The point here is that presumably there is a problem. This means that it is 

possible that a switch is bad, so that even if it is in the off position, maybe it is not off.  So after turning off all relevant 
switches to remove power from points where wires are to be attached or removed, the voltages and currents should be 
measured to be sure there are no surprises. Even then, gloves and a facemask may be appropriate (especially on high 
voltage systems and battery systems) when making the connections. 

 
88.  d. The first measurement proposed is not meaningful because, unless there is a connection between the module leads and 

the module case for one of the modules in a source circuit, the current in all modules will be the same, as the modules 
are in series. The voltage at the inverter input will be determined by whether the inverter tracks array maximum 
power, and will be determined primarily by the properly functioning source circuits. Measuring the short-circuit 
current does not single out any one module. Hence, the last test is the only one that may yield useful information. It is 
likely that the voltage across one of the modules will be significantly different from the voltages across the other 
modules. If this is the case, it indicates a problem with the module, such as a high resistance in a portion of the module 
causing the bypass diode to conduct or a shorted bypass diode. When this happens, the string has a lower maximum 
power voltage than the other strings causing the string to operate well above the maximum power point of the 
individual string indicated by the low operating current.  

 
89.  b. See section 3.8.2. 
 
90.  b. The problem does not say how much the three modules are shaded, but for crystalline silicon modules, a little shading 

goes a long way toward reducing module power output. When this happens, the rest of the modules try to generate 
full-rated current, so the bypass diodes of the shaded modules begin to conduct, thus reducing the voltage across the 
modules and providing an alternate path for the current from the other modules. So in the worst case, the STC power 
rating of the unshaded modules will be 1200 W. But then at 50°C, there is a 12.5% degradation, along with the 
module mismatch and dust degradation of 10% and then the compensation factor of 0.8 to account for the sun 
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irradiance of 800 W/m2 instead of 1000 W/m2. Then there is probably 3% wiring loss and 5% inverter loss. So the 
inverter output power should be approximately: P = 1200×0.9×0.875×0.8×0.97×0.95 = 697 W. Because the measured 
power is actually more than this, the shaded modules are apparently making some contribution to the total output 
power. So the system appears to be working properly. 

 
91.  c. When the charge controller is in the float phase, the current to the batteries is reduced, but the voltage across each fuse 

should be very close to zero. When one fuse is good, the voltage across it is zero, so the voltage on the charge 
controller side of the fuse should be at approximately the battery voltage, provided that the charge-controller 
disconnect is closed. When a fuse is open, the voltage on one side will be the battery voltage and the voltage on the 
other side will be the open-circuit source-circuit voltage. Hence, the problem is that the bottom fuse is blown. 
 

92. d.      If no current is measured from the array, and the inverter is charging the battery during a sunny day, it is likely that 
the charge controller has either failed or is set improperly. The problem states that the charge controller is good so this 
rules out failures and turns the attention to charge controller settings. In a grid-connected PV system with battery 
backup and no MPT charge controller, the inverter provides the primary charge control under normal conditions by 
diverting power to the grid. The backup charge controller is only to be used in the event of a utility outage. To keep 
the backup charge controller from regulating during normal operation, it must be set slightly above (0.5-1.0V higher) 
the inverter “sell” voltage. Also, both inverter and charge controller must have temperature compensation probes that 
are measuring battery temperature to properly set the charge voltage. It also may be possible that the PV array 
disconnect is open, or the temperature compensation probe on the inverter and/or charge controller has failed, but 
these are not supplied answers.   
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6. Appendix 
 
6.1 Irradiation (Formerly called Insolation) Data for Denver, CO 

 
 
 

 

 City:     BOULDER                
State:    CO 
WBAN No:  94018 
Lat(N):   40.02 
Long(W):  105.25 
Elev(m):  1634 
Pres(mb): 836 
Stn Type: Primary 
SOLAR RADIATION FOR FLAT-PLATE COLLECTORS FACING SOUTH AT A FIXED-TILT (kWh/m2/day), Percentage Uncertainty = 9
Tilt(deg) Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
0 Average 2.4 3.3 4.4 5.6 6.2 6.9 6.7 6 5 3.8 2.6 2.1 4.6

Minimum 2.1 2.8 3.7 4.8 5.1 5.7 5.6 5.2 4 3.1 2.3 1.9 4.3
Maximum 2.7 3.5 5 6.1 7.2 7.8 7.4 6.6 5.5 4.2 2.8 2.3 4.8

Lat - 15  Average 3.8 4.6 5.4 6.1 6.2 6.6 6.6 6.3 5.9 5.1 4 3.5 5.4
Minimum 3.2 3.8 4.3 5.3 4.9 5.5 5.6 5.3 4.6 4 3.4 2.8 4.9
Maximum 4.4 5.1 6.2 6.8 7.3 7.6 7.4 7.1 6.7 5.8 4.6 4.1 5.7

Lat       Average 4.4 5.1 5.6 6 5.9 6.1 6.1 6.1 6 5.6 4.6 4.2 5.5
Minimum 3.6 4.2 4.4 5.2 4.6 5.1 5.2 5.1 4.6 4.2 3.9 3.2 5
Maximum 5.1 5.7 6.5 6.7 6.8 6.9 6.8 6.8 6.8 6.4 5.2 4.8 5.8

Lat + 15  Average 4.8 5.3 5.6 5.6 5.2 5.2 5.3 5.5 5.8 5.7 4.8 4.5 5.3
Minimum 3.9 4.3 4.4 4.8 4.1 4.4 4.5 4.6 4.4 4.2 4.1 3.5 4.8
Maximum 5.6 5.9 6.5 6.2 6 5.9 5.9 6.2 6.6 6.5 5.6 5.3 5.6

90 Average 4.5 4.6 4.3 3.6 2.8 2.6 2.7 3.2 4 4.6 4.4 4.3 3.8
Minimum 3.6 3.7 3.5 3 2.3 2.2 2.3 2.7 3.1 3.4 3.7 3.4 3.4
Maximum 5.4 5.2 5 4 3.1 2.8 2.9 3.6 4.6 5.3 5.1 5.2 4.1

SOLAR RADIATION FOR 1-AXIS TRACKING FLAT-PLATE COLLECTORS WITH A NORTH-SOUTH AXIS (kWh/m2/day), Percentage Uncertainty = 9 
Axis Tilt Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
0 Average 3.7 4.9 6.2 7.6 8.2 9.1 9 8.2 7.1 5.7 4 3.3 6.4

Minimum 3 4.1 4.6 6.2 6.2 7.4 7.1 6.7 5.3 4.2 3.4 2.6 5.7
Maximum 4.4 5.5 7.4 8.7 10 10.9 10.2 9.3 8.3 6.6 4.4 3.9 6.9

Lat - 15  Average 4.8 5.9 7 8.1 8.4 9.1 9.1 8.6 7.9 6.7 5 4.4 7.1
Minimum 3.8 4.8 5.1 6.6 6.3 7.4 7.1 7 5.8 4.8 4.2 3.3 6.2
Maximum 5.6 6.7 8.4 9.2 10.2 10.9 10.3 9.8 9.2 7.8 5.7 5.2 7.6

Lat       Average 5.2 6.2 7.2 8 8.1 8.8 8.7 8.4 7.9 7.1 5.5 4.9 7.2
Minimum 4.2 5.1 5.2 6.6 6.1 7.1 6.8 6.8 5.8 5 4.6 3.6 6.3
Maximum 6.2 7.1 8.6 9.2 9.9 10.4 10 9.6 9.3 8.2 6.3 5.8 7.8

Lat + 15  Average 5.5 6.4 7.1 7.7 7.7 8.2 8.2 8 7.8 7.1 5.7 5.2 7.1
Minimum 4.4 5.2 5.2 6.3 5.8 6.6 6.4 6.5 5.6 5 4.8 3.8 6.1
Maximum 6.6 7.3 8.6 8.9 9.4 9.8 9.3 9.2 9.1 8.3 6.6 6.2 7.6

SOLAR RADIATION FOR 2-AXIS TRACKING FLAT-PLATE COLLECTORS (kWh/m2/day), Percentage Uncertainty = 9
Tracker   Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
2-Axis    Average 5.6 6.4 7.2 8.1 8.5 9.4 9.2 8.6 8 7.1 5.7 5.3 7.4

Minimum 4.5 5.2 5.2 6.7 6.4 7.6 7.2 7 5.8 5.1 4.8 3.9 6.5
Maximum 6.7 7.3 8.6 9.3 10.4 11.1 10.5 9.8 9.3 8.3 6.6 6.3 8

DIRECT BEAM SOLAR RADIATION FOR CONCENTRATING COLLECTORS (kWh/m2/day), Percentage Uncertainty = 8
Tracker   Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
1-X, E-W  Average 3.5 3.7 3.7 4 4.2 5 4.9 4.5 4.4 4.3 3.6 3.4 4.1
Hor Axis  Minimum 2.3 2.8 2.1 2.9 2.9 3.5 3.8 3.4 2.8 2.5 2.7 2 3.4

Maximum 4.6 4.5 4.8 5 5.7 6.4 6.1 5.4 5.5 5.2 4.7 4.3 4.5
1-X, N-S  Average 2.6 3.4 4.2 5.3 5.6 6.6 6.5 6 5.4 4.3 2.8 2.3 4.6
Hor Axis  Minimum 1.6 2.5 2.2 3.6 3.8 4.8 4.8 4.5 3.4 2.4 2.2 1.3 3.7

Maximum 3.4 4.2 5.7 6.4 7.6 8.5 8.1 7.1 6.7 5.3 3.6 3 5.1
1-X, N-S  Average 3.9 4.5 5 5.6 5.5 6.2 6.2 6.1 6 5.5 4.1 3.6 5.2
Tilt=Lat  Minimum 2.5 3.4 2.7 3.8 3.7 4.5 4.6 4.6 3.8 3.1 3.1 2 4.2

Maximum 5.1 5.5 6.6 6.8 7.5 8 7.7 7.3 7.6 6.7 5.3 4.6 5.7
2-X       Average 4.1 4.6 5 5.7 5.8 6.8 6.7 6.3 6.1 5.6 4.3 4 5.4

Minimum 2.7 3.5 2.7 3.9 4 4.9 4.9 4.8 3.8 3.2 3.3 2.2 4.3
Maximum 5.4 5.7 6.6 6.9 7.9 8.7 8.3 7.5 7.6 6.8 5.6 5 6

AVERAGE CLIMATIC CONDITIONS 
Element   Jan Feb Mar Apr May Jun Jul Aug Sep Oct Nov Dec Year
Temp.     (deg C) -1.3 0.8 3.9 9 14 19.4 23.1 21.9 16.8 10.8 3.9 -0.6 10.2
Daily Min (deg C) -8.8 -6.6 -3.4 1.4 6.4 11.3 14.8 13.8 8.7 2.4 -3.7 -8.1 2.3
Daily Max (deg C) 6.2 8.1 11.2 16.6 21.6 27.4 31.2 29.9 24.9 19.1 11.4 6.9 17.9
Record Lo (deg C) -31.7 -34.4 -23.9 -18.9 -5.6 -1.1 6.1 5 -8.3 -16.1 -22.2 -31.7 -34.4
Record Hi (deg C) 22.8 24.4 28.9 31.7 35.6 40 40 38.3 36.1 31.7 26.1 23.9 40
HDD,Base=  18.3C  608 492 448 280 141 39 0 0 80 238 433 586 3344
CDD,Base=  18.3C  0 0 0 0 6 71 148 113 35 4 0 0 377
Rel Hum   percent 55 56 54 50 52 49 48 49 50 49 56 56 52
Wind Spd.  (m/s)  3.7 3.8 4.1 4.4 4.1 3.8 3.6 3.5 3.4 3.4 3.5 3.6 3.8


